Actuation

Direct
Operated

Pilot
Operated

Body

Brass/Pipe mounting

Brass/Sub-base
mounting

Anodized aluminium/
Banjo

303 Stainless St./Sub-
base mounting
POM/Sub-base
mounting

Anodized aluminium/
Pipe mounting

Anodized aluminium/
Sub-base mounting/
Poppet

VALVES FOR DRY OR LUBRICATED

AIR, NEUTRAL GASES AND LIQUIDS

Function

Normally Closed

Normally Open

Universal

Control by Electric Impulse
Normally Closed

Normally Open

Universal

Normally Closed
Normally Closed
Normally Closed
Normally Closed

Normally Open

Normally Closed

I llwlo

Qil

Port
Size

1/8"
1/8"-1/4"
1/4"
1/4"
1/8"
1/4"
1/4"
SB
3.5mm
5mm
5mm
1/8"-1/5"
5mm

1/8"
5mm

3mm

1/4"
172"
1/4"
172"

172"

207

Water Air

Orifice Flow
(mm) Factor
Kv(l/min)
12t02.5 35
2.5 3.5
1t04.5 7
15t03 45
151025 3.5
081035 5
1.5 1.5
1.3 1
12t01.5 09
1t025 35
151025 2.2
1.5 1.5
15t02.5 35
1.2 -
1.5 1.5
2 2
6.5t8 20
14 -
8 20
14 -
15 -

MOPD
(bar)

20
7
30
16
10
30
16
20
10
16
15
10
10

10
15

10
15
15
40
15

10

Max
Fluid
Temp. (°C)
140
75
140
120
140
140
100
140
75
120
120
120
120

50
100

50
75
75
75
100

75

Page
Parker
Valves

208

208

220
220

Page
Parker
LUCIFER®
Valves

210

218

224

228
228
230
232
232

234
236

238
240
242
242
244

244

Parker Hannifin Corporation
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VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

Industrial Equipment Commarcial Equipmant Process
BRASS 1
PIPE MOUNTING W] [\
NORMALLY CLOSED 0 O2
Port Orifice Flow Operating Fluid Seat Parker Valves Power Coil  Dwg.
size 7] factors Pressure Temp. Seal Group  No.
Differential
1 (& 1 (& 1 (2 Min Max(MOPD) Min Max V:;:\llle:n %Ltirer \4;215 T(;-;:)iL
BSP & o SN NS e v oW
mm 1/min I/min  bar bar bar °C C
12 16 07 - 004 - O 8 - -10 140 FKM 398102, N79.4IlVv  WBA4.5 1155060 4.5 - 13 066
12 16 07 - 004 - O 14 - -10 140 FKM 398104, N79.4IlVv  WBA4.5 2305060 4.5 - 13 066
12 16 07 - 004 - O 14 - -10 140 FKM 398120, N79.4IlV  WBA4.5 245060 45 - 13 066
12 16 07 - 004 - O 14 - -10 140 FKM 398100, N79.4IV  WBA.542/50-60 45 - 13 066
15 16 1 - 006 - O 8 - -10 140 FKM 398112,  N79.4AV WBA.52305060 4.5 - 13 066
15 16 1 - 006 - O 8 - -10 140 FKM 398122,  N79.4AV WBA.5245060 4.5 - 13 066
15 16 1 - 006 - O 8 - -10 140 FKM 398138,  N79.6AV WBA4.511550-60 4.5 - 13 080
208 45 46 1 - 006 - O 8 - -10 140 FKM  398130U, N79.6AV WBA511560 45 - 13 080
15 16 1 - 006 - O 8 - -10 140 FKM 398114,  N79.6AV WBA.52305060 4.5 - 13 080
15 16 1 - 006 - O 8 - -10 140 FKM 398142,  N79.6AV WBA.52405060 4.5 - 13 080
15 15 12 - 007 - 0 20 - -10 140 FKM 362560 PM141AV ZB09 9 - 201/202 029
2 16 15 - 009 - O 5 - -10 140 FKM  398134U, N79.6BV WBA511560 45 - 13 080
2 16 15 - 009 - O 5 - -10 140 FKM  398136U, N79.6BV WBA.5208-240/60 4.5 - 13 080
2 16 15 - 009 - O 5 - -10 140 FKM 398132,  N79.6BV WBA.52305060 4.5 - 13 080
2 25 2 - 012 - 0 15 - -10 140 FKM 362570J PM141BV ZB09 9 - 201/202 029
o08 2 25 2 - 012 - 0 15 - -10 140 FKM 362620J PMI41FV ZB09 9 - 201/202 033
25 25 28 - 017 - 0 9 - -10 140 FKM 362630 PM141GV ZB09 9 - 201/202 033
Notes:

1. Ordering number is for an assembled valve and coil, with the voltage shown.

208 Parker Hannifin Corporation
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
@ C € page size (mm) (I/min) (bar) (°C) (°C)
. From 1/8" 12 0.7 5 -10 -10
‘ @ N To 174" 25 28 20 140 50

it
|

Drawing 066

Drawing 080

Drawing 029 ) Drawing 033
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WAY VALVES

3/

BRASS
PIPE MOUNTING

NORMALLY CLOSED

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

Operating

Pprt Orifice Fow Prossure Fluid
size 7} factors Ditferential Temp.
1 (@ 1 () 1 (2 Min Max(MOPD) Min Max
BSP &7 kv AC DG
mm I/min I/min bar bar bar °C °C
12 15 07 09 004005 0 10 10 -10 75
15 15 09 09 005005 0 7 7 -0 75
15 15 1.5 15 009009 0 15 15 -10 120
15 15 1.5 15 009009 0 15 15 -10 100
2 25 25 35015021 0 10 10 -10 120
18" 5 95 95 35015021 0 10 10 -10 100
2 25 25 35015021 0 10 10 -10 120
2 25 25 35015021 0 10 10 -10 100
25 25 35 35021020 0 7 7 -10 120
25 25 35 35021020 0 7 7 -10 100
25 25 35 35021020 0 7 7 -10 100
25 25 3 3 018018 0 - 2 20 75
25 25 3 3 018018 0 2 2 20 75
85 25 25 3 3 018018 0 - 2 20 75
25 25 35 35021021 0 7 7 40 75
25 25 35 35021021 0 7 7 40 75
1 1 06 06003003 0 - 10 -10 55
VA 4 1 06 06003003 0 - 10 -10 75
1 1 06 - 003 - 0O - 10 -0 75
Notes:
1. With manual override
(2x) M5x6
24 19,5 32
G 1/8"
a)
A il
=] Peld
Py a5
it ol
o e
= 1 19
1413

210
Seal

FKM
FKM
FKM
FKM
FKM
FKM
FKM
FKM
FKM
FKM
FKM
PUR
PUR

PUR

PUR
PUR

FKM
FKM
FKM

210

—_

Wi .

ANeT AN

o L2 1
Parker LUCIFER® IS  Power Coil  Dwg.
Valves Group  No.
Valve Housing Coil
Ref. Ref. Ref. AC  DC
W oW
131M15 8093 488980 2 25 11 3382
131M14 8993 488980 2 25 11 3382
E131K14 4270 481000 8 8 21 3510
E131K14 2095 481865 8 9 21 3510
131K16 4270 481000 8 8 21 3510
131K16 2095 481865 8 9 21 3510
131K1650, 4270 481000 8 8 21 3510
131K1650, 2995 481865 8 9 21 3510
E131K13 4270 481000 8 8 20 3510
E131K13 2095 481865 8 9 20 3510
E131K13 4270 486265 14 14 20 3510
131K0397 2995 482740 - 16 6080 8023
131K0397 - 495900 25 2 6080 8023
131K0397 - 495010 * - 2% 60BO 8023
E131K0358, 4270 481000 8 8 21 3510
E131K0358, 2995 481865 8 9 21 3510
131K0490 2995 48358001 * - 09 7080 7058
131K0490 - 4ssee0.01 * - O3 70m0 7058
131K0490 = agsot0 * - O3 70B0 7058
Drawing 7058

Parker Hannifin Corporation
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For this Port Orifice Ky MOPD

ﬁ @ C € page size (mm) (I/min) (bar)

From 1/8" 1 0.6 2 -40 -40

& &
=5 b T 4 25 35 15 120 50

Fluid Temp ~ Amb Temp
(°0) (°0)

Pan

— A4

& |

i pikd

-_—] Fan Y

) N ¥5x5.5 =
g
M5 for 3/2 valve 22
488380 DIN 43650 B .
&
NES ©
- "
T -} TTTTY i
)
2 1 &
<
%0 618"
220 Drawing 3382
3% 1
(2x) M5x6

OPTION
Manual override
121.. . 31K. . .50
32
481865
0202
= 3 1 -
2 & 1] Q\ s
T \—+— \DIN 43650A T
g : []_ﬂ s g E“ r§h
P ' El
& L 18
- LNRE Drawing 3510
19 (2x) M5x6
—
| | |
] I“ kL
S —————t
na__ 10,6 g/
T 0
1 1
i
B =
AR . | mval ,
N il
614" -
—— 40
19 &
1313 - Drawing 8023
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WAY VALVES

3/ VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

BRASS L 2
PIPE MOUNTING L[ AN=L AN~
NORMALLY CLOSED o 2 el
Port Orifice Flow Operating Fud 212 Parker LUCIFER® IS Power  Coil Dwg.
size o factors Differential Temp.  Seal Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing ~ Coil
Kv Ky AC  DC Ref. Ref. Ref. AC DC
BSP J /
mm I/min I/min bar bar bar °C °C w w
12 15 08 15 005009 0 30 - -30 130 Ruby E131K64 4270 481000 8 - 20 3510
12 15 08 15 005009 0 30 30 -30 140 Ruby E131K64 4270 486265 14 14 20 3510
12 15 08 15 005000 0 30 - -30 130 Ruby E131K6450, 4270 481000 8 - 20 3510
12 15 08 15 005009 O 30 30 -30 140 Ruby FE131K6450, 4270 486265 14 14 20 3510
15 15 15 15009009 0 - 7 20 75 PUR 131K0497 2095 482740 - 16 6080 8023
15 15 15 15009009 0 7 7 20 75 PUR 131K0497 - 495900 25 2 6080 8023
15 15 15 15009009 0 - 7 20 75 PUR 131K0497 - agsoto * - O3 6080 8023
15 15 15 15009009 0 - 7 20 75 PUR 131K0497 2095 496125 - 16 6080 8023
15 15 15 15 009009 0 16 16 -10 120 FKM E131K04 4270 481000 8 8 20 3510
VA% 15 15 15 15 009009 0 16 16 -10 100 FKM E131K04 2995 481865 8 9 20 3510
15 15 15 15 009009 0 16 16 -10 120 FKM E131K04 4270 486265 14 14 20 3510
15 1.5 15 15 009009 0 15 15 -10 120 FKM E131K0450, 4270 481000 8 8 21 3510
15 15 15 15 009009 0 15 15 -10 100 FKM E131K0450, 2995 481865 8 9 21 3510
2 3 25 45015027 0 10 10 -10 75 FKM 131123 4270 481000 8 8 20 3223
2 3 25 45015027 0 10 10 -10 75 FKM 131123 2995 481865 8 9 20 3223
2 3 25 45015027 0 10 10 -10 75 FKM 131723 4270 486265 14 14 20 3223
2 3 25 45015027 0 10 10 -10 75 FKM 13172301, 4270 481000 8 8 20 3223
2 3 25 45015027 0 10 10 -10 75 FKM 13172301, 2095 481865 8 9 20 3223
2 3 25 45015027 0 10 10 -10 75 FKM 13172301, 4270 486265 14 14 20 3223
Notes:

1. With manual override

212 Parker Hannifin Corporation
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WAY VALVES

For this Port Orifice Kv MOPD Fluid Tem Amb Tem|
B @ C € page  size  (mm)  (Vmin)  (bar) o e

From 14" 12 08 7 -30 -2
[E &

= o o i 2 25 %0 140 50
(20) 56

1/6°-27 NPT]1/4°-18 NPT]

OPTION
Manual override
121...131K...50

481865
Dz02

2\ w
T ——\DIN 436604 T
G ’
« M El
?: 0 18
- LNRE Drawing 3510
19 (2x) M5x6
e I A
| | |
i I“ 1)
——
nA 10,6 AL
i 0
+ 1 1
i
F -3
T | mval .
S sl
X% -
—— 40
19 &
lS_!_IJ - Drawing 8023
32 DIN 43650A 481865
. _
| +
25 I +f a T
2| = ot
N i
& Sl e M4 x6
o
[Te]
> B ) I
~ = EZ Fr—=F
(L] t ,E"
Uy
28
27 | 36
Weight: 0.4 kg ”Jg manual override .44

Drawing 3223

213 Parker Hannifin Corporation
Fluid Control Division Europe
General Catalogue FCDE/0110/UK/N/2.0



WAY VALVES

3/

BRASS
PIPE MOUNTING

NORMALLY CLOSED

Port Orifice Flow Operating FAud 214
size 7} factors Ditferential Temp.  Seal
1 (@ 1 () 1 (2 Min Max(MOPD) Min Max

BSP Kv Kv AC DC
mm I/min I/min  bar bar bar °C °C
2 25 25 35 015021 O 10 10 -10 120 FKM
2 25 25 35 015021 O 10 10 -10 100 FKM
2 25 25 35 015021 O 10 10 -10 120 FKM
2 25 25 35 015021 O 10 10 -10 120 FKM
1/4m 2 25 25 35 015021 O 10 10 -10 100 FKM
25 25 3 3 018 018 0 - 2 20 75 PUR
25 35 35 55 021033 0 7 7 -10 75 FKM
25 35 35 55 021033 0 7 7 -10 75 FKM
25 35 35 55 021033 0 7 7 -10 75 FKM
25 35 35 55 021033 0 7 7 -10 75 FKM
Notes:
1. With manual override
32 DIN 43650A 481865
o _
| +
§§ ot ot & *
x| 2 ™
& Sl e M4 x6
o
= 12
Ny 2 %Ill_[ ‘_J:l
15} ||| o]
o
28
27 36
Weight: 0.4 kg 17Jg manual override .44
214

U

LA

AW

I
0 2
Parker LUCIFER®
Valves

Valve Housing Coil

Ref. Ref. Ref.
E131K06 4270 481000
E131K06 2995 481865
E131K06 4270 486265
E131K0650, 4270 481000
E131K0650, 2995 481865
131K0397 2995 496125
131729 4270 481000
131729 2995 481865
13172901, 4270 481000
13172901, 2995 481865

1

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

Power Coil Dwg.
Group No.

AC DC

w W
8 8 20 8119
8 9 20 8119
14 14 20 8119
8 8 2.1 3510
8 9 2.1 3510
- 16 6080 8023
8 8 2.1 3223
8 9 2.1 3223
8 8 2.1 3223
8 9 2.1 3223

Drawing 3223

Parker Hannifin Corporation
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@ C € F(IJJra géis Port ?rifice Ky

From

To

WAY VALVES

MOPD  Fuid Temp  Amb Temp
size mm) (I/min) (bar) (°C)

(°c)
114" 2 25 2 -20 -20
114" 25 35 10 120 50

(2x) M5x6
=l -
E U‘E[ Manual override
— i%_.___.
24 _, 18,5 481865 3
178
/ ————
@] b4+ 1s
0 DN a3ss0a_|—~ | o
g 2
ol =y
|72 Yl
1 [ | J 2 %
B n T
g " 4
ik 0 e
- 14113 Drawing 8119
_» 1
(2x) M5x6
—[, TTION
Manual override
121...131K. ..50
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481865
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i
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lS_!_IJ - Drawing 8023
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WAY VALVES

3/ VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

BRASS L 2

PIPE MOUNTING L[ AN=L AN~

NORMALLY CLOSED o 2 el

Port Orifice Flow Operating Fud 216 Parker LUCIFER® Power  Coil  Dwg.

size o factors Differential Temp.  Seal Valves Group No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing ~ Coil

Kv Ky AC  DC Ref. Ref. Rl ac Dc

BSP J /
mm I/min I/min bar bar bar °C °C w W
25 6 27 15 016 09 01 7 7 -10 75 FKM E131E03 4270 481000 8 8 20 3525
25 6 27 15 016 09 01 7 7 -10 75 FKM E131E03 2095 481865 8 9 20 3525
25 6 27 15 016 09 01 7 7 -10 75 FKM E131E03 4270 486265 14 14 20 3525
25 25 35 35021021 0 7 7 -10 100 FKM E131K03 4270 481000 8 8 20 3510
25 25 35 35021021 0 7 7 -10 100 FKM E131K03 2095 481865 8 9 20 3510
25 25 35 35021021 0 7 7 -40 75 PUR E131K0308 4270 481000 8 8 21 3510
25 25 35 35021021 0 7 7 -40 75 PUR E131K0308 2995 481865 8 O 21 3510
25 25 35 35021021 0 7 7 -10 120 FKM E131K0350, 4270 481000 8 8 21 3510

qan 25 25 35 35021021 0 7 7 10 100 FKM E131K0350, 2995 481865 8 9 21 3510
25 25 35 35021021 0 7 7 -30 130 Ruby E131K63 4270 481000 8 8 20 3510
25 25 35 35021021 0 7 7 -30 100 Ruby E131K63 2095 481865 8 9 20 3510
25 25 35 35021021 0 7 7 -30 130 Ruby FE131K6350, 4270 481000 8 8 21 3510
25 25 35 35021021 0 7 7 -30 100 Ruby E131K6350, 2995 481865 8 9 21 3510
3 4 45 6 02703 0 10 - -10 75 FKM 131722 4270 481044 14 - 22 3223
3 4 45 6 02703 0 10 - -10 75 FKM 131722 2095 492425 14 - 22 3223
45 6 7 9 042054 0 2 2 -10 75 FKM 131721 4270 481000 8 8 20 3223
45 6 7 9 042054 0 2 2 -10 75 FKM 131721 2095 481865 8 9 20 3223
45 6 7 9 042054 0 2 2 -10 75 FKM 131721 4270 486265 14 14 20 3223

Notes:

1. With manual override
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WAY VALVES

For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
@ C € page size (mm) (I/min) (bar) (°C) (°C)
From 1/4" 25 2.7 2 -40 -40
— onv] To 1/4" 45 7 10 130 50
32 19,5 24
481869
DIN 436504 ,chl Fﬁl
81 ol s . &
_ I o Y
He & J 1 e e s
5‘__11 H A\ 4 « 7 7 »j
‘ L1z 50 3t
MExI0 (2x) 34 8
7 50
‘,
T
[ ] .
Drawing 3525
_» 1
(2x) M5x6
E[,, TTION
Manual override
121...131K. ..50
2
481865
0202
S E 1 2\ w
T “————\DIN 436504 f
MR : PN
i1 ’J
« 4 [
?: 0 18
- HJ: 13 Drawing 3510
32 DIN 43650A 481865
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55 te—or [P S
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& Sl e M4 x6
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o
28
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Weight: 0.4 kg 17Jg manual override .44
Drawing 3223
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WAY VALVES

3/ VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

BRASS 1 2
PIPE MOUNTING w{ TT\|Z]w{ TT\\IZ]
NORMALLY OPEN 20 0 30O 1
Port Orifice Flow Operating Fud 218 Parker LUCIFER® Power  Coil  Dwg.
size o factors Differential Temp.  Seal Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing Coil
Kv Ky AC DC Ref. Ref. Rl ac e
BSP ! /
mm I/min I/min bar bar bar °C °C w W
15 15 14 14 008008 0 16 16 -10 120 FKM 132K04 4270 481000 8 8 21 3510
15 15 14 14 008008 0 16 16 -10 100 FKM 132K04 2095 481865 8 9 21 3510
2 2 18 18010010 0 10 10 -10 120 FKM 132K06 4270 481000 8 8 21 3510
2 2 18 18010010 0 10 10 -10 100 FKM 132K06 2095 481865 8 9 21 3510
2 3 25 45015027 0 10 5 -10 75 FKM 132123 4270 481000 8 8 20 3223
2 3 25 45015027 0 10 5 -10 75 FKM 132123 2095 481865 8 9 20 3223
yan 2 3 25 45015027 0 - 10 -10 75 FKM 132123 4270 486265 - 14 20 3223
2 3 25 45015027 0 10 5 -10 75 FKM 13212301, 4270 481000 8 8 20 3223
2 3 25 45015027 0 10 5 -10 75 FKM 13272301, 2995 481865 8 9 20 3223
2 3 25 45015027 0 - 10 -10 75 FKM 13212301, 4270 486265 - 14 20 3223
25 25 22 22 013013 0 7 7 -10 120 FKM 132K03 4270 481000 8 8 21 3510
25 25 22 22 013013 0 7 7 -10 100 FKM 132K03 2095 481865 8 9 21 3510
3 4 45 6 02703 0 10 - -10 75 FKM 1327122 4270 481044 14 - 22 3223
3 4 45 6 027036 0 - 10 75 FKM 132122 2005 492425 14 - 22 3223
Notes:

1. With manual override
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
@ C € page size (mm) (I/min) (bar) (°C) (°C)
From 1/4" 15 1.4 5 -10 -30

— To 1/4" 3 45 16 120 50

I
(2x) M5x6

OPTION
Manual override
121...131K...50
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Weight: 0.4 kg ”Jg manual override .44

Drawing 3223
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3 WAY VALVES

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL
3 GASES AND LIQUIDS

DIRECT OPERATED
BRASS 1
PIPE MOUNTING w{ {T\|z]
JNIVERS? ol b
Port Orifice Flow Operating Fluid Seat Parker Valves Power Coil Dwg.
size 7] factors Pressure Temp. Seal Group No.
Differential
1 (2 1 (3 1 (2 Mn Max(MOPD) Min Max V:ﬂ\ll:n (IJ)Ldrer \Ell;r: Tcy«;L
BSP A e SO 1R e v oW
mm 1/min 1/min bar bar bar °C C
15 15 12 - 007 0 10 - -10 140 FKM 362410 PM139AV  ZB09 9 - 201/202 022
220 15 15 12 - 007 0 10 -10 140 FKM 362410J PM139AV  ZB12 - 12 201/202 022
2 2 2 - 012 0 7 - 10 140 FKM 362460J PM139FV  ZB09 9 - 201/202 022
2 2 2 - 012 0 7 10 140 FKM 362460J PM139FV  ZB12 - 12 201/202 022
o090 25 25 28 - 017 0 4 - 10 140 FKM 362470J PM139GV  ZB09 9 - 201/202 022
25 25 28 - 017 0 4 10 140 FKM 362470 PM139GV  ZB12 - 12 201/202 022
35 25 5 - 03 0 1 - 10 140 FKM 362475J PM139LV  ZB09 9 - 201/202 022
35 25 5 - 03 0 1 -10 140 FKM 362475 PM139lV  ZB12 - 12 201/202 022
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
@ C € page size (mm) (I/min) (bar) (°C) (°C)
From 1/8" 15 12 1 -10 -10

N To 1/4" 35 5 10 140 50

Drawing 022
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WAY VALVES

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL
3 GASES AND LIQUIDS

DIRECT OPERATED
BRASS 1 2
PIPE MOUNTING W TT\lzm{ JA\[Z
UNIVERSAL 0 2 3 O1
Port Orifice Flow Operating Fud 222 Parker LUCIFER® IS Power  Coil Dwg.
size o factors Differential Temp.  Seal Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing ~ Coil
Ref. Ref. Ref.
BSP Kv Kv AC  DC AC DC
mm 1/min m‘h  bar bar bar °C °C w w
15 15 15 15 009009 0 10 10 -10 100 FKM E133K14 2995 481865 8 9 21 3510
15 15 15 15 009009 0 10 10 -10 120 FKM E133K14 4270 481000 8 8 21 3510
ygn 2 2 25 25015015 0 7 7 -10 100 FKM E133K16 2995 481865 8 9 21 3510
2 2 25 25015015 0 7 7 -10 120 FKM E133Ki6 4270 481000 8 8 21 3510
25 25 35 35021021 0 4 4 -10 100 FKM E133K13 2995 481865 8 9 21 3510
25 25 35 35021021 0 4 4 -10 120 FKM E133K13 4270 481000 8 8 21 3510
08 08 03 03 002002 0 30 30 -10 100 FKM E133K05 2995 481865 8 9 21 3510
08 08 03 03 002002 0 30 30 -10 120 FKM E133K05 4270 481000 8 8 21 3510
08 08 03 03 002002 0 30 30 -10 120 FKM E133K05 4270 486265 14 14 20 3510
15 15 15 15009009 0 - 3 20 75 PUR 133K0497 2095 482740 - 16 6080 8023
15 15 15 15009009 0 3 3 20 75 PUR 133K0497 - 495900 25 2 6080 8023
15 15 15 15009009 0 - 3 20 75 PUR 133K0497 - agsoto * - O3 6080 8023
15 15 1.5 15 009009 0 - 3 20 75 PUR 133K0497 2995 496125 - 16 6080 8023
15 15 15 15 009009 0 10 10 -10 100 FKM E133K04 2995 481865 8 9 20 3510
15 15 15 15 009009 0 10 10 -10 120 FKM E133K04 4270 481000 8 8 20 3510
15 15 15 15 009009 0 10 10 -10 120 FKM E133K04 4270 486265 14 14 20 3510
15 1.5 1.5 15 009009 0 10 10 -10 100 FKM E133K0450, 2995 481865 8 9 21 3510
15 15 15 15 009009 0 10 10 -10 120 FKM E133K0450, 4270 481000 8 8 21 3510
2 2 25 25015015 0 7 7 -10 75 FKM 133123 2995 481865 8 9 21 3223
v 2 2 25 25015015 0 7 7 -10 75 FKM 133123 4270 481000 8 8 21 3223
2 2 25 25015015 0 7 7 -10 75 FKM 13312301, 2995 481865 8 9 21 3223
2 2 25 25015015 0 7 7 -10 75 FKM 13372301, 4270 481000 8 8 21 3223
2 2 25 25015015 0 7 7 -10 100 FKM E133K06 2995 481865 8 9 2030 3510
2 2 25 25015015 0 7 7 -10 120 FKM E133K06 4270 481000 8 8 2030 3510
2 2 25 25015015 0 7 7 -10 120 FKM E133K06 4270 486265 14 14 2080 3510
2 2 25 25015015 0 7 7 -10 100 FKM E133K0650, 2995 481865 8 9 21 3510
2 2 25 25015015 0 7 7 -10 120 FKM E133K0650, 4270 481000 8 8 21 3510
25 25 35 35021021 0 4 4 -10 100 FKM E133K03 2995 481865 8 9 20 3510
25 25 35 35021021 0 4 4 -10 120 FKM E133K03 4270 481000 8 8 20 3510
25 25 35 35021021 0 4 4 -10 120 FKM E133K03 4270 486265 14 14 20 3510
25 25 35 35 021021 0 4 4 -10 100 FKM E133K0350, 2995 481865 8 9 21 3510
25 25 35 35 021021 0 4 4 -10 120 FKM E133K0350, 4270 481000 8 8 21 3510
3 3 45 45027027 0 2 2 -10 75 FKM 133721 2995 481865 8 9 21 3223
3 3 45 45027027 0 2 2 -10 75 FKM 133721 4270 481000 8 8 21 3223
Notes:

1. With manual override
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WAY VALVES

For this Port Orifice Kv MOPD Fluid Tem Amb Tem|
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From 18" 08 03 2 -20 -2
[E &

= o o i 3 45 % 120 50
(20) 56

1/6°-27 NPT]1/4°-18 NPT]

OPTION
Manual override
121...131K...50

481865
Dz02

2\ w
T ——\DIN 436604 T
G ’
« M El
?: 0 18
- LNRE Drawing 3510
19 (2x) M5x6
e I A
| | |
i I“ 1)
——
nA 10,6 AL
i 0
+ 1 1
i
F -3
T | mval .
S sl
X% -
—— 40
19 &
lS_!_IJ - Drawing 8023
32 DIN 43650A 481865
. _
| +
25 I +f a T
2| = ot
N i
& Sl e M4 x6
o
[Te]
> B ) I
~ = EZ Fr—=F
(L] t ,E"
Uy
28
27 | 36
Weight: 0.4 kg ”Jg manual override .44

Drawing 3223

293 Parker Hannifin Corporation
Fluid Control Division Europe
General Catalogue FCDE/0110/UK/N/2.0



3 WAY VALVES

3/ VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

BRASS 1 2
PIPE MOUNTING W TT\lzm{ JA\[Z
UNIVERSAL 02 30
Port Orifice Flow Operating Fud 224 Parker LUCIFER® Power  Coil  Dwg.
size o factors Differential Temp.  Seal Valves Group No.
1@ 1 (3 1 (2 Min Max(MOPD) Min Max Valve Housing  Coil
K KV Ref. Ref. Ref.
BSP v , AC DC AC DG
mm 1/min m¥h  bar bar bar °C °C w w
gaw O 3 4545027027 0 2 2 10 75 FKM 13312101, 2095 481865 8 O 2 3223
3 3 45 45027027 0O 2 2 -0 75 FKM 13372101, 4270 481000 8 8 21 3223
Notes:
1. With manual override
BRASS 1
ou G | AN
,
ODNTROL BY ELEGTRIG IMPULSE 0 O2
Port Orifice Flow Operating Fud 224 Parker LUCIFER® Power  Coil  Dwg.
size o factors Differential Temp.  Seal Valves Group No.
1 (@ 1 () 1 (2 Min Max(MOPD) Min Max Valve Housing  Coil
Ref. Ref. Ref.
BSP Ky kv AC DC AC DC
mm I/min I/min bar bar bar °C °C w W
174" 15 15 15 15009009 0 - 16 -10 100 FKM 135K04 4269 485400 - 13 40 8104

224 Parker Hannifin Corporation
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Fluid Temp ~ Amb Temp
(°0) (°0)

For this Port Orifice Ky MOPD
@ C € page size (mm) (I/min) (bar)

From 1/4" 15 15 2 -10 -10
To 1/4" 3 45 16 100 50
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3 WAY VALVES

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL
3 GASES AND LIQUIDS

DIRECT OPERATED
BRASS 1
SUB-BASE MOUNTING | [\Iz
NORM . i | ) 0 ég
Port Orifice Flow Operating Fluid Seat Parker Valves Power Coil Dwg.
size 7] factors Pressure Temp. Seal Group No.
Differential
1 (2 1 (3 1 (2 Mn Max(MOPD) Min Max V:ﬂ\ll:n (IJ)Ldrer \Ell;r: Tcy«;L
Kv Kv AC DC N
mm 1/min 1/min bar bar bar °C °C
13 25 1 0.06 0 20 10 -30 140 Ruby 360490J, PM128GR ZB09 9 20.1/202 009
13 25 1 0.06 0 20 10 -30 140 Ruby 360480J, PM128IR  YBO9 9 201/202 010
SB 43 25 1 0.06 0 20 10 -30 140 Ruby 360480J, PM128IR  ZB09 9 201/202 010
13 25 1 0.06 0 20 10 -10 140 FKM 360506, PM128ISV  ZB09 9 201/202 010
13 25 1 0.06 0 20 10 -10 140 FKM 360479J, PM128IV  ZB09 9 201/202 010
Notes:

1. Maximum static pressure: 14.5 Bar (for Viton sealing, maximum static pressure: 12 Bar)

226 Parker Hannifin Corporation
Fluid Control Division Europe
General Catalogue FCDE/0110/UK/N/2.0



Fluid Temp ~ Amb Temp
(°0)

For this Port Orifice Ky MOPD
@ C € page size (mm) (I/min) (bar) (°C)

R From SB 1.3 1 10 -30 -10
N To SB 1.3 1 20 140 50

N4 Ficing haole @4.5

Drawing 009

Drawing 010
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WAY VALVES

3/

BRASS

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

SUB-BASE MOUNTING
NORMALLY CLOSED

Port  Orifice Flow %’:::tl:'r'g
size 2 UEERLE Differential
1 @ 1 (3 1 (2 Min Max(MOPD)
Kv KV AC DG
mm I/min I/min bar bar bar
12 15 07 09 004005 0 10 10
12 15 07 09 004005 0 10 10
15 15 09 09 005005 0 7 7
15 15 09 09 005005 0 7 7
1 1 06 06 003003 0 - 10
sg | 1 06 06 003003 0 - 10
1 1 06 06 003003 0 - 10
15 2 15 22 009013 0 - 16
15 15 15 15 009 009 O - 7
15 15 15 15 009 009 O 7 7
15 15 15 15 009 009 O - 7
15 15 15 15 009 009 O - 7
Notes:
1. With manual override
12“'__4_1 8d,3
— &
w2 ||
ko
99,3
31,4 103,6
S = L Lt :'E g|

Fluid
Temp.

Min Max

°C
-10
-10
-10
-10
-10
-10
-10

°C
75
75
75
75
75
75
75
100
75
75
75
75

228
Seal

FKM
FKM
FKM
FKM
FKM
FKM
FKM
FKM
PUR
PUR
PUR
PUR

228

W

\

Parker LUCIFER®
Valves
Valve Housing Coil
Ref. Ref. Ref.
131M75 8993 488980
131M7550, 8993 488980
131M74 8993 488980
131M7450, 8993 488980
131F4490 2995 483580.01
131F4490 - 488660.01
131F4490 - 495910
131F4410 2995 481865
131F4497 2995 482740
131F4497 - 495900
131F4497 - 495910
131F4497 2995 496125

it
0 Oz

IS

*

*

Power

A

o

w
2
2
2
2

Coil  Dwg.
Group  No.

11 3383
11 3383
11 3383
11 3383
7080 7057
7080 7057
7080 7057
2.1 3509
6.0/8.0 8022
6.0/8.0 8022
6.0/80 8022
6.0/8.0 8022

Drawing 8022
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WAY VALVES

For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
ﬁ @ C € page size (mm) (I/min) (bar) (°C) (°C)
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WAY VALVES

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL
3 GASES AND LIQUIDS

DIRECT OPERATED
BRASS 1
SUB-BASE MOUNTING Wl [\ [Z
NORMALLY GLOSED 0 Oz
Port Orifice Flow Operating Fud 230 Parker LUCIFER® Power  Coil  Dwg.
size o factors Differential Temp.  Seal Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing Coil
Kv kv AC DC Ref. Ref. Rl ¢ De
mm 1/min m‘h  bar bar bar °C °C w W
15 15 15 15 009009 0 15 15 -10 100 FKM E131F44 2095 481865 8 9 21 3509
15 15 15 15 009009 0 15 15 -10 120 FKM E131F44 4270 481000 8 8 21 3509
15 1.5 15 15 009009 0 15 15 -10 100 FKM E131F4450, 2995 481865 8 9 21 3500
15 15 15 15 009009 0 15 15 -10 100 FKM E131F4450, 4270 481000 8 8 21 3500
2 25 25 35015021 0 10 10 -10 100 FKM 131F46 2095 481865 8 9 21 3500
2 25 25 35015021 0 10 10 -10 120 FKM 131F46 4270 481000 8 8 21 3500
g8 2 25 25 35015021 0 10 10 -10 100 FKM 131F4650, 2995 481865 8 O 21 3500
2 25 25 35015021 0 10 10 -10 120 FKM 131F4650, 4270 481000 8 8 21 3500
25 25 35 35021021 0 7 7 -10 100 FKM E131F43 2095 481865 8 9 21 3500
25 25 35 35021021 0 7 7 -10 120 FKM E131F43 4270 481000 8 8 21 3500
25 25 35 35 021021 0 7 7 -10 100 FKM E131F4350, 2995 481865 8 9 20 3500
25 25 35 35 021021 0 7 7 -10 120 FKM E131F4350, 4270 481000 8 8 20 3500
25 25 35 35021021 0 7 7 -10 100 FKM E131F4350, 4270 486265 14 14 20 3509
Notes:
1. With manual override
BRASS !
SUB-BASE MOUNTING w{ {T\ 7]
NORMALLY OPEN 200
Port Orifice Flow Operating Fuid  Seat Parker LUCIFER® Power  Coil  Dwg.
size [4} factors Differential Temp.  Seal Valves Group  No.
1 (@ 1 (3 1 (2 Mn Max(MOPD) Min Max V;;\;e Horl{l:fing g:;l
Kv Kv AC DC : ' : AC DC
mm 1/min m*h bar bar bar °C °C w W
15 15 14 14 0084 0084 0 15 15 -10 75 FKM 132F44 4270 481000 8 8 21 3500
15 15 14 14 0084 0084 0 15 15 -10 75 FKM 132F44 2095 481865 8 9 21 3500
2 2 18 18 0108 0108 0 10 10 -10 120 FKM 132F46 4270 481000 8 8 21 3500
g8 2 2 18 18 0108 0108 0 10 10 -10 100 FKM 132F46 2095 481865 8 O 21 3500
25 25 22 22 0132 0132 0 7 7 -10 75 FKM 132F43 4270 481000 8 8 20 3500
25 25 22 22 01320132 0 7 7 -10 75 FKM 132F43 2995 481865 8 9 20 3509
25 25 22 22 0132012 0 7 7 -10 75 FKM 132F43 4270 486265 14 14 20 3509
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
@ c € page size (mm) (I/min) (bar) (°C) (°C)
From SB 15 1.4 7 -10 -30

O To SB 2.5 35 15 120 50
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3 WAY VALVES

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL
3 GASES AND LIQUIDS

DIRECT OPERATED
BRASS 1
SUB-BASE MOUNTING w{ TT\|z]
UNIVERSAL 0 2
Port Orifice Flow Operating Fud 232 Parker LUCIFER® Power  Coil  Dwg.
size o factors Differential Temp.  Seal Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing Coil
Kv Ky AC DC Ref. Ref. Rl ac e
mm I/min I/min bar bar bar °C °C w W
15 15 15 15 009009 0 10 10 -10 100 FKM E133F4450, 4270 481000 8 8 21 3509
15 15 15 15 009009 0 10 10 -10 120 FKM E133F4450, 2995 481865 8 9 21 3509
15 15 15 15 009009 0 10 10 -10 120 FKM E133F44 4270 481000 8 8 21 3509
15 15 15 15 009009 0 10 10 -10 100 FKM E133F44 2095 481865 8 9 21 3509
B 5 25 25015015 0 7 7 -0 120 FKM  133F45 4270 481000 8 8 21 3509
2 2 25 25015015 0 7 7 -10 100 FKM 133F46 2095 481865 8 9 21 3509
25 25 35 35021021 0 4 4 -10 120 FKM E133F43 4270 481000 8 8 21 3509
25 25 35 35021021 0 4 4 -10 100 FKM E133F43 2095 481865 8 9 21 3509
Notes:

1. With manual override
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
@ c € page size (mm) (I/min) (bar) (°C) (°C)
From SB 15 15 4 -10 -10

O To SB 2.5 35 10 120 50
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3 WAY VALVES

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL
3 GASES AND LIQUIDS

DIRECT OPERATED
ANODIZED ALUMINIUM 2
BANJO 1[7% 5 / ol
I I a
NORMALLY CLOSED & 1
Port Orifice Flow Operating Fud 234 Parker LUCIFER® Power Coil Dwg.
size. @  factor Differential Temp.  Seal Valves Group No.
1 Min Max (MOPD) Min Max Valve Housing Ref. Coil
Ref. Ref.
BSP On AC DG AC DG
mm  I/min bar bar bar °C °C w W
12 50 0 10 10 -10 50 NBR 131B14,, - 496131 3 3 1.2 8227
8" 42 50 0 10 10 -10 50 NBR 131Bi4, - 496482 3 3 12 8227
12 50 0 10 10 -10 50 NBR 131B14, = 496637 3 3 1.2 8227
Notes:
1. Valve only compatible with air and neutral gases
2. With manual override
ANODIZED ALUMINIUM >
BANJO 1[7% 5 / ol
I I a
NORMALLY CLOSED 8 1
Port Orifice Flow Operating Fud 234 Parker LUCIFER® Power Coil Dwg.
size @  factor Difforential Temp.  Seal Valves Group No.
1 Min Max (MOPD) Min Max Valve Housing Ref. Coil
Ref. Ref.
BSP Qn AC DC AC DG
mm  I/min  bar bar bar °C °C w W
12 50 0 10 10 -10 50 NBR 131B04,, - 496131 3 3 1.2 8226
174" 12 50 0 10 10 -10 50 NBR 131B04,, = 496482 3 3 1.2 8226
12 50 0 10 10 -10 50 NBR 131B04,, - 496637 3 3 1.2 8226
Notes:

1. Valve only compatible with air and neutral gases
2. With manual override
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For this Port Orifice On MOPD  Fuid Temp  Amb Temp
@ C € page size (mm) (I/min) (bar) (°C) (°C)
From 1/8" 1.2 50 10 -10 -10
To 1/8" 1.2 50 10 50 50
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3 WAY VALVES

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL
3 GASES AND LIQUIDS

DIRECT OPERATED

303 STAINLESS ST. 1
SUB-BASE MOUNTING Wl [\ [Z
NORMALLY CLOSED 0 Oz
Port  Orifice Flow Oparating Fuid 236 Parker LUCIFER® Power  Coil  Dwg.
size o factors Difer?:ﬁ:ieal Temp.  Seal Valves Group  No.

1. @ 1 (& 1 (2 Min Max(MOPD) Min Max Valve Housing  Coil

Kv Ky AC  DC Ref. Ref. Rl ac e
mm I/min 1/min bar bar bar °C °C w W

$B 15 15 15 22 009 013 0O 15 15 -10 100 NBR 131F5406 2995 481865 8 9 2.1 3509
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
@ c € page size (mm) (I/min) (bar) (°C) (°C)
From SB 15 15 15 -10 -10

To SB 15 15 15 100 50
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WAY VALVES

3/

POM
SUB-BASE MOUNTING

NORMALLY CLOSED

Port Orifice Flow Operating Fluid
size 7} factors Ditferential Temp.
1 (@ 1 () 1 (2 Min Max(MOPD) Min Max
Kv KV AC DG
mm I/min I/min bar bar bar °C °C
2 2 2 2 012012 0 10 10 -10 50
58 2 2 2 2 012012 0 10 10 -10 50
Notes:

1. 20% Switch-on - max. 2 min
2. With manual override

238
Seal

FKM
FKM

238

1

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
DIRECT OPERATED

W{ T T\ :3’
0 O2
Parker LUCIFER® Power Coil  Dwg.
Valves Group  No.
Valve Housing Coil
Ref. Ref. Ref. AC DC
w W
E131F26 , 2995 481865 8 9 21/30 3601
E131F26, 2995 482730 6 7 21/30 3601
Parker Hannifin Corporation
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VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
PILOT OPERATED

Process

Industrial Equipment

ANODIZED ALUMINIUM 2
PIPE MOUNTING
1d) 3 0

NORMALLY DSEL

Port Orifice Flow Operating Fuid  Seat Parker LUCIFER® IS Power  Coil Dwg.
size factors Difforontial Temp.  Seal Valves Group  No.
1 (@ 1 (3 1 (& Min Max(MOPD) Min Max Valve Housing  Coil
Ref. Ref. Ref.
BSP Ky KV AC DC AC DC
mm I/min I/min  bar bar bar °C °C w W
65 65 10 06 1 10 -10 55 NBR 331B7490, 2995  483580.01 * 8)53 7.0/80 8270
65 65 10 06 1 10 -10 75 NBR 331B7490, - 488660.01 * t%% 7.0/80 8270
65 65 10 06 1 10 -10 75 NBR 331B7490, - 495910 * t%% 7.0/80 8270
174" g5 10 06 1 10 10 -10 75 NBR E331B74, 2095 481865 8 9 21 3240
8.5 10 - 06 - 1 10 10 -10 75 NBR E331B74,, 4270 485100 8 8 241 3240
8 8 20 20 12 12 A1 15 15 -10 75 FKM E331BO1, 4270 481000 8 8 241 3234
8 8 20 20 12 12 1 15 15 -10 75 FKM E331B01, 2995 481865 8 9 241 3234
8 8 20 20 12 12 A1 15 15 -10 75 FKM E331B01, - 483371 8 8 241 3234
Notes:
1. Valve only compatible with air and neutral gases
2. Valve only compatible with hydraulic oil and air/neutral gases
3. With manual override
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
ﬁ @ c € page size (mm) (I/min) (bar) (°C) (°C)
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3 WAY VALVES

3/

ANODIZED ALUMINIUM
PIPE MOUNTING

NORMALLY CLOSED

Port  Orifice Flow Operating Fluid
size o factors Difrf::ﬁ:iia | Temp.
1 (2 1 (3 1 (2 Min Max(MOPD) Min Max
BSP Kv Kv AC DC
mm I/min I/min  bar bar bar °C °C
14 - - - - 1 15 10 75
172"
14 14 - - - - 1 15 15 10 75
Notes:
1. Valve only compatible with air and neutral gases
NORM A Y OPEN
Port  Orifice Flow %Pefa“"g Fluid
size o factors Difrf?;:ﬂ:ieal Temp.
1 (@ 1 () 1 (2 Min Max(MOPD) Min Max
BSP Kv KV AC DC
mm I/min I/min bar bar bar °C °C
8 8 10 10 06 06 1 40 40 -10 75
8 8 10 10 06 06 1 40 40 10 75
e g g 20 20 12 12 1 15 15 -0 75
8 8 20 20 12 12 1 15 15 10 75
8 8 20 20 12 12 1 15 15 -10 75
Notes:

1. Pilot seat discs in Kel-F (PCTFE); valve with pilot return pipe
2.Valve only compatible with hydraulic oil and air/neutral gases

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
PILOT OPERATED

2

W,

LI

10 3 0
242 Parker LUCIFER® Power  Coil  Dwg.
Seal Valves Group  No.
Valve Housing Coil
Ref. Ref. Ref. AC DC
w W
FKM  E331B21 2995 482722 10 241 3238
FKM  E331B21, - 483371 8 8 241 3238
2
] {1\ 7
10 3 0
Seat Parker LUCIFER® Power Coil  Dwg.
Seal Valves Group  No.
Valve Housing Coil
Ref. Ref. Ref. AC DG
w o w
PCTFE  332B02,, 2995 481865 8 9 21 8114
PCTFE  332B02,, 4270 481000 8 8 21 8114
FKM  E332B01, 2995 481865 8 9 21 3234
FKM  E332B01, 4270 481000 8 8 21 3234
FKM  E332B01, - 483371 8 8 21 3234
242 Parker Hannifin Corporation
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
@ C € page size (mm) (I/min) (bar) (°C) (°C)
From 1/4" 8 10 15 -10 -10

&
— owv To 172" 14 20 40 7% 50
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Weight: 0,88 kg
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3 WAY VALVES

3/

ANODIZED ALUMINIUM
PIPE MOUNTING

NORMALLY OPEN

Port Orificc  Flow Operating Fud 244
size o factor Differential Temp.  Seal
1 @ Min Max (MOPD) Min Max V;I\fle
pon an AC DG o
mm I/min bar bar bar °C °C
Jm 14 2500 1 15 15 -10 100 FKM E332B21,
14 14 2500 1 15 15 -10 100 FKM  E332B21,
Notes:
1. Valve only compatible with air and neutral gases
NORMALLY GLOSED
Port Orifice Flow Operating Fud 244
sizz O factor Differential Temp.  Seal
1 Min Max (MOPD) Min Max V;I\;e
an AC DG et
mm I/min  bar bar bar °C °C
- 15 5000 05 10 10 -10 75 FKM E331L21,
15 5000 05 10 10 -10 75 FKM E331L21,
Notes:
1. With manual override
244

VALVES FOR DRY OR LUBRICATED AIR, NEUTRAL

GASES AND LIQUIDS
PILOT OPERATED

=

I

10 3
Parker LUCIFER® Power Coil Dwg.
Valves Group No-
Housing Coil
Ref. Ref. AC DG
w W
2995 481865 8 9 21 3238
4270 481000 8 8 21 3238
A -
WIyAL:
POR T
Parker LUCIFER® Power Coil Dwig.
Valves Group No.
Housing Ref. Coil
Ref. AC DG
w W
2995 481865 8 9 2.1/30 3130
= 483371 8 8 2.1/30 3130
Parker Hannifin Corporation

Fluid Control Division Europe
General Catalogue FCDE/0110/UK/N/2.0



For this Port Orifice On

MOPD
@ c € page size (mm) (I/min) (bar)

From 172" 14 - 10 -10 -10

&
— owv To 172" 15 5000 15 100 50

Fluid Temp ~ Amb Temp
(°0) (°0)
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