HIGH CORROSION RESISTANT
VALVES (303 STAINLESS STEEL)

I llw)lo

Qil Water Air

Direct 303 Stainless St./Pipe  Normally Closed 1/4" 1t02.5 35 15
Operated ~ mounting 114" 19025 35 15 180 - 22
Universal 1/4" 15125 35 10 180 = 254
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WAY VALVES

3/2

HIGH CORROSION RESISTANT VALVES

(303 STAINLESS STEEL]
DIRECT OPERATED

Procass

303 STAINLESS ST.
PIPE MOUNTING

NORMALLY CLOSED

Port  Orifice

size
1
BSP

o
@

mm

1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5

1/4"

Notes:

1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5

Flow
factors

1 @

Kv
I/min

06 06
06 06
06 06
15 15
15 15
15 15
15 15
15 15
15 15
15 15
15 15
15 15
35 35
35 35
35 35
35 35

W W W w

1

@

KV
m*h

0.03
0.03
0.03
0.09
0.09
0.09
0.09
0.09
0.09
0.09
0.09
0.09
0.21
0.21
0.21
0.21
0.21
0.18
0.18
0.18
0.18

0.03
0.03
0.03
0.09
0.09
0.09
0.09
0.09
0.09
0.09
0.09
0.09
0.21
0.21
0.21
0.21
0.21
0.18
0.18
0.18
0.18

Operating
Pressure
Differential
Min Max (MOPD)

AC DC
bar bar bar
0 - 10
0 - 10
0 - 10
0 15 15
0 15 15
0 15 15
0 15 15
0 15 15
0 - 7
0 7 7
0 - 7
0 - 7
0 7 7
0 7 7
0 7 7
0 7 7
0 7 7
0 - 2
0 2 2
0 - 2
0 - 2

1. Valve only compatible with hydraulic oil and neutral liquids

Fluid
Temp.

Min Max

°C
-10
-10
-10

-10
-10

°C
55
75
75
120
100
130
100
180
75
75
75
75
120
100
130
100
180
75
75
75
75

Seat
Seal

FKM
FKM
FKM
FKM
FKM
Ruby
Ruby
Ruby
PUR
PUR
PUR
PUR
FKM
FKM
Ruby
Ruby
Ruby
PUR
PUR
PUR
PUR
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0 d)2
Parker LUCIFER® IS
Valves
Valve Housing Coil
Ref. Ref. Ref.

131V5490 2995 483580.01 *
131V5490 - 488660.01 *
131V5490 - 495910 *
131V5406 4270 481000
131V5406 2995 481865
131V5463 4270 481000
131V5463 2995 481865
131V5463, 4270 486265
131V5497 2995 482740
131V5497 - 495900
131V5497 - 495910 *
131V5497 2995 496125
131V5306 4270 481000
131V5306 2995 481865
131V5363 4270 481000
131V5363, 2995 481865
131V5363, 4270 486265
131V5397 2995 482740
131V5397 - 495900
131V5397 - 495910 *
131V5397 2995 496125

Power
AC DC
w o w

_ 05

to3
0.3
© 103
0.3

© 103
8 8
8 9
8 8
8 9
14 14

- 186
25 2

0.3

© 103

- 186
8 8
8 9
8 8
8 9
14 14

- 186
25 2

0.3

© 103

- 186

Coil
Group

7.0/80
7.0/80
7.0/80
2.1
2.1
20
20
20
3.0/6.0/80
3.0/6.0/80
3.0/6.0/80
3.0/6.0/80
2.1
2.1
20
20
20
6.0/8.0
6.0/8.0
6.0/8.0
6.0/8.0

Dwg.
No.

6740
6740
6740
8116
8116
8116
8116
8116
8024
8024
8024
8024
8116
8116
8116
8116
8116
8024
8024
8024
8024
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WAY VALVES

HIGH CORROSION RESISTANT VALVES
3 2 (303 STAINLESS STEEL]

DIRECT OPERATED
303 STAINLESS ST. 1
PIPE MOUNTING w{ TT\|Z]
UNIVERSAL 0 2
Port Orifice Flow Operating Fud 254 Parker LUCIFER® Power  Coil  Dwg.
size o factors Differential Temp.  Seal Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing Coil
Kv kv AC DC Ref. Ref. Rl ac e
BSP J :
mm 1/min m¥h  bar bar bar °C °C w o w
15 15 15 15 009009 0 10 10 -10 120 FKM 133V5406 4270 481000 8 8 21 8116
15 15 15 15 009009 0 10 10 -10 100 FKM 133V5406 2095 481865 8 9 21 8116
15 1.5 15 15 009009 0 10 10 0 130 Ruby 133V5463, 4270 481000 8 8 20 8116
15 15 15 15009009 O 4 4 0 100 Ruby 133V5463, 2995 481865 8 9 20 8116
qan 15 15 15 15000009 0 10 10 O 180 Ruby 133V5463, 4270 486265 14 14 20 8116
25 25 35 35021021 0 4 4 -10 120 FKM 133V5306 4270 481000 8 8 21 8116
25 25 35 35021021 0 4 4 -10 100 FKM 133V5306 2995 481865 8 9 21 8116
25 25 35 35021021 0 4 4 0 130 Ruby 133V5363, 4270 481000 8 8 20 8116
25 25 35 35021021 0O 4 4 0 100 Ruby 133V5363, 2995 481865 8 9 20 8116
25 25 35 35021021 O 4 4 0 180 Ruby 133V5363, 4270 486265 14 14 20 8116

Notes:

1. Valve only compatible with hydraulic oil and neutral liquids
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For this Port Orifice Ky

MOPD
@ C € page size (mm) (I/min) (bar)

Fluid Temp ~ Amb Temp
(°0) (°0)

From 1/4" 1.5 1.5 4 -10 -10
— To 1/4" 2.5 35 10 180 50
A
G 1/8"
176 n
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e
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Drawing 8116
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VALVES FOR BEVERAGE
DISPENSING - LIQUIPURE®

/2

Actuation Body Function Port Orifice ~ Flow  MOPD Max Page
Size (mm) Factor (bar) Fuid Parker
Kv(l/min) Temp. (°C)  Valves
Direct Operated Stainless St./Sub-base Normally Closed
P mounting SB 1.5t03 42 14 140 258
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WAY VALVES

3/ VALVES FOR BEVERAGE DISPENSING -

LIQUIPURE®
DIRECT OPERATED

Beverage Dispensing Maedical / Instrumontation

STAINLESS ST. 1

SUB-BASE MOUNTING IS

NORMALLY GLOSED 0 O2

Port  Orifice Flow Operating Fluid  SeatSeal Parker Power  Coil Dwg.

size o factors Dli)fer?:g:fal Temp. Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing  Coil

Ref. Ref. Ref.

o Ky kv AC  DC AC DG
mm I/min m‘/h bar bar bar °C °C w W
15 25 13 - 008 - O 14 14 -10 140 Ruby 3019FiGRG7 - DA 13 16 240 072
15 25 13 - 008 - O 14 14 -10 140 Ry 3019FiGRG7 - D5 8 9 240 072
15 25 13 - 008 - O 14 14 -10 140 Ruy 3019FiGRGT - LA 9 9 20 o072
15 25 13 - 008 - O 14 14 -10 140 Ruy 3019FiGRGT - LB-Ic 13 16 240 072
15 25 13 - 008 - O 14 - -10 140 Ruwy 3019FiGRG7 - Xs03 9 - 240 072
15 25 13 - 008 - O 14 14 -10 140 FDAFKM 3019FiGVG7 - DA 13 16 240 072
15 25 13 - 008 - O 14 14 -10 140 FDAFKM 3019FiGVG7 - D5 8 9 240 072
15 25 13 - 008 - O 14 14 -10 140 FDAFKM 3019FiGVG7 - LA 9 9 20 o072
15 25 13 - 008 - O 14 14 -10 140 FDAFKM 3019FiGVG7 - LB-Ic 13 16 240 072
15 25 13 - 008 - O 14 - -10 140 FDAFKM 3019FiGVG7 - Xs03 9 - 240 072
15 25 13 - 008 - O 14 14 -10 140 Ruby B301XGFRTG? - DA 13 16 240 073

eg 15 25 13 - 008 - 0 14 14 -10 140 Ruby 301XGFRTG7 - D5 8 9 240 073
15 25 13 - 008 - O 14 14 -10 140 Ruby B301XGFRTG? - LA 9 9 240 073
15 25 13 - 008 - O 14 14 -10 140 Ruby 301XGFRTG7 - LB-Ic 13 16 240 073
15 25 13 - 008 - O 14 - -10 140 Ruy 301XGFRTG7 - Xs03 9 - 240 073
15 25 13 - 008 - O 14 14 -10 140 FDAFKM 301XGFVIG? - DA 13 16 240 073
15 25 13 - 008 - O 14 14 -10 140 FDAFKM 301XGFVIG? - D5 8 9 240 073
15 25 13 - 008 - O 14 14 -10 140 FDAFKM 301XGFVTG? - LA 9 9 240 073
15 25 13 - 008 - O 14 14 -10 140 FDAFKM 301XGFVTG? - LB-Ic 13 16 240 073
15 25 13 - 008 - O 14 - -10 140 FDAFKM 301XGFVTG? - Xs03 9 - 240 073
2 25 22 - 013 - 0 10 10 -10 140 Ruby  3019F1JRG7 - DA 13 16 240 072
2 25 22 - 013 - 0 10 10 -10 140 Ruby  3019F1JRG7 - D5 8 9 240 072
2 25 22 - 013 - 0 10 10 -10 140 Ruby  3019F1JRG7 - LA 9 9 20 o072
2 25 22 - 013 - 0 10 10 -10 140 Ruby  3019F1JRG7 - LB-Ic 13 16 240 072
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
c E page size (mm) (I/min) (bar) (°C) (°C)
From SB 15 13 10 -10 -10

N To SB 2 2.2 14 140 50

Drawing 072

L Drawing 073
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WAY VALVES

3/ VALVES FOR BEVERAGE DISPENSING -

LIQUIPURE®
DIRECT OPERATED

STAINLESS ST.
SUB-BASE MOUNTING A\[Z

NORMALLY CLOSED 0 O2

= -
-

Port Orifice Flow Operating Fuid  Seat Seal Parker Power  Coil Dwg.
size o factors Differential Temp. Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing  Coil
Kv kv AC DG Ref. Ref.  Rel a¢ e
BSP ) b
mm 1/min m¥h  bar bar bar °C °C w w
2 25 22 - 013 - 0 10 - -10 140 Ruby 3019F1JRG7 - XS03 9 - 240 072
2 25 22 - 013 - 0 10 10 -10 140 FDAFKM 3019F1JVG7 - D4 13 16 240 072
2 25 22 - 013 - 0 10 10 -10 140 FDAFKM 3019F1JVG7 - D5 8 9 240 072
2 25 22 - 013 - 0 10 10 -10 140 FDAFKM 3019F1JVG7 - LA 9 9 240 072
2 25 22 - 013 - 0 10 10 -10 140 FDAFKM 3019F1JVG7 - LB-LC 13 16 240 072
2 25 22 - 013 - 0 10 - -10 140 FDAFKM  3019F1JVG7 - XS03 9 - 240 072
2 25 22 - 013 - 0 10 10 -10 140  Ruby 301XGFRTJ7 - D4 13 16 240 073
2 25 22 - 013 - 0 10 10 -10 140  Ruby 301XGFRTJ7 - D5 8 9 240 073
2 25 22 - 013 - 0 10 10 -10 140  Ruby 301XGFRTJ7 - LA 9 9 240 073
2 25 22 - 013 - 0 10 10 -10 140  Ruby 301XGFRTJ7 - LB-LC 13 16 240 073
2 25 22 - 013 - 0 10 - -10 140 Ruby 301XGFRTJ7 - XS03 9 - 240 073
2 25 22 - 013 - 0 10 10 -10 140 FDAFKM 301XGFVTJ7 - D4 13 16 240 073
2 25 22 - 013 - 0 10 10 -10 140 FDAFKM 301XGFVTJ7 - D5 8 9 240 073
2 25 22 - 013 - 0 10 10 -10 140 FDAFKM 301XGFVTJ7 - LA 9 9 240 073
2 25 22 - 013 - 0 10 10 -10 140 FDAFKM 301XGFVTJ7 - LB-LC 13 16 240 073
2 25 22 - 013 - 0 10 - -10 140 FDAFKM  301XGFVTJ7 - XS03 9 - 240 073
25 25 28 - 017 - 0 65 65 -10 140 Ruby 3019F1LRG7 - D4 13 16 240 072
SB 25 25 28 - 017 - 0 65 65 -10 140 Ruby 3019F1LRG7 - D5 8 9 240 072
25 25 28 - 017 - 0 65 65 -10 140 Ruby 3019F1LRG7 - LA 9 9 240 072
25 25 28 - 017 - 0 65 65 -10 140 Ruby 3019F1LRG7 - LB-LC 13 16 240 072
25 25 28 - 017 - 0 65 - -10 140 Ruby 3019F1LRG7 - XS03 9 - 240 072
25 25 28 - 017 - 0 65 65 -10 140 FDAFKM 3019F1LVG7 - D4 13 16 240 072
25 25 28 - 017 - 0 65 65 -10 140 FDAFKM 3019F1LVG7 - D5 8 9 240 072
25 25 28 - 017 - 0 65 65 -10 140 FDAFKM 3019F1LVG7 - LA 9 9 240 Q72
25 25 28 - 017 - 0 65 65 -10 140 FDAFKM 3019F1LVG7 - LB-LC 13 16 240 072
25 25 28 - 017 - 0 65 - -10 140 FDAFKM  3019F1LVG7 - XS03 9 - 240 072
25 25 28 - 017 - 0 65 65 -10 140  Ruby 301XGFRTL7 - D4 13 16 240 073
25 25 28 - 017 - 0 65 65 -10 140 Ruby 301XGFRTL7 = D5 8 9 240 073
25 25 28 - 017 - 0 65 65 -10 140 Ruby 301XGFRTL7 - LA 9 9 240 073
25 25 28 - 017 - 0 65 65 -10 140  Ruby 301XGFRTL7 - LB-LC 13 16 240 073
25 25 28 - 017 - 0 65 - -10 140 Ruby 301XGFRTL7 - XS03 9 - 240 073
25 25 28 - 017 - 0 65 65 -10 140 FDAFKM 301XGFVTL7 - D4 13 16 240 073
25 25 28 - 017 - 0 65 65 -10 140 FDAFKM  301XGFVTL7 - D5 8 9 240 073
25 25 28 - 017 - 0 65 65 -10 140 FDAFKM  301XGFVTL7 - LA 9 9 240 073
25 25 28 - 017 - 0 65 65 -10 140 FDAFKM  301XGFVTL7 - LB-LC 13 16 240 073
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For this Port Orifice Ky MOPD  Fluid Temp ~ Amb Temp
C € page size (mm) (I/min) (bar) (°C) (°C)
From SB 2 2.2 6.5 -10 -10

N To SB 2.5 2.8 10 140 50

Drawing 072

L Drawing 073
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WAY VALVES

3/ VALVES FOR BEVERAGE DISPENSING -

LIQUIPURE®
DIRECT OPERATED

STAINLESS ST.
SUB-BASE MOUNTING A\[Z

NORMALLY CLOSED 0 O2

= -
-

Port Orifice Flow Operating Fuid  Seat Seal Parker Power  Coil Dwg.

size o factors Differential Temp. Valves Group  No.
1 (@ 1 (2 1 (2 Min Max(MOPD) Min Max Valve Housing  Coil

Kv kv AC DC Ref. Ref. Rl ac e

BSP J :
mm 1/min m¥h  bar bar bar °C °C w w
25 25 28 - 017 - 0 65 - -10 140 FDAFKM 301XGFVIL7 - Xs03 9 - 240 073
3 25 33 - 02 - 0 4 4 -10 140 Ruby 3019FINRG7 - D4 13 16 240 072
3 25 33 - 02 - 0 4 4 -10 140 Ruby 3019FINRG7 - D5 8 9 20 072
3 25 33 - 02 - 0 4 4 -10 140 Ruby  3019FINRG7 - LA 9 9 20 072
3 25 33 - 02 - 0 4 4 -10 140 Ruby 3019FINRG7 - LBLC 13 16 240 072
3 25 33 - 02 - 0 4 - -10 140 Ruby  3019FINRG7 - Xs03 9 - 240 072
3 25 33 - 02 - 0 4 4 -10 140 FDAFKM 3019FINVG7 - D4 13 16 240 072
3 25 33 - 02 - 0 4 4 -10 140 FDAFKM 3019FINVG7 - D5 8 9 20 072
3 25 33 - 02 - 0 4 4 -10 140 FDAFKM 3019FINVG7 - LA 9 9 20 072
3 25 33 - 02 - 0 4 4 -10 140 FDAFKM 3019FINVG7 - LBLC 13 16 240 072

B 3 25 33 - 02 - 0 4 - 10 140 FDAFKM 3019FINVG7 - Xs03 9 - 240 072
3 25 42 - 025 - O 4 4 -10 140 Ruby  301XGFRTN7 - D4 13 16 240 073
3 25 42 - 025 - O 4 4 -10 140 Ruby  301XGFRTN7 - D5 8 9 240 073
3 25 42 - 025 - O 4 4 -10 140 Ruby  301XGFRTN7 - LA 9 9 20 073
3 25 42 - 025 - O 4 4 -10 140 Ruby  301XGFRTN7 - LB-LC 13 16 240 073
3 25 42 - 025 - 0 4 - -10 140 Ruby  301XGFRTN7 - Xs03 9 - 240 073
3 25 42 - 025 - O 4 4 -10 140 FDAFKM 301XGFVIN7 - D4 13 16 240 073
3 25 42 - 025 - O 4 4 -10 140 FDAFKM 301XGFVIN7 - D5 8 9 240 073
3 25 42 - 025 - O 4 4 -10 140 FDAFKM 301XGFVIN7 - LA 9 9 20 073
3 25 42 - 025 - O 4 4 -10 140 FDAFKM 301XGFVIN7 - LB-LC 13 16 240 073
3 25 42 - 025 - 0 4 - -10 140 FDAFKM 301XGFVIN7 - Xs03 9 - 240 073
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Fluid Temp ~ Amb Temp
(°0) (°0)

For this Port Orifice Ky MOPD
C € page size (mm) (I/min) (bar)

From SB 2.5 2.8 4 -10 -10

N To SB 3 42 6.5 140 50

e Drawing 073

Drawing 072

263 Parker Hannifin Corporation
Fluid Control Division Europe
General Catalogue FCDE/0110/UK/N/2.0




