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Integrated Solution

•	A complete field bus communication offering for all 
ISO valves.

•	Extremely fast I/O backplane uses change-of-state 
(COS) connections to maximize performance.

•	UL, C-UL and CE certifications (as marked).

I/O Modules

•	Accepts signals from sensors, photo eyes, limits 
and other field input devices.

•	Provides signals to remotely operating solenoid 
valves and other field operating output devices.

•	Choice of digital, analog, high watt I/O Modules.
•	Choose from a broad range of colour coded I/O 

types with connector choices of 8mm, 12mm or 
M23

•	Built-in miswiring, short circuit, open circuit 
detection with electronic feedback.

tm

M23, 12-Pin 
Output Module

M12 
output 
Module

Communication 
Adapter

M23, 12-Pin 
End Plate Kit

Size 1, ISO 5599-1 Valve
with Central Connector

Power
Extension

Module

Terminating
Base Module

Bus
Extender

Cable

M23, 12-Pin 
Cable

M23
Input

Module

M8
Input

Module

18mm (HB) & 26mm (HA)
ISO 15407-2 valves on one
island, no transition plate,

"Jump Sizing"

H Series Fieldbus System

H Series Fieldbus
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The auxiliary power supports up to 10 I/O modules and 32 
output driver with a maximum of 10 A fi eld power. 
The 24 VDC extension power unit (PSSSE24A) extends the 
backplane bus power to support up to 10 more I/O modules. 
Connect additional extension power units to expand the I/O 
assembly up to 63 I/O modules

Bus power supply : 24 VDC at 400 mA
Power supply input voltage : 24 VDC
Operative voltage range : 10 to 28.8 VDC
Input overvoltage protection : Reverse polarity protected

Number of Outputs : 8 – PNP or NPN
Operating Voltage Range : 10 to 28.8 VDC
Input current on-state : 2 to 5 mA
Input current off-state : 1,5 mA
Pointbus current : 75 mA

Number of Outputs : 2
Input signal Range : 4 to 20 mA / 0 to 10 VDC
Pointbus current : 75 mA

Number of Outputs : 2
Input signal Range : 4 to 20 mA / 0 to 10 VDC
Pointbus current : 75 mA

Number of Outputs : 4 – NO contacts
Operating Voltage Range : 5 to 28.8 VDC
Output current rating Max. : 2 A per channel
 8 A per module
Pointbus current : 90 mA

Number of Outputs : 8
Operating Voltage Range : 10 to 28.8 VDC
Output current rating Max. : 1 A per channel
 3 A per module
Pointbus current : 75 mA

H Series Fieldbus Communication modules & 
Extension power unit 

H Series Fieldbus Analogue Input modules 

H Series Fieldbus Analogue Output modules H Series Fieldbus Relay Output modules 

H Series Fieldbus Digital Ouput modules 

H Series Fieldbus Digital Input modules 

• A large choice of fi eldbus communication   
 protocols for ISO 15407-2 and 5599-2 Plug-in  
 Valves

• Compatible from Size 02 to Size 3

• A complete remote system handling up to 528  
 I/O's for a centralised solution.

H Series Fieldbus communication
modules are available in :

 • DeviceNetTM

 • Profi bus DP
 • EtherNet/IPTM

 • ControlNet
 

Technical data

H Series Fieldbus Extension Power Unit

H Series Fieldbus Communication and I/O modules

Digital or Analogical electrical I/O modulesH Series Fieldbus Communication modules

Some modules have diagnostic
features, electronic fusing, or
individually isolated inputs/
outputs. The H Series Fieldbus
family provides a wide range of
input and output modules to span
many applications, from highspeed discrete to process 
control. Isysnet supports producer/consumer technology, 
which allows input information and output status to be shared 
among multiple Logix controllers.

H Series Fieldbus

Parker Hannifi n Corporation
Pneumatic Division - Europe
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			   Description	 Fieldbus 		  Power supply	 Weight	 Order code 
				    connection		  connector	          (g)	
		
			   DeviceNetTM	 M18			   7/8" - 4 pins	 400	 PSSCDM18PA

				    M12 - A coding			   7/8" - 4 pins	 400	 PSSCDM12A

			   Profibus-DP	 M12 - B coding			   7/8" - 5 pins	 380	 PSSCPBA

			   EtherNet/IPTM	 M12 - D coding			   7/8" - 4 pins	 380	 PSSCENA

			   ControlNet	 M12 - D coding			   7/8" - 4 pins	 380	 PSSCCNA

			   Description	 Polarity		  Connector type	 Weight	 Order code 
									                 (g)
			 
			   8 Digital Inputs	 PNP			   8 x M8	 400	 PSSN8M8A

				    			   4 x M12	 380	 PSSN8M12A

			   	 NPN			   4 x M12	 380	 PSSP8M12A

			   8 Digital Ouputs	 PNP			   8 x M8	 400	 PSST8M8A

			   				    4 x M12	 380	 PSST8M12A

			   				    1 x M23	 400	 PSST8M23A

			   4 Digital Ouputs	 Relay			   4 x M12	 410	 PSSTR4M12A

			   2 Analogue Inputs	 0 - 10 V			   2 x M12	 400	 PSSNAVM12A

			   	 4 - 20 mA			   2 x M12	 400	 PSSNACM12A

			   2 Analogue Outputs	 0 - 10 V			   2x M12	 400	 PSSTAVM12A

			   	 4 - 20 mA			   2 x M12	 400	 PSSTACM12A		

			   Description					    Connector type	 Weight	 Order code 
									                 (g)
			 
			 

			   24 VDC expansion power unit				    7/8" - 4 pins	 420	 PSSSE24A

			   Description	 Bus protocol 			   Connector type	 Weight	 Order code 
									                 (g)			 
			 

			   Power supply connector	 DeviceNetTM, ControlNetTM & EtherNet/IPTM		 7/8" - 4 pins	 40	 P8CS7804AA

				    Profibus-DP			   7/8" - 5 pins	 40	 P8CS7805AA

			   Line termination	 DeviceNetTM			   M12 - A coding	 25	 P8BPA00MA

			   	 Profibus-DP			   M12 - B coding	 25	 P8BPA00MB

			   Bus IN	 DeviceNetTM 			   M12 - A coding	 25	 P8CS1205AA

			   female connector	 Profibus-DP			   M12 - B coding	 25	 P8CS1205AB

			   Bus OUT	 DeviceNetTM			   M12 - A coding	 25	 P8CS1205BA

			   male connector	 Profibus-DP			   M12 - B coding	 25	 P8CS1205BB

			   Cable quick connect				    M8	 25	 P8CS0803J

			   connector				    M12 - A coding	 25	 P8CS1204J

			   "Y" shape, thread to thread				    M12 - 2 x M12	 25	 P8CSY1212A

H Series Fieldbus Accessories

H Series Fieldbus Auxiliary Electrical Modules

H Series Fieldbus Electrical I/O Modules

H Series Fieldbus Communication Modules

PSSCENA

PSSCCNA

PSSN8M8A

PSST8M12A

PSST8M23A

PSSNACM12A

PSSTACM12A

PSSSE24A

P8CS0803J

P8CSY1212A

			   Description					    Length	 Weight	 Order code 
									                 (g)			 

			   Bus extender cable					    1 meter	 380	 PSSEXT1		

			   for H Series Fieldbus module interconnection				   3 meters	 760	 PSSEXT3	

													          
													          
			 

H Series Fieldbus Bus Extender

PSSEXT1

			   H Series Fieldbus termination module						     200	 PSSTERMPSSTERM

For EDS and GSD files, go to http://www.parker.com/pneu

H Series Fieldbus
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Modufl ex Bus System

Communication module handling up to 16 solenoids 
and available in Profi bus DP, DeviceNetTM, CANopen, 
InterBus-S and AS-interface protocols

Modufl ex Bus System

Modufl ex Bus 16 Outputs Closer to the cylinder

Decentralised application when solenoid valves have to be 
closer to the pneumatic actuators.

Compatible with the TURCK BL67 EtherNet/IPTM gateway with 
Master DeviceNetTM BL67-GW-IP-DN

DeviceNet gateway CANopen gateway

Compatible with the TURCK BL67 CANopen sub-network module
BL67-1CVI connected to the base module BL67-B-1M12

CANopen sub-network
handling up to 8 gateways

• A large choice of fi eldbus communication   
 protocols for ISO 15407-2 and 5599-2 Plug-in  
 Valves

• Compatible from Size 02 to Size 3

• For small confi guration in decentralised   
 applications handling up to 16 solenoid   
 valves.

Subnet

Subnet

BL67-GW-IP-DN

From PLC

Parker Hannifi n Corporation
Pneumatic Division - Europe

PDE2589TCUK

H Series ISO Valves
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Moduflex Bus System

Moduflex Bus Communication Gateway for device bus protocols

	 Protocol	 Network connection	 Power Sup.	 Weight (g)	 Order code		
		  	 Connection
	
	 Profibus-DP	 M12 - B coding	 M12 - A coding	 250	 P2M2HBVP21600

	 DeviceNetTM	 M12 - A coding	 M12 - A coding	 250	 P2M2HBVD21600

			   M12 - B coding	 250	 P2M2HBVD11600

	 CANOpen	 M12 - A coding	 M12 - A coding	 250	 P2M2HBVC21600

			   M12 - B coding	 250	 P2M2HBVC11600

	 InterBus-S	 M23 - 9 Pin's	 M12 - A coding	 300	 P2M2HBVS11600

For EDS and GSD files, go to http://www.parker.com/pneu/moduflex

Communication module for configuration up to 16 solenoid valves

	 Description	 Bus Protocol	 Connector type	 Weight (g)	 Order code
	
	 Power supply female	 All	 M12 - A coding	 25	 P8CS1205AA

	 straight connector		  M12 - B coding	 25	 P8CS1205AB

	 Bus IN	 DeviceNetTM	 M12 - A coding	 25	 P8CS1205AA		
	 female connector	 CANopen

		  Profibus-DP	 M12 - B coding	 25	 P8CS1205AB

	 Bus OUT	 DeviceNetTM	 M12 - A coding	 25	 P8CS1205BA		
	 male connector	 CANopen

		  Profibus-DP	 M12 - B coding	 25	 P8CS1205BB	

	 Line termination	 DeviceNetTM	 M12 - A coding	 25	 P8BPA00MA		
	 	 CANopen

		  Profibus-DP	 M12 - B coding	 25	 P8BPA00MB

Device Bus connection accessories

P2M2HBVP21600

P8CS1205AA

Moduflex Bus Communication Gateway for AS-interface protocol
	 Description	 No outputs / node add.	 Input connections	 Weight (g)	 Order code		
		  	 Connection
	

	 Standard AS-i protocol	 8 Outputs / 2 addresses	 No. input	 150	 P2M2HBVA10800

	 (Up to 31 nodes)		  8 M8 inputs	 200	 P2M2HBVA10808A

			   8 inputs on 4 M12	 200	 P2M2HBVA10808B

		  4 Outputs / 1 address	 No. input	 150	 P2M2HBVA10400

			   4 inputs on 4 M12	 200	 P2M2HBVA10404B

	 Extended AS-i protocol	 6 Outputs / 2 addresses	 No. input	 150	 P2M2HBVA20800

	 (Up to 62 nodes - A/B coding)		 8 M8 inputs	 200	 P2M2HBVA20808A

			   8 inputs on 4 M12	 200	 P2M2HBVA20808B

AS-i head module accessories

Description	 Connector type	 Weight (g)	 Order code

Cable quick connect connector	 M8 Male	 25	 P8CS0803J

	 M12 Male - A coding	 25	 P8CS1204J

« Y » shape	 M12 Male - 2 x M12 Female	 25	 P8CSY1212A

Addressing cable 1 meter	 M12 Male - Jack	 100	 P8LS12JACK

P8CSY1212A

P8CS0803J

Parker Hannifin Corporation
Pneumatic Division - Europe

PDE2589TCUK

H Series ISO Valves
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Dimensions

HA / HB Series - ISO 15407-1

H Series ISO Valves

HA / HB Series - ISO 15407-2

H1 / H2 / H3 Series - ISO 5599-1 H1 / H2 / H3 Series - ISO 5599-2

	 A1	 A2	 B	 C	 D1	 D2	 E1	 E2

H1	 186	 142	 164	 42	 109	 63,5	 93	 71

H2	 212	 168	 190	 55	 122	 76	 106	 84

H3	 241	 177	 209	 55	 122	 76	 121	 89

CNOMO Operator or Remote Pilot Plug-in and M12 Connector Versions

	 A	 B	 C	 D	 E

H1	 186	 164	 42	 90	 93

H2	 212	 190	 55	 103	 106

H3	 241	 209	 55	 103	 121

	 A	 B	 C	 D	 E

HB	 113	 56	 18	 61	 43

HA	 130	 65	 26	 61	 42

	 A	 B	 C	 D	 E

HB	 113	 56	 18	 50	 43

HA	 130	 65	 26	 50	 42

Mounting screws

Mounting screws

A1 (Double Solenoid - 2 & 3 Position)

B (Single Solenoid)

(Pneumatic Remote Pilot - All functions)

Single solenoid valve or
Pneumatic remote pilot

A1 (Double Solenoid - 2 & 3 Position)

B (Single Solenoid)

Parker Hannifin Corporation
Pneumatic Division - Europe

PDE2589TCUK

H Series ISO Valves
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Dimensions

HA Series - ISO 15407-1 & -2

H Series ISO Subbases

H1 / H2 / H3 Series - ISO 5599-1 & -2

	 A	 B	 C	 D	 E	 F	 G	 H	 I

H1	 148	 38	 64	 98	 84	 40	 51	 3/8"	 5,5

H2	 170	 59	 80	 108	 107	 52	 65	 1/2"	 7,1

H3	 201	 75	 99	 125	 131	 64	 82	 3/4"	 9

	 A	 B	 C	 D	 E	 F	 G

HA	 124	 32,5	 50,8	 74	 36,2	 80,2	 37,9

Ø7,1
Mtg.holes (2)

1/4 Inch ports
1, 3 & 5

1/8 Inch ports 12 & 14
For external pilot

1/4 Inch ports
2 & 4

Side Ported
Subbase

5 x Bottom ports

Bottom Ported
Subbase

2 x Mounting holes
5 x Side ports

1/8 Inch ports 12 & 14
For external pilot

1/2 Inch conduit

Parker Hannifin Corporation
Pneumatic Division - Europe
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H Series ISO Valves
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1/8 Inch
Pilot Ports

1-1/4 Inch
Conduit
Connection

1, 3 & 5 Ports

H2 / H3
of Base

Dimensions

HA/HB Series - ISO 15407-2

H Series ISO Manifolds

H1 / H2 / H3 Series - ISO 5599-2

	 A	 B	 C	 C1	 D	 E	 F

HA/HB	 152	 137	 40,8	 56,8	 16	 7,5	 54,4

	 G	 H	 J	 K	 L	 M	 N

HA/HB	 104,6	 109,8	 4	 42,7	 106	 8,4	 63

	 A	 B	 B1	 C	 D	 E	 E1	 F	 G	 H	 J	 K

H1	 165	 73	 67	 50	 8	 182	 108	 32	 63,5	 157	 93	 1/2"

H2	 215	 85	 -	 56	 12	 239	 134	 32	 63	 188	 106	 3/4"

H2	 265	 105	 -	 71	 15	 295	 159	 33	 63	 208	 -	 1"

individual & Multiwiring end plates

n = Number of HB bases	 C = HB Series
n1 = Number of HA bases	 C1 = HA Series

(2) 1/8 Inch
Pilot Ports
1/2 Inch
Ports 3 & 5
3/8 Inch
Port 1

1 Inch Conduit
Connection

(2) 1/8 Inch
Pilot Port

1, 3 & 5 Ports

(2) 3/8" Bottom
Ports

Bottom
Ported
Manifold

H1

(2) 1/4" or 3/8"
End Ports

n = Number of Stations

H1 / H2 / H3

Parker Hannifin Corporation
Pneumatic Division - Europe
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Dimensions

HA/HB Series

H Series ISO 15407-2 & 5599-2    Sizes 02 to 3 with Turck BL67 Remote IO System

n = Number of HB 18 mm bases
N1 = Number of HA 26 mm bases
m = Number of Turck BL67 Input / Output modules

H1/H2/H3 Series

n = Number of H1/H2/H3 bases
m = Number of Turck BL67 Input / Output modules

	 A	 B	 C	 D	 E	 F	 G	 H	 J	 K	 L	 N	 N1	 P	 P1	 Q	 R	 S	 T	 U

HA/HB	 204,5	154,5	159,5	 19,5	 14,5	 32,5	 96,5	 128,5	 64,5	 32	 120,8	 8,4	 45,8	 40,8	 56,8	 4	 110	 152	 16	 137

H1	 216,7	166,7	171,7	 31,7	 26,7	 32,5	 96,5	 128,5	 64,5	 32	 108,5	 15,9	 15,9	 49	 -	 8,5	 165	 182	 -	 -

H2	 212,9	162,9	167,9	 27,9	 22,9	 32,5	 96,5	 128,5	 64,5	 32	 108,6	 18	 15	 56	 -	 12	 215	 239	 -	 -

H3	 218,9	168,9	173,9	 33,9	 28,9	 32,5	 96,5	 128,5	 64,5	 32	 116,6	 24	 16,5	 71	 -	 15	 265	 295	 -	 -

Slots for M10 (or 7/16")
Screws 2 places

Holes for M10 (or 7/16")
Screws 2 places

Holes for M6 (or 1/4")
Screws 4 places

Parker Hannifin Corporation
Pneumatic Division - Europe
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H Series ISO 15407-2 & 5599-2 Sizes 02 to 3 with H Series Fieldbus System

Holes for M6 (or 1/4") 
Screws 4 Places

Slots for M6 (or 1/4") 
Screws 4 Places

Communications 
Module

Input / Output
Modules

A

Communications 
Module

Input / Output
Modules

A

B

B

C D E

E

ED

C D D

G 
H 

H + H1 + (W x n +W1 x n1) 

J 

J 

MP

W1W H1

H WW H1G 

G 

K

L

K

K

F 

D

P

J 

P

n = Number of 18mm HB Bases
n1 = Number of 26mm HA Bases
W= Width of 18mm HB Bases
W1 = Width of 26mm HA Bases

H + H1 + (W x n) 

n = Number of H1 Bases
W= Width of H1 Bases

H WW H1

H + H1 + (W x n) 

n = Number of H2 / H3 Bases
W= Width of H2 / H3 Bases

Holes for M10 (or 7/16") 
Screws 2 PlacesSlots for M10 (or 7/16") 

Screws 2 Places

Holes for M6 (or 1/4") 
Screws 4 Places

Slots for M6 (or 1/4") 
Screws 4 Places

Communications 
Module

Input / Output
Modules

A

Communications 
Module

Input / Output
Modules

A

B

B

C D E

E

ED

C D D

G 
H 

H + H1 + (W x n +W1 x n1) 

J 

J 

MP

W1W H1

H WW H1G 

G 

K

L

K

K

F 

D

P

J 

P

n = Number of 18mm HB Bases
n1 = Number of 26mm HA Bases
W= Width of 18mm HB Bases
W1 = Width of 26mm HA Bases

H + H1 + (W x n) 

n = Number of H1 Bases
W= Width of H1 Bases

H WW H1

H + H1 + (W x n) 

n = Number of H2 / H3 Bases
W= Width of H2 / H3 Bases

Holes for M10 (or 7/16") 
Screws 2 PlacesSlots for M10 (or 7/16") 

Screws 2 Places

Dimensions

Holes for M6 (or 1/4") 
Screws 4 Places

Slots for M6 (or 1/4") 
Screws 4 Places

Communications 
Module

Input / Output
Modules

A

Communications 
Module

Input / Output
Modules

A

B

B

C D E

E

ED

C D D

G 
H 

H + H1 + (W x n +W1 x n1) 

J 

J 

MP

W1W H1

H WW H1G 

G 

K

L

K

K

F 

D

P

J 

P

n = Number of 18mm HB Bases
n1 = Number of 26mm HA Bases
W= Width of 18mm HB Bases
W1 = Width of 26mm HA Bases

H + H1 + (W x n) 

n = Number of H1 Bases
W= Width of H1 Bases

H WW H1

H + H1 + (W x n) 

n = Number of H2 / H3 Bases
W= Width of H2 / H3 Bases

Holes for M10 (or 7/16") 
Screws 2 PlacesSlots for M10 (or 7/16") 

Screws 2 Places

n = Number of 18mm HB bases
N1 = Number of 26mm HA bases
W = Width of 18mm HB bases
W1 - Width of 26mm HA bases

Holes for M10 (or 7/16")
Screws 2 places

Slots for M10 (or 7/16")
Screws 2 places

n = Number of H1 bases
W = Width of H1 bases

n = Number of H2 / H3 bases
W = Width of H2 / H3 bases

Slots for M6 (or 1/4")
Screws 4 places

Holes for M6 (or 1/4")
Screws 4 places

Communications
Module

Input / Output
Modules

Communications
Module

Input / Output
Modules

	 A	 B	 C	 D	 E	 F	

HA/HB	 102	 46	 48	 51	 22	 11

	 A	 B	 E	 L	 G	 H	 H1

HA/HB	 152	 137	 7,5	 106	 68	 8,4	 45,8

	 J	 K	 L	 M	 P	 W	 W1

HA/HB	 4	 110	 16	 137	 152	 40,8	 56,8

	 G	 H	 H1	 J	 K	 P	 W

H1	 56	 15,9	 15,9	 8,5	 165	 182	 49

H2	 58	 18	 15	 12	 215	 239	 56

H3	 64	 24	 16,5	 15	 265	 295	 71

HA / HB Dimensions
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Dimensions

HA/HB Series

H Series ISO 15407-2 & 5599-2	 Sizes 02 to 3 with Moduflex Bus

n = Number of HB 18 mm bases
n1 = Number of HA 26 mm bases

H1/H2/H3 Series

n = Number of H1/H2/H3 bases

	 A	 B	 C	 N	 N1	 P	 P1	 Q	 R	 S	 T	 U

HA/HB	 69,8	 142,5	 111,8	 8,4	 45,8	 40,8	 56,8	 4	 110	 152	 16	 137

H1	 82	 130,2	 160,9	 15,9	 15,9	 49	 -	 8,5	 165	 182	 -	 -

H2	 78,2	 130,3	 161	 18	 15	 56	 -	 12	 215	 239	 -	 -

H3	 84,2	 138,2	 168,9	 24	 16,5	 71	 -	 15	 265	 295	 -	 -

Slots for M6 (or 1/4")
Screws 4 places

Dia. Thru

Holes for M6 (or 1/4")
Screws 4 places

Dia. Thru

Parker Hannifin Corporation
Pneumatic Division - Europe
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Side ported individual subbase - ISO 15407-1 - Sizes 02 & 01

Front ported manifold & End plate - ISO 15407-1 - Sizes 02 & 01

		  Size	 A	 B	 C	 D	 E	 F	 G	 H	 I	 J 	 K 	 L 	 M 	 N	 O	 P	

PL02-01-70	 BSPP	 02	 80	 40	 35	 33.75	 19	 5.5	 12.5	 27	 M8	 50	 16	 14	 8	 22.5	 1/8	 1/8

PL02-01-80	 NPT	 02	 80	 40	 35	 33.75	 19	 5.5	 12.5	 27	 M8	 50	 16	 14	 8	 22.5	 1/8	 1/8

PL01-02-70	 BSPP	 01	 100	 50	 45	 43.75	 27	 5.5	 19	 42,5	 M8	 72	 20	 17,5	 10	 28	 1/4	 1/8

PL01-02-80	 NPT	 01	 100	 50	 45	 43.75	 27	 5.5	 19	 42,5	 M8	 72	 20	 17,5	 10	 28	 1/4	 1/8

PJLP01-202-70
PJLP01-201-70

		  Size	 A	 B	 C	 D	 E	 F	 G	 H

PJLP02-201-70	 BSPP	 02	 38,5	 80	 -	 -	 38	 -	 -	 -

PJLP02-201-80	 NPT	 02	 38,5	 80	 -	 -	 38	 -	 -	 -

PJLP01-202-70	 BSPP	 01	 55	 100	 -	 -	 54	 -	 -	 -

PJLP01-202-80	 NPT	 01	 55	 100	 -	 -	 54	 -	 -	 -

PJL01-202-70	 BSPP	 01	 55	 100	 -	 -	 54	 -	 -	 -

PJL01-202-80	 NPT	 01	 55	 100	 -	 -	 54	 -	 -	 -

PEJ02-02-70	 BSPP	 02	 38,5	 80	 12	 Ø4,2	 -	 14	 18	 70

PEJ02-02-80	 NPT	 02	 38,5	 80	 12	 Ø4,2	 -	 14	 18	 70

PEJ01-03-70	 BSPP	 01	 55	 100	 24	 Ø5,5	 -	 17	 22	 90

PEJ01-03-80	 NPT	 01	 55	 100	 24	 Ø5,5	 -	 17	 22	 90

Dimensions
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					     Size						      A	 B	 C	 D	 E	 F	 G	 H	 I	

P2V-AM512XX and P2V-AM512XX			  02		  G1/4		  G1/8		  17	 29	 21	 18,5	 9,5	 35,5	 28	 33	 7	

P2V-BM513XX and  P2V-BM513XX			  01		  G3/8		  G1/8		  21,5	 37	 20	 16	 11	 34,5	 28	 38	 8

			 

Bottom ported manifold - ISO 15407-1 - Sizes 02 & 01

			   Size		  A	 B	 C	 D	 E	 F	 G	 H	 I	 J 	 K 	 L 	 M 	 N	 P

P2V-AM511PB			   02		  102	 74	 74,6	 16	 43	 92	 38	 26	 7	 19	 19	 11	 19	 5	 G1/8	

P2V-BM512PB			   01		  118	 90	 90,6	 21	 56,5	 108	 54	 37	 8	 27	 27	 16,5	 27	 8	 G1/4

			 
Bottom ported End plate - ISO 15407-1 - Sizes 02 & 01

Transfer plate size 01 to size 02 for above bottom ported manifold

Port size 
12, 14

DX01
Intermediate 
manifold

H-side G-side

DX02

Port size 
1,2,3

Dimensions
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VDMA Side Ported Subbases

Side ported subbases

Order code					     ØP	 A	 B	 C	 D	 E	 F	 G	  H	   J 	 K 	 L 	 M 	   N	   R		

PL1-1/4-70				    1	 G1/4	 110	 46	 29	 55	 49	 30	 11        17,75	 17,75	 22	 6	 5,5	 17,75	 17,75

PL2-3/8-70				    2	 G3/8	 124	 56	 37	 62	 55	 37	 14,5	 22,5	 14	 28	 6	 5,5	 22,5	 14,5

P2N-JS516SD				    3	 G3/4	 149	 71	 60	 74,5	 68	 45	 21	 33	 10	 40	 18	 6,6	 37,5	 22,5

ISO
Size

Dimensions

ISO 5599-1 Subbase & Manifolds

Order code		  ISO	 Port		  Port	 A	 B	 C	 D	 E	 F	 G	 H	 J 	 K 	 L 	 M 	 N	 O	 P
		  Size	 1, 3, 5		  2, 4			 

P2N-VM512MB	 1	 G3/8		  G1/4	 85	 8,5	 28	 7	 11	 44	 22	 22	 43	 26        46	 21	 24	 56	 110

P2N-WM513MB	 2	 G1/2		  G3/8	 100	    9	 35	 9	 13	 52	 26	 26	 56	 30	 47	 22	 24	 68	 135	

P2N-YM514MB	 3	 G1		  G1/2	 140	 10	 52	 12	 15	 60	 30	 30	 71	 38	 56	 31	 34	 104	 190

VDMA Bottom Ported Manifold

Order code	 ISO	 Port	 A	 B	 C	 D	 E	 F	 G	 H	 I	 J 	 K 	 L 	 M 	    N	    O
	 Size	 Size			 

P2N-VS512SD	 1	 G1/4	 21,5	   98	 110	 11	 20	 5,5	 48	 32	 12	 29	 10	 11	 23	 G1/4	 G1/8

P2N-WS513SD	 2	 G3/8	   28	 112	 124	 14	 26	 6,6	 56	 40	 15	 37	 13	 14	 30	 G3/8	 G1/8	

P2N-YS514SD	 3	 G1/2	   34	 136	 149	 17	 17	 6,6	 71	 32	 16	 45	 18	 17	 22	 G1/2	 G1/8	

Parker Hannifin Corporation
Pneumatic Division - Europe

PDE2589TCUK

H Series ISO Valves

PDE2589TCUK_H_Series_ISO_Valves_V1.indd   56 29/04/2016   10:45:08



57

Sizes 1 & 2 side ported manifold 

Size 1 bottom ported manifold

Manifold P2N-AM512MB 

Connecting block P2N-AM513GT 

End piece P2N-AM500J 

Intermediate supply P2N-AM513BT 

Order code	 A	 B	 C	 D	 D1	 E	 F	 G	 H	 J 	 K 	 K1	 L 	 M	 M1	 M2 	 N	 P	 Q	 R

P2N-EM . . .	 110	 43	 48	 35,5	 26,5	 5,5	 28	 G1/4	 36	 15,5	 35	 3     	 32	 20	 11	 28	 12	 12,5	 G3/8	 6

P2N-FM . . .	 129	 56	 60	 44,5	 35,5	 6	 34,5	 G3/8	 45	 16	 41,5	 3	 41	 24	 13	 35	 12,5	 16	 G1/2	 8

Dimensions

Bottom ported subbases

Order code			   A	 B	 C	 D	 J 	 K 	 L 	 M 	 N	 P	 R	 S	 T	 U	 W	 Y	 Z

PD1-1/4-70	 1		  G1/4	 46	 49	 49	 5,5	 29	 6	 110	 55	 22	 10	 11	 30	 10	 5,5	 10	 10

PD2-3/8-70	 2		  G3/8	 56	 55	 55	 5,5	 37	 6	 124	 62	 29	 10	 14,5	 37	 12,5	 5,5	 12,5	 12,5

PD3-1/2-70	 3		  G1/2	 77	 68	 68	 6,6	 32	 18	 149	 74,5	 34	 10	 17	 45	 17	 6,5	 17	 17

ISO
Size
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Dimensions

HA / HB Series

Sandwich Regulator with Gauge

	 A	 B	 B1	 C	 D	 E

HB	 261	 156	 26	 130	 66	 30

HA	 254	 163	 36	 127	 69	 30

H1 Series

	 A	 B	 C	 D	 E	 F	 G	 H	 J

H1	 301	 207	 163	 138	 108	 72	 53	 52	 41

H2 / H3 Series

	 A	 A1	 B	 B1	 C	 D	 E	 J	 J1	 K

H2	 372	 411	 268	 250	 196	 107	 71	 55	 27	 216

H3	 398	 436	 293	 271	 213	 107	 75	 64	 32	 231

Liquid Gauge &
Large Air Gauge

Dimensions

B1 Common Port
B Single Port
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Dimensions

HA Series

Sandwich Flow Control

H1 Series

H3 Series

HB Series

H2 Series
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25-Pin, D-Sub Cable Specifications

1
2
3
4
5
6
7
8
9
10
11
12
13

Black 
Brown 

Red
Orange 
Yellow 
Green
Blue

Purple
Gray
White
Pink

Lt Green
 Black / White

14 
15 
16 
17 
18
19
20
21
22
23
24
25

Color

Brown / White 
Red / White

Orange / White 
Green / White
Blue / White

Purple / White
Red / Black

Orange / Black
Yellow / Black
Green / Black
 Gray / Black
Pink / Black

Color
Pin

Number
Pin

Number
1
3
5
7
9
11
13
15
17
19
21
23

Common

2
4
6
8
10
12
14
16
18
20
22
24

 
AddressAddress

25-Pin, D-Sub Cable (Female)

  1 
 2 
 3 
 4 
 5
 6
 7
 8
 9
 10
 11
 12
 13

  1 
 3 
 5 
 7 
 9 
 11
 13
 15
 17
 19
 21
 23
 Common

 2 
 4 
 6 
 8 
 10
 12
 14
 16
 18
 20
 22
 24

 14 
 15 
 16 
 17 
 18
 19
 20
 21
 22
 23
 24
 25

 
Address Address

Pin
Number

Pin
Number

Face View - Male D-Sub, 25-Pin Connector

25-Pin, D-Sub Connector (Male)

Interconnect Circuit Boards 

Maximum Solenoids Energized 
Simultaneously
	 HA				    Single			 
	 HB	 Voltage	 25-pin	 19-pin	 12-pin			 
		  code	 D-Sub	 round	 M23	 Isysnet

	 24 V DC	 B9 / G9	 24	 16	 8	 32

	 120 V AC*	 23	 24	 16	 8	 32

	 H1				    Single			 
	 H2	 Voltage	 25-pin	 19-pin	 12-pin			 
	 H3	 code	 D-Sub	 round	 M23	 Isysnet	 SAM 3.0

	 12 V DC	 45	 13	 13	 8	 N/A	 N/A

	 24 V AC*	 42	 24	 16	 8	 N/A	 N/A

	 24 V DC	 B9	 20	 16	 8	 21	 4

	 120 V AC*	 23	 24	 16	 8	 N/A	 N/A

* Not CSA certified for 25-pin, D-Sub option.

19-Pin Round Brad Harrison

19-Pin Round Cable Specifications
Common Pin "7" is rated for 8 amps. Cable common wire must be 
greater than total amperage of solenoids on Add-A-Fold assembly.

Example:- 8 station manifold, 16 solenoids,
120VAC - 16 x .039 amps = .63 total amp rating.
NEMA 4 rated with properly assembled NEMA 4 rated cable.

M23, 12-Pin Round Connector (Male) M23, 12-Pin Round Connector (Female)

Common Pin “13” is rated for 3 amps. Common wire rating must 
be greater than total amperage of all solenoids on a Add-A-Fold 
assembly.

IP65 rated with properly assembled IP65 rated cable.

Brad Harrison #333030P80M050	 16.40 ft. (Female to Male Cable)

Brad Harrison #333030P80M0100	 32.80 ft. (Female to Male Cable)

Face View - Male 19-Pin Connector

Face View - Male M23, 12-Pin Connector Face View - Female M23, 12-Pin Connector
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