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This controller is used in control, regulation or monitoring 
systems where switching signals or analogue signals are 
used or a display is required.

The controller can replace the following:

 � Mechanical switches
 � Mechanical displays

(pressure gauges, thermometers, inspection glass)
 � Sensors

All the above mentioned functions can be combined in 
one device.

All control devices have a compact and pivoting metal 
housing so that they can be mounted optimally under ad-
verse installation conditions. The large display can be al-
ways be perfectly positioned so that it is easy to read even 
at longer distances.

Both of the switching outputs can be set individually either 
as NO or NC. They also both have hysteresis and the win-
dow functions. Therefore the on and off switching values 
as well as delay times (attenuation) for each of the switch-
ing points can be chosen freely.

Thanks to these easy switching functions, intelligent ad-
justments can be set which are normally not possible us-
ing a mechanical switch. Therefore, many switches can be 
replaced with one controller.

The controllers offer good practical characteristics com-
bined with diverse mounting and setting options.

Because of its compact design, long lifespan and high 
functionality, this controller is ideal for the permanent se-
ries use in hydraulic and pneumatic applications. 

Device features
 � Large display

 � Freely adjustable

 � Rugged metal construction

 � Compact size

 � Long-term stability 

 � Dependable

 � Immune to interference

The Controller Family
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The Controller Family

Overview

SCPSDi SCPSD SCTSD SCTSD-L

Range of use

Pressure display and monitoring Temperature display and 
monitoring

Temperature display and 
level monitoring

 � Compact size
 � Resistant to pres-

sure peaks
 � Resistant to shock 

and vibration
 � IO link

 � Compact size
 � Resistant to pres-

sure peaks
 � Resistant to shock 

and vibration

 � Temperature display
 � Modular design

Suitable for control 
panel and tank con-
struction

 � High pressure ver-
sion

 � Temperature display
 � Fixed level contacts

Applications  � Test benches
 � Processing equipment
 � Conveying and lifting equipment
 � General machine construction 
 � Pneumatic plant construction
 � Hydraulic plant construction

Order code SCPSDi-xxx-x4-x7 SCPSD-xxx-x4-xx SCTSD-150-xx-xx SCTSD-L-xxxxx-xxxxx

Refer to page 50-55 56-61 62-73 74-77

SCLSD SCLTSD SCOTC

Range of use

Level indication and monitoring Level/temperature display and monitoring.

 � Level display
 � Practical monitoring with 

window function
 � Continuous level measure-

ment

 � Level display
 � Temperature display
 � Continuous level measure-

ment
 � One bore hole

 � Level display
 � Temperature display
 � Continuous level 

measurement
 � One bore hole
 � Connection to the fi lling 

coupling
 � Connection to the air fi lter

Applications  � Test benches
 � Processing equipment
 � Conveying and lifting equipment
 � General machine construction 
 � Pneumatic plant construction
 � Hydraulic plant construction

Order code SCLSD-xxx-x0-07 SCLTSD-xxx-x0-07 SCOTC-xxx-x0-07

Refer to page 78-83 84-89 90-95 
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SCPSDi PressureController

The SCPSDi is an electronic pressure switch with:

�� Pressure display 
�� Two programmable switching outputs
�� Optional analogue output signal
�� IO-Link interface
�� VDMA menu navigation

The key features of the SCPSDi are the innovative design 
and the resulting installation options combined with the 
diverse connection possibilities.

These unique functions make the SCPSDi ideal for perma-
nent series use in industrial applications.

Innovative construction design 
The external-thread pressure port is stop-free and can be 
turned independently of the housing. So you can install 
the pressure connection without turning the housing. The 
small size means that it can easily be installed in cramped 
quarters. After the installation, the housing can be fully ro-
tated over 360° with no stop. It also locks into position 
while under pressure.

For the internal-thread pressure port, all components that 
come into contact with the pressurized substance are 
made from stainless steel. It does not have any seals so 
it can be used with a wide range of substances including 
corrosive and aggressive media. 

The display is readable from large distances and can be 
rotated through 180° for overhead installation. A horizon-
tally-mounted display is optionally available. 

Reliable / safe / sturdy
The pressure is recorded with a long-term stable and 
maintenance-free measuring cell. A functional error is sig-
nalled and can be processed further according to DESI-
NA. The metal housing is void of moving seals and is re-
sistant to moisture, shock and vibrations. 

Easy to use
The terminology and symbols used, as well as the menu 
structure used for setting parameters can be easily 
browsed using the buttons in accordance with the VDMA 
standard journal (VDMA 24574-1) or automatically using 
IO Link. 

Universal
Each switching output can be adjusted individually:

�� NO/NC contact
�� On/off switching pressures
�� Delay times
�� Hysteresis / window function

The optional analogue output is switchable between 0/4 to 
20 mA and 0 to 10 V. An unintentional parameter change 
is prevented with use of the LOCK function (button lock).

Numerous versions are available for the many different ap-
plications.

�� Diverse pressures ranges up to 600 bar
�� Diverse inner and outer threads 
�� With or without analogue outputt

Device features
�� IO LINK

�� VDMA menu

�� ECO mode

�� > 360° pivot function

�� 180° reversible display

�� Analogue output V/mA

�� Operator safety improved 

with LOCK

�� Compact size

�� Rugged

�� MPa, bar, PSI

�� Metal housing

�� Installation width 35 mm

�� Installation height 78 mm

I / O

1  2  3  4
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Device features

SCPSDi PressureController

Display

�� Active-lit LED display
�� Pressure display
�� Units are displayed
�� Bar / PSI / MPa
�� Switch status is shown
�� 180° rotation for top mount
�� ECO mode*

Design

�� No moveable seals
�� Few housing elements
�� No mixing of materials
�� Ergonomic
�� Minimal surface area for dirt
�� Compact size
�� Plug in the front 
�� Compact installation dimensions
�� Sloped display

Housing

�� Metal housing
�� No movable elements, 

therefore wear-free
�� Not sensitive to external environ-

ment
�� Waterproof IP67
�� Rugged

Adjustments and settings

�� VDMA menu navigation
�� Two large buttons
�� LOCK function**

M12

�� Threaded metal connection
�� The plug cannot be over-rotated 

or broken off 
�� VDMA-compliant assignment of 

pins
�� IO link
�� DESINA
�� 2 switching outputs
�� Switchable analogue output

�� 0 to 20 mA
�� 4 to 20 mA
�� 0 to 10 V

�� Excellent interference immunity

Measuring component

�� Hermetically sealed and  
welded stainless steel membrane

�� Zero-point stability
�� Long-term stability
�� No wear and tear
�� Excellent pressure resistance
�� Up to a nominal pressure of 600 bar 

Innovative construction of external threads

�� The external-thread pressure port is stop-free 
and can be turned independently of the hous-
ing. So you can install the pressure connection 
without turning the housing. 

�� The housing can be set in any direction for opti-
mal cable routing and locks under pressure.

�� Self-contained housing
�� No force is exerted on the measuring component  

during installation
�� Stainless steel
�� BSPP/UNF/NPT
�� NBR sealing

Inner thread

�� All components that come into 
contact with the substance 
being measured are made from 
stainless steel

�� No internal sealing components
�� Wide range of compatible sub-

stances
�� Resistant against corrosive  

and aggressive substances 

*  �ECO mode (activated via menu): pressure switch is run with minimum power in 
this mode

** �LOCK function (button lock): Prevents accidental changing of the pressure 
switch parameters
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SCPSDi PressureController

Technical data

SCPSDi- 010 016 025 060 100 250 400 600

Pressure range Pn, relative (bar)
Adjusting range RSP...SP 
(Lowest reset switch point ... highest 
switch point)

-1 to 10 -1 to 16 -1 to 25 0 to 60 0 to 100 0 to 250 0 to 400 0 to 600

Overload pressure * 
Pmax relative (bar)

2 x Pn

Burst pressure ** 
Pburst relative (bar)

3 x Pn

Display resolution 
Increment size (bar)

0.01 0.01 0.01 0.1 0.1 1 1 1

Smallest adjustable difference bet-
ween SP and RSP (SP-RSP)

0.01 0.01 0.01 0.1 0.1 1 1 1

*  DIN EN 60770-1
** DIN 16086

Input values

Switching cycles ≥ 100 million

Scanning rate ≤ 10 ms

Process connection
Inner/outer thread

G1/4 BSPP, 7/16 UNF, NPT 

Tightening torque 35 Nm

Parts in contact with 
substances

Inner thread
Stainless steel 1.4301; 1.4404

Outer thread
Stainless steel 1.4301; 1.4404; 
1.0718 CF; NBR

Temperature range of 
substance

-20 to +105 °C

Output values

Accuracy* ± 0.5% FS typ.; +/- 1% FS max.

Temperature drift ± 0.03% FS/K

Long-term stability ± 0.2% FS/a

Repeat accuracy  ± 0.25% FS

Switch point accuracy ± 0.5% FS typ.; +/- 1% FS max.

Display accuracy ± 0.5% FS +/- 1 digit typ.
± 1% FS +/- 1 digit max.

Max. display value 110% Pn

Analogue output +/- 0.5% FS typ.; +/- 1% FS 
max.

* �Including non-linearity, hysteresis, zero-point and full-scale deviations (corres-
ponds to measurement deviations according to IEC 61298-2)

Response speed

Switching output ≤ 10 ms

Analogue output ≤ 10 ms

Electrical connection

Supply voltage V+ Nominal 24 VDC; 12 to 30 VDC

Electrical connection M12x1; 4-pole 
according to DIN EN 61076-2-101

Short circuit protection Yes

Reverse polarity protec-
tion

Yes

Overload protection Yes

Current consumption < 50 mA; in ECO mode < 40 mA

Switch-on current < 100 mA

Outputs

Switching output 1 High-side/low-side switch (PNP/
NPN) 
Optional

Switching current: max. 200 mA

Short-circuit current: 400 mA 
(short-term), 
Short-circuit resistance

Switching voltage: 
Supply voltage – 1.5 VDC

Switching output 2 High-side/low-side switch (PNP/
NPN)
Optional

Switching current: max. 500 mA

Short-circuit current: 800 mA 
(momentary), short-circuit-proof

Switching voltage: V+ – 1.5 VDC

IO Link Specification V1.0 PNO Order 
No. 2.802

Analogue output 4 to 20 mA, 0 to 20 mA,  

0 to 10 V
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SCPSDi PressureController

Technical data

Housing

Rotating > 360°

Readability of the display viewing angle can be rotated 
180° 
Configurable (programming)

Display 4-digit 7-segment LED with 
additional symbols for units and 
switching status display;
Digit height: ~6 mm,
Height of units: ~2 mm

Material Die-cast nickel-plated zinc

Protection degree IP67

Weight 148 g

Ambient conditions

Ambient temperature 
range

-25 to +85 °C

Storage temperature 
range

-40 to +85 °C

Vibration resistance 20 g; 10…500 Hz; IEC60068-
2-6

Shock resistance 50 g; 11 ms; IEC60068-2-29

EM compatibility

Disturbance emissions EN 61000-6-3

Interference immunity EN 61000-6-2

General

MTTfd > 100 years

RoHS-compliant Yes

Pin assignment

2 switching outputs and one analogue output
M12x1; 4-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out / IO Link
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SCPSDi PressureController

Dimensioned drawings

SCPSDi-xxx-xx-17	 SCPSDi-xxx-xx-27

S1) SW22

SCPSDi-xxx-xx-x7-H	 SCSD-S22

Horizontal version 
Display mounted at factory with 90° offset



55 Catalogue 4083-3/UK

T
he

 C
o

nt
ro

lle
r 

Fa
m

ily

SCPSDi PressureController
SCPSDi-xxx-x4-x7

¼ NPT

L1) 75.5 
L2) 33

SCPSDi-xxx-x4-x7

7/16UNF

L1) 78 
L2) 35.5 
X1) OR 8.92x1.83

SCPSDi-xxx-x4-x7

G1/4ED

L1) 77.5 
L2) 35 
X1) ED seal

Order code
SCPSDi
2 switching outputs; 	 SCPSDi-xxx-04-x7-x 
without analogue output,  
G 1/4, M12x1; 4-pole

1 switching output; 	 SCPSDi-xxx-14-x7-x 
switchable analogue output,  
G 1/4, M12x1; 4-pole 

Pressure range
010–––––––––––––––––––––––––––––––––––––––– 010
016–––––––––––––––––––––––––––––––––––––––– 016
025–––––––––––––––––––––––––––––––––––––––– 025
060–––––––––––––––––––––––––––––––––––––––– 060
100–––––––––––––––––––––––––––––––––––––––– 100
250–––––––––––––––––––––––––––––––––––––––– 250
400–––––––––––––––––––––––––––––––––––––––– 400
600–––––––––––––––––––––––––––––––––––––––– 600

Version
Outer thread–––––––––––––––––––––––––––––––––––––––– 1
Inner thread–––––––––––––––––––––––––––––––––––––––– 2

Display orientation
Display mounted at factory with 90° offset –––––––––––––––––H

Connection cable and single plug
Connection cable, assembled	 SCK-400-xx-xx  
(open cable end)	

Cable length (m)
	 2 m –––––––––––––––––––––––––––––––––––––––––––– 02
	 5 m –––––––––––––––––––––––––––––––––––––––––––– 05
	 10 m –––––––––––––––––––––––––––––––––––––––––––– 10

Plug
M12 cable jack; straight–––––––––––––––––––––––––––––––– 45
M12 cable jack; 90° angled––––––––––––––––––––––––––––– 55

Single connector	
M12 cable jack; straight	 SCK-145
M12 cable jack; 90° angled 	 SCK-155

Accessories:
Securing clamp 	 SCSD-S27
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The PressureController combines the functions of a 
pressure switch, a pressure sensor and a display de-
vice.

�� Pressure gauge (manometer)
�� Switching outputs
�� Analogue signal 

The PressureController is easy to operate, has a compact 
design and is very reliable. The PressureController fea-
tures excellent technical specifications, optimal pressure 
management and a wide variety of installation options. 
This makes it perfect for permanent series use in industrial 
applications.

Easy to use 
The parameters are set using the keys or over a program-
ming module.   

High functionality 
Each switching output can be adjusted individually:

�� NO/NC contact
�� On/off switching pressures
�� Delay times
�� Hysteresis / window function
�� Attenuation

Thanks to these easy switching functions, intelligent ad-
justments can be set which are normally not possible us-
ing a mechanical switch. Therefore, many switches can be 
replaced with one controller.

The analogue output is individually adjustable

�� 0/4 to 20 mA switchable
�� Starting pressure selectable
�� End pressure selectable

Reliable and safe
The pressure is recorded with a long term stable measur-
ing cell. A functional error is signalled and can be pro-
cessed further according to DESINA. Parameters can be 
password protected to avoid unauthorised changes.

Rugged
The housing is made of metal and is resistant to mois-
ture, shock and vibrations. The electronics are protected 
against reverse polarity, over-voltage and short-circuits.

Everything at a glance
The large illuminated display can be read from long dis-
tances. The pressures can be displayed in MPa, bar or 
PSI. 

Optimal installation possibilities
The SCPSD is ideal for installation under critical conditions 
because of its compact design and excellent interference im-
munity. The display is always easy to read because the 
housing can be positioned as needed.

Universal
Diverse versions are available for the many different ap-
plications.

Device features
�� Compact size 

�� Rugged 

�� Dependable

�� Easily operable

�� Long-term stability

�� Excellent interference im-

munity

�� Metal housing

�� High protection class 

�� Many variants

�� Pivoting

�� Analogue output

�� Password

�� MPa, bar, PSI

SCPSD PressureController

1  2  3  4
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Device features

Everything at a glance

 � Sloped display
 � Digital display

 � Large
 � Illuminated

 � Display 
 � PSI/bar/Mpa
 � Current pressure
 � Minimum pressure
 � Maximum pressure
 � Switching points

Variable installation

 � Compact size
 � 290° pivotable

Pressure port

 � Stainless steel
 � Long term stable measuring cell 
 � Wide range of compatible sub-

stances

SensoControl

UNIT

III

bar/PSI

Optical interface

 � Switch status is shown

Easy to use

 � 3 large buttons
 � Display of the unit

Rugged

 � Metal housing
 � Waterproof
 � Excellent interference immunity
 � Vibration proof
 � Shock proof

Thread

 � Inner thread

 � Outer thread

Tube clamp

 � Safe installation with the sturdy 
SCSD-S27 clamp

Programming module

 � Adjustable through
ControllerWIN Software

SCPSD PressureController
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SCPSD PressureController

Technical data

SCPSD- 004 010 016 060 100 250 400 600

Pressure range Pn relative 
(bar) 
Adjusting range RSP...SP

-1 to 4 -1 to 10 -1 to 16 0 to 60 0 to 100 0 to 250 0 to 400 0 to 600

Overload pressure 
Pn (bar)

10 20 40 120 200 500 800 1200

Burst pressure Pn (bar) 12 25 50 550 800 1200 1700 2200

Display resolution (bar) 0.01 0.01 0.01 0.1 0.1 1 1 1

Smallest adjustable differ-
ence between SP and RSP 
(SP-RSP)

0.08 0.05 0.09 0.3 0.6 2 3 3

Measuring component Ceramic
Stainless steel 1.4404;  
Ceramic AL2O3; NBR

Thin film DMS
Stainless steel 1.4404; 1.4542Parts in contact with 

substances

Input parameters

Switching cycles ≥ 100 million

Polling rate ≥ 5 ms

Connector thread G1/4 BSPP;  
ED soft seal NBR* 
(DIN 3852 T2, Form X);  
ED (DIN3852 T11, Form E)

Tightening torque 35 Nm

Temperature range of 
substance

-20 to +85 °C

Weight Approx. 300 g

Output values

Accuracy ± 0.5 % FS typ.; ± 1 % FS max.  

Temperature drift ± 0.02 % FS/°K type (at -20 to 
+85 °C) 
± 0.03 % FS/°K max.  

Long-term stability ± 0.2 % FS/a

Repeat accuracy ± 0.25 % FS

Switching point accuracy ± 0.5 % FS typ.; ± 1 % FS max.  

Display accuracy ± 0.5 % FS type ± 1 Digit  
± 1 % FS max.  ± 1 Digit 

Response speed

Switching output ≤ 10 ms

Analogue output ≤ 10 ms

Electrical connection

Supply voltage V+ 15 to 30 VDC nominal 
24 VDC; Protection class 3

Electrical connection M12x1; 4-pole; 5-pole;  
with gold-plated contacts 
device connector 
DIN EN 175301-803 Form A  
(old DIN43650)

Short-circuit protection Yes

Protection against wrong 
insertion

Yes

Overload protection Yes

Current consumption < 100 mA

Housing

Adjustable direction to 290°C

Material Painted zinc die cast Z 410

Foil material Polyester

Display 4-digit 7-segment LED;  
red; digit height 9 mm

Protection degree IP67 DIN EN 60529;  
IP65 with device connector 
DIN EN 175301-803 Form A  
(old DIN43650) 
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SCPSD PressureController

Pin assignment

SCPSD-xxx-04-x6

1 switching output
DIN EN 175301-803 Form A 4-pole (old 43650)

PIN Assignment

1 V+

2 0 V / GND

3 S1 out

-

SCPSD-xxx-14-x7

1 switching and 1 analogue output
M12x1; 4-pole

PIN Assignment

1 V+

2 Analogue out

3 0 V / GND

4 S1 out

SCPSD-xxx-04-x7

2 switching outputs;  
M12x1; 4-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

SCPSD-xxx-14-x5

2 switching outputs; 1 analogue output; M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 Analogue out

Technical data

Ambient conditions

Ambient temperature 
range

-20 to +85 °C

Storage temperature 
range

-40 to +100 °C

Vibration resistance 20 g; 10 to 500 Hz 
IEC60068-2-6**

Shock resistance 50 g; 11 ms 
IEC60068-2-29**

EM compatibility

Disturbance emissions EN 61000-6-3 

Resistance to interference EN 61000-6-2

Outputs

Switching outputs Two MOSFET high-side switches 
(PNP)

Contact functions NO / NC contact;  
window / hysteresis;  
function freely adjustable

Switching voltage V+ -1.5 VDC

Switching current max. 0.5 A per switch

Short-circuit current 2.4 A per switch

Analogue output 0/4 to 20 mA; programmable; 
freely scalable; 
RL ≤ (Supply voltage - 8 V)/ 
	 20 mA (≤ 500 Ω)

*	 different sealing material (FKM, EPDM etc.) upon request
**	 does not apply for version DIN EN 175301-803 Form A (old DIN43650)

Information about selecting the pressure range

The following parameters are relevant when working with 
pressure switches:

�� System pressure
�� Switching point pressure 

Since a 400-bar pressure switch has a comparable reso-
lution (of 1 bar) as that of a 600-bar pressure switch (also 
1 bar), it is possible to use a 600-bar pressure switch even 
when there is a smaller nominal pressure (for example, 
315 bar).

This is a positive feature because it provides the same 
precision with improved safety and fewer product variants.
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SCPSD PressureController
Outer thread

SCPSD-xxx-x4-1x

93
.5

(2
0.

1)

10

12

G1/4A

ø18.8

39.5

SensoControl

UNIT

III

bar/PSI

 

Inner thread

SCPSD-xxx-x4-2x

Up to 10 bar

93
.5

(2
0.

1)

9.
1

G1/4

ø26.8

39.5

SensoControl

UNIT

III

bar/PSI

From 16 bar

98
.5

(2
5.

1)

14
.1

G1/4

ø26.8

39.5

SensoControl

UNIT

III

bar/PSI

M12 connecting plug

SCPSD-xxx-x4-x5

DIN EN 175301-803 Form A  
(old DIN43650)

SCPSD-xxx-04-x6

Clamp (accessory)

SCSD-S27

SCSD-S27

57

40
.5

3
3019

73

87

7

SW27

73
.4

ø32

46.3

SW27

ø32

47.7

73
.4
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Order code
SCPSD digital pressure switch 
1 switching output; no analogue output	 SCPSD-xxx-04-x6 
DIN EN 175301-803 Form A
(old DIN 43650) connecting plug

2 switching outputs; no analogue output: SCPSD-xxx-04-x7 
M12x1 connecting plug; 4-pole

1 switching output; with analogue output:	 SCPSD-xxx-14-x7 
M12x1 connecting plug; 4-pole

2 switching outputs; with analogue output	 SCPSD-xxx-14-x5 
M12x1 connecting plug; 5-pole

Pressure range
004–––––––––––––––––––––––––––––––––––––––––– 004
010–––––––––––––––––––––––––––––––––––––––––– 010
016–––––––––––––––––––––––––––––––––––––––––– 016
060–––––––––––––––––––––––––––––––––––––––––– 060
100–––––––––––––––––––––––––––––––––––––––––– 100
250–––––––––––––––––––––––––––––––––––––––––– 250
400–––––––––––––––––––––––––––––––––––––––––– 400
600–––––––––––––––––––––––––––––––––––––––––– 600

Version
G1/4 BSPP outer thread– –––––––––––––––––––––––––––––– 1
G1/4 BSPP inner thread–––––––––––––––––––––––––––––––– 2

Accessories:
PC Programming KIT� SCSD-PRG-KIT
Securing clamp � SCSD-S27
Reducing adapter M22x1.5� SCA-1/4-M22x1.5-ED
Reducing adapter G1/2 BSPP� SCA-1/4-ED-1/2-ED
Attenuation adapter � SCA-1/X-EDX-1/X-D
Flange adapter�  SCAF-1/4-40  
for mechanical pressure switch

Order example

SCPSD-100-04-27

Pressure range 100 bar
2 switching outputs
G1/4 BSPP inner thread
M12 connecting plug

SCPSD-004-14-17

Pressure range 4 bar
2 switching outputs
1 analogue output
G1/4 BSPP outer thread
M12 connecting plug

Connection cable and single plug
Connection cable, assembled	 SCK-400-xx-xx  
(open cable end)	

Cable length (m)
	 2 m –––––––––––––––––––––––––––––––––––––––––––– 02
	 5 m –––––––––––––––––––––––––––––––––––––––––––– 05
	 10 m –––––––––––––––––––––––––––––––––––––––––––– 10

Plug
M12 cable jack; straight–––––––––––––––––––––––––––––––– 45
M12 cable jack; 90° angled––––––––––––––––––––––––––––– 55

Single connector	
M12 cable jack; straight	 SCK-145
M12 cable jack; 90° angled 	 SCK-155

SCPSD PressureController
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SCTSD TemperatureController

The TemperatureController combines the functions of a 
temperature switch, a temperature sensor and a display 
device.

 � Temperature display (Thermometer)
 � Switching outputs
 � Analogue signal

Simple operation, extensive functionality and a modular de-
sign are the most important characteristics of the Tempera-
tureController. 
The TemperatureController offers excellent technical spec-
ifi cations, optimum temperature management, combined 
with a variety of installation options. It is perfect for applica-
tions when the temperature needs to be reliably monitored 
and easily viewed.

Easy to use 
The normal temperature monitoring limit values adjust-
ments (e.g. cooling and alarm) are made either with the 
keys or the programming module.

High functionality 
Each switching output can be adjusted individually:

 � NO/NC contact
 � On/off switching pressures
 � Delay times
 � Hysteresis / window function
 � time delay

Thanks to these easy switching functions, intelligent ad-
justments can be set which are normally not possible us-
ing a mechanical switch. Therefore, many switches can be 
replaced with one controller.

The analogue output is individually adjustable

 � 0/4 to 20 mA switchable
 � Adjustable start temperature
 � Adjustable end temperature

Reliable and safe
A functional error is signalled and can be processed further 
according to DESINA. Parameters can be password pro-
tected to avoid unauthorised changes.

Rugged
The housing is made of metal and is resistant to mois-
ture, shock and vibrations. The electronics are protected 
against reverse polarity, over-voltage and short-circuits.

Everything at a glance
The large illuminated display can be read from long dis-
tances. The temperature can be selected to °C or °F. The 
temperature is always optimally readable due to the mod-
ular construction and the pivoting housing.

Optimal installation possibilities
Sensors in various lengths are available for different tank 
sizes. These can be directly connected to the Tempera-
tureController via a cable. Additionally the temperature 
sensor is available up to 630 bar for high pressure applica-
tions.

Universal
Diverse versions are available for the many different ap-
plications.

Device features
 � Compact size

 � Rugged

 � Dependable

 � Easily operable

 � Metal housing

 � High protection class

 � Modular construction

 � Many variants

 � Analogue output

 � Pivoting

 � Password

 � °C, °F

1  2  3  4
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SCTSD TemperatureController

Application example Tank temperature monitoring
Machine On / Off

The facility should shut down when the tank temperature 
falls below 10°C or climbs above 60°C.

A protective wire-break mechanism should be considered 
to improve safety.

Cooling

If the temperature climbs above 50°C, the tank temper-
ature should be cooled with a refrigerating unit down to 
40°C.

SP1 = 60 °C

SP2 = 50 °C

rSP2 = 40 °C

rSP1 = 10 °C

Te
m

p
er

at
ur

e 
in

 °
C

Time

On

Off

On

Off

If the temperature exceeds 50 °C, the contact S2 closes and only resets at 40 °C.

The output S1 is closed if the temperature is between 60°C and 10°C.

Tank temperature

Machine

Cooling

Machine On/Off
Switching output 1
SP1 = 60 °C/ 
rSP2 = 10 °C
Window function, 
NO contact

Cooling
Switching output 2
SP2 = 50 °C/ 
rSP2 = 40 °C
Hysteresis / 
NO contacts
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SCTSD Modular TemperatureController

Device features

Everything at a glance

 � Sloped display
 � Digital display

 � Large
 � Illuminated

 � Display 
 � °C, °F
 � Current temperature
 � Minimum temperature
 � Maximum temperature
 � Switching points

Variable installation

 � Compact size
 � 290° pivotable

Connect as required

 � 2 switching outputs
 � Analogue output 
 � 0 to 20 or 4 to 20 mA 
 � Freely programmable
 � Scalable
 � Plug 

 � M12 
 � DIN EN 
175301-803 Form A 
(old DIN43650)

Optical interface

 � Switch status is shown

Easy to use

 � 3 large buttons
 � Display of the unit

Rugged

 � Metal housing
 � Waterproof
 � Excellent interference immunity
 � Vibration proof
 � Shock proof

Tube clamp

 � Safe installation with the sturdy 
SCSD-S27 clamp

Programming module

 � Adjustable through
ControllerWIN Software
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SCTSD Modular TemperatureController

Device features

Adjustable height

Through clamping thread
 � SCA-TT-10-1/2

Temperature sensor 

 � Stainless steel 
 � Wide range of compatible sub-

stances
 � Diverse lengths
 � SCTT-10-xxx-07

Cable

 � SCK-410-03-45-45

High pressure temperature sensor

 � 630 bar
 � SCTT-20-010-07

Connection adapter

 � SCA-TT-10-SD

Immersion tube

Additional with 
 � High pressures 
 � Aggressive substance 
 � Immersion tube SCA-TT-10-xxx
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SCTSD Modular TemperatureController

Technical data

Input parameters SCT-150

Display range -50 to +150 °C

Sensor input PT1000

Sensor connection M12x1; 4-pole

Output values

Switching accuracy 
at 25 °C

± 0.35 % FS

Display accuracy 
at 25 °C

± 0.35 % FS ± 1 Digit

Electrical connection

Supply voltage V+ 15 to 30 VDC nominal 
24 VDC; Protection class 3

Electrical connection M12x1; 4-pole; 5-pole;  
Device plug 
DIN EN 175301-803 Form A  
(old DIN43650)

Short-circuit protection Yes

Overload protection Yes

Current consumption < 100 mA

EM compatibility

Disturbance emissions EN 61000-6-3

Resistance to interference EN 61000-6-2

*	 does not apply for version DIN EN 175301-803 Form A (old DIN43650)

Housing

Orientation adjustable to 290°

Material Die-cast zinc Z 410; painted

Foil material Polyester

Display 4-digit 7-segment LED;  
red; digit height 9 mm

Protection degree IP67 EN 60529 
IP65 with device plug
DIN EN 175301-803 Form A  
(old DIN43650)

Ambient conditions

Ambient temperature 
range

-20 to +85 °C

Storage temperature 
range

-40 to +100 °C

Vibration resistance 20 g; 10 to 500 Hz 
IEC60068-2-6*

Shock resistance 50 g; 11 ms 
IEC60068-2-29*

Outputs

Switching outputs 2 x PNP high-side switch,  
0.7 A/switch

Contact functions NO / NC contact;  
window / hysteresis

Response speed 300 ms

Accuracy ± 1 % FS

Analogue output 0/4 to 20 mA; programmable; 
freely scalable;  
4 to 20 mA = -40 to 125 °C

Temperature sensor SCTT-10-xxx-07

Measuring component PT1000/DIN EN 60751, Class B

Measuring range -40 to +125 °C

Response time t0.5 = 6 s/t0.9 = 25 s

Accuracy ± 0.3 K + 0.005* t

Material Stainless Steel 1.4571

Nominal pressure (max) 10 bar

Temperature of substance -40 to +125 °C

Ambient temperature -25 to +80 °C  
(for the connector area)

Storage temperature -25 to +85 °C

High pressure sensor SCTT-20-010-07

Measuring component PT1000/DIN EN 60751, Class B

Measuring range -40 to +125 °C

Response time t0.5 = 3 s/t0.9 = 15 s

Accuracy ± 0.3 K + 0.005*t

Material Stainless Steel 1.4404

Threaded stud M10x1

Seal O ring 7.65x1.78 mm; FKM

Measuring pipe diameter 7 mm

Installation length 18.5 mm

Nominal pressure Pn 630 bar

Overload pressure Pmax 800 bar

Burst pressure Pburst 1200 bar

Temperature of substance -40 to +125 °C

Ambient temperature -25 to +80 °C  
(for the connector area)

Storage temperature -25 to +85 °C
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SCTSD Modular TemperatureController

Pin assignment

SCTSD-150-00-06

1 switching output
DIN EN 175301-803 Form A 4-pole (old 43650)

PIN Assignment

1 V+

2 0 V / GND

3 S1 out

-

SCTSD-150-10-07

1 switching output, 1 analogue output
M12x1; 4-pole

PIN Assignment

1 V+

2 Analogue out

3 0 V / GND

4 S1 out

SCTT-x0-xxx-07

Measuring range 
Display resolution  

Increment size

Lowest reset  

switch point 

 RSP

Largest  

switching value  

SP

Smallest adjustable  

difference between  

SP and RSP (SP-RSP)

-50 to 150 °C 0.1 °C -50 °C 150 °C 0.8

SCTSD-150-00-07

2 switching outputs
M12x1; 4-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

SCTSD-150-10-05

2 switching outputs, 1 analogue output
M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 Analogue out
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SCTSD Modular TemperatureController

Dimensioned drawings

M12 connecting plug

SCTSD-150-x4-05

SW27

73
.4

93
.5

(2
0.

1)
14

12
.1

M24x1.5ø32

M12x1

46.3 39.5

SensoControl

UNIT

III

°C/°F

Temperature sensor 

SCTT-10-xxx-07

L

M12x1

ø20

ø10

28

DIN 43650

SCTSD-xxx-00-06

47.7

Connection adapter (accessory)

SCA-TT-10-SD

ø26.8

G1/2A

M24x1.5

41
14

SW27

Eolastic-
Dichtung

Material:
Stainless Steel 1.4404
Male stud:
G1/2A BSPP DIN3852-E
Seal type:
ED (Eolastic seal type)
Screw plug hole	
G1/2A BSPP DIN3852-E
Replacement seals:
O ring 9.5x1.5 (FKM) 
ED1/2VITX (FKM)

High pressure temperature sensor 

SCTT-20-010-07

M12x1

17
.5

8

42
.5

M10x1

Ø7

O-Ring
7.65x1.78

SW17
HEX17

Ø15

Clamping thread (accessory)

SCA-TT-10-1/2

ø26.8

G1/2A

30
14

SW27

Eolastic-
Dichtung

SW19

GE10LR1/2EDOMD71:
(with 10 mm bore hole) 
Stainless Steel 1.4571
EO-2-functional nut:
FM10L71
Male stud:
G1/2A BSPP DIN3852-E
Seal type:
ED (Eolastic seal type)
Replacement seal:
ED1/2VITX (FKM)
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Dimensioned drawings

Sensor cable 3 m (accessory)

SCK-410-03-45-45

46 41.5

Ø
14

.5

Ø
14

.5

Clamp (accessory)

SCSD-S27

SCSD-S27

57

40
.5

3
3019

73

87

7

Order example

Components for the control panel - high pressure 
version
Securing clamp � SCSD-S27
Sensor cable 3 m (SCTSD-SCTT)� SCK-410-03-45-45
High pressure temperature sensor� SCTT-20-10-07

Components for the control panel
Securing clamp � SCSD-S27
Sensor cable 3 m (SCTSD-SCTT)� SCK-410-03-45-45
Clamping thread G1/2 BSPP� SCA-TT-10-1/2
Temperature sensor 150 mm � SCTT-10-150-07
Optional: Immersion tube G1/2 BSPP 100 mm � SCA-TT-10-100

Direct mounting components
Connection adapter (SCTSD-SCTT) � SCA-TT-10-SD
Temperature sensor 100 mm � SCTT-10-150-07

Optional: Immersion tube G1/2 BSPP 200 mm � SCA-TT-10-200

Order code

SCTSD module
1 switch output; no analogue output	 SCTSD-150-00-06 
DIN EN 175301-803 Form A
(old DIN 43650) connecting plug

2 switch outputs; no analogue output	 SCTSD-150-00-07 
M12x1 connecting plug; 4-pole

1 switch output; with analogue output	 SCTSD-150-00-07 
M12x1 connecting plug; 4-pole

2 switch outputs; with analogue output	 SCTSD-150-00-07 
M12x1 connecting plug; 5-pole

Accessories:
Securing clamp � SCSD-S27
Sensor cable 3 m (SCTSD-SCTT)� SCK-410-03-45-45
Clamping thread G1/2 BSPP� SCA-TT-10-1/2
Connection adapter (SCTSD-SCTT) � SCA-TT-10-SD
High pressure temperature sensor� SCTT-20-10-07
Immersion tube G1/2 BSPP� SCA-TT-10-xxx

Length mm
100 mm–––––––––––––––––––––––––––––––––––––––––––– 100
150 mm–––––––––––––––––––––––––––––––––––––––––––– 150
200 mm–––––––––––––––––––––––––––––––––––––––––––– 200

Temperature sensor� SCTT-10-xxx-07

Length mm
100 mm––––––––––––––––––––––––––––––––––––––––– 100
150 mm––––––––––––––––––––––––––––––––––––––––– 150
200 mm––––––––––––––––––––––––––––––––––––––––– 200

Connection cable and single plug
Connection cable, assembled	 SCK-400-xx-xx  
(open cable end)	

Cable length (m)
	 2 m –––––––––––––––––––––––––––––––––––––––––––– 02
	 5 m –––––––––––––––––––––––––––––––––––––––––––– 05
	 10 m –––––––––––––––––––––––––––––––––––––––––––– 10

Plug
M12 cable jack; straight–––––––––––––––––––––––––––––––– 45
M12 cable jack; 90° angled––––––––––––––––––––––––––––– 55

Single connector	
M12 cable jack; straight	 SCK-145
M12 cable jack; 90° angled 	 SCK-155

SCTSD Modular TemperatureController
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SCTSD high pressure TemperatureController

Device features

SensoControl

UNIT

III

°C/°F

Everything at a glance

 � Sloped display
 � Digital display

 � Large
 � Illuminated

 � Display 
 � °C, °F
 � Current temperature
 � Minimum temperature
 � Maximum temperature
 � Switching points

Rugged

 � Metal housing
 � Waterproof
 � Excellent interference immunity
 � Vibration proof
 � Shock proof

Variable installation

 � Compact size
 � 290° pivotable

Optical interface

 � Switch status is shown

Easy to use

 � 3 large buttons
 � Display of the unit

Connect as required

 � 2 switching outputs
 � Analogue output 
 � 0 to 20 or 4 to 20 mA 
 � Freely programmable
 � Scalable
 � M12 connecting plug 

High pressure resistance

 � Up to 630 bar

Programming module

 � Adjustable through
ControllerWIN Software
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Technical data

Input values SCTSD-150-x2-0x

Measuring range -40 to +100 °C

Input for measuring ele-
ment

PT1000/DIN EN 60751;  
Class B

Range of use Liquid media, air

Output values

Switching accuracy 
at 25 °C

± 0.35 % FS

Display accuracy 
at 25 °C

± 0.35 % FS ± 1 Digit

Temperature margin of 
error

± 0.01 % FS/°C typ.  
(for -20 to +85 °C)

Long-term stability ± 0.2 % FS/a

Electrical connection

Supply voltage V+ 15 to 30 VDC  
(with protection against polarity 
reversal)

Electrical connection M12x1; 4-pole; 5-pole;  
with gold-plated contacts

Short-circuit protection Yes

Overload protection Yes

Current consumption < 100 mA

Mechanical connection

Threaded male stud M10x1

Seal O ring 7.65x1.78 mm; FKM

Measuring pipe diameter 7 mm

Installation length 18.5 mm

Material Stainless Steel 1.4404

PN pressure 630 bar

Pmax 800 bar

Bursting pressure 1200 bar

Housing

Adjustable direction to 290°C

Material Die-cast zinc Z 410; painted

Foil material Polyester

Display 4-digit 7-segment LED;  
red; digit height 9 mm

Protection degree IP67 EN 60529 

Ambient conditions

Ambient temperature 
range

-25 to +80 °C

Storage temperature 
range

-25 to +85 °C

Media temperature range -40 to +100 °C

Vibration resistance 20 g; 10 to 500 Hz 
IEC60068-2-6*

Shock resistance 50 g; 11 ms 
IEC60068-2-29

EM compatibility

Disturbance emissions EN 61000-6-3

Resistance to interference EN 61000-6-2

Outputs

Switching outputs 2 x PNP high-side switch

Contact functions NO / NC contact; 
window / hysteresis

Switching current: 0.5 A / switch to 85 °C;  
0,7 A / switch to 70 °C

Response speed ≤ 0.7 s maximum load current

Optional analogue output

Measuring range 0/4 to 20 mA

Response speed (0-95 %) ≤ 300 ms

Analogue output error ± 1 % FS

Load ≤ 500 Ω from Ub > 18 VDC

SCTSD high pressure TemperatureController
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SCTSD high pressure TemperatureController

Dimensioned drawings

M12 connecting plug

SCTSD-150-x4-05

SW27

73
.4

93

9

18
.5

Ø7ø32

M10x1

46.3 39.5

SensoControl

UNIT

III

°C/°F

O-Ring
7.65x1.78

Pin assignment

SCTSD-150-02-07

2 switching outputs
M12x1; 4-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

SCTSD-150-12-07

1 switching output, 1 analogue output
M12x1; 4-pole

PIN Assignment

1 V+

2 Analogue out

3 0 V / GND

4 S1 out

SCTSD-150-12-05

2 switching outputs, 1 analogue output
M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 Analogue out

Measuring range
Display resolution  

Increment size

Lowest reset 

switch point 

RSP

Largest switching 

value  

SP

Smallest adjustable  

difference between  

SP and RSP (SP-RSP)

-40 to 100 °C 0.1 °C -40 °C 100 °C 0.8
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SCTSD high pressure TemperatureController

Order code
SCTSD high pressure
2 switch outputs; no analogue output	 SCTSD-150-02-07 
M12x1 connecting plug; 4-pole

1 switch output; with analogue output	 SCTSD-150-12-07 
M12x1 connecting plug; 4-pole

2 switch outputs; with analogue output	 SCTSD-150-12-07 
M12x1 connecting plug; 5-pole

Accessories
PC Programming Kit	 SCSD-PRG-KIT

Connection cable and single plug
Connection cable, assembled	 SCK-400-xx-xx  
(open cable end)	

Cable length (m)
	 2 m –––––––––––––––––––––––––––––––––––––––––––– 02
	 5 m –––––––––––––––––––––––––––––––––––––––––––– 05
	 10 m –––––––––––––––––––––––––––––––––––––––––––– 10

Plug
M12 cable jack; straight–––––––––––––––––––––––––––––––– 45
M12 cable jack; 90° angled––––––––––––––––––––––––––––– 55

Single connector	
M12 cable jack; straight	 SCK-145
M12 cable jack; 90° angled 	 SCK-155
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SCTSD-L combination switch

Device features
�� Compact design

�� Temperature display

�� Individually adjustable  
temperature switching outputs 

�� Small switching hysteresis

�� Preset 

�� For standard oils

�� For cooling

�� For switching off (Tmax)

�� Fixed level contacts

�� Bi-stable contacts

�� Only one float

�� Preset level

�� Warning and shutdown min.

�� Shut-down min./max.

�� Up to one meter probe length

The SCTSD-L combination switch was designed to meet 
the requirements of hydraulic facility construction. It com-
bines the functions of a fixed mechanical level switch with 
an adjustable temperature switch with display.

Level

The tank level is measured using a highly dynamic, fully 
encapsulated magnetic float which switches the bi-stable 
reed contacts. The M12 pin assignments are compatible 
with conventional existing systems. The level contacts are 
pre-determined according to the normal tank sizes. There 
are two standard switch output versions available:

�� Warning minimum level and shutdown minimum 
level

�� Shutdown maximum and minimum levels

The switching positions were chosen according to the 
proven experiences of plant constructors and the DIN. For 
safety reasons (fail-safe / closed circuit), the switching be-
haviour of the standard switch is an NC contact.

Optionally the contacts can be changed at the factory and 
pre-set in line with the customer’s requirements. (Refer to 
SCTSD-L-….-KIT5)

Temperature 

The temperature is detected using a sensor; it is then eval-
uated and constantly displayed using the SCTSD Tem-
peratureController (as described in the SCTSD section). 
Thanks to the easy switching functions (e.g. switching 
windows), intelligent switching settings can be achieved 
that are not possible using a mechanical temperature 
switch.

Normally the outputs for the normal temperature functions 
cooling on/off and shutdown are pre-installed as stand-
ard. The temperature thresholds were designed for stand-
ard oils (HLP). 

It is possible to adjust the temperature monitoring temper-
ature limits (e.g. cooling and shutdown) for each output 
individually using the keys:

�� On/off switching temperature limits
�� NO/NC contact
�� Hysteresis / window function
�� Time delay and attenuation

Optional (see: SCTSD-L-….-KIT5 ) 3 different versions of 
temperature switching outputs are available:

�� 2 switching outputs
�� 1 switching and 1 analogue output
�� 2 switching outputs and one analogue output

1  2  3  4
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SCTSD-L combination switch

Technical data

General

Measurement principle Magnetic float  
reed switches

Float NBR, Ø 18 mm,  
length 25 mm, magnetic

Viscosity Max. 250 cSt at 25 °C

Density at least 0.750 g/cm³

Connector thread G3/4 outer thread

Protection tube Ø 8 mm

Probe length Lmax Lowest switching point  
+ 35 mm

Operating pressure 1 bar max.

Compatibility with media 
(substances)

Water, lubricating oil,  
hydraulic oil, machine oil

Accuracy

Hydraulic oil ±2 mm 

Material

Protection tube Brass

Connector thread Brass

Ambient conditions

Temperature of substance -20 to +85 °C

Storage temperature -40 to +100 °C

Preset temperatures

Switching output 1* 50 °C contact closed 
(cooling on)

45 °C contact open 
(cooling off)

Switching output 2* 63 °C contact open  
(shutdown)

60 °C contact closed

Level switching outputs

Switching current: 0.5 A max.

Switching voltage 100 V max.

Switching power 10 W max.

Switching function NO or NC (bi-stable)

Contact material Rhodium

Plug M12x1; 4 pin

Smallest difference between 
L1 and L2

30 mm

Smallest switching position 
L1

30 mm from the tank lid

*) �Each temperature switching output can be individually re-programmed or 
adjusted:

�� NO/NC contact
�� On/off switching temperature
�� Hysteresis / window function
�� Time delay and attenuation

Fill level pin assignments

M12x1; 4-pole

PIN Assignment

1 IN

2 OUT S2

3 nc.

4 OUT S1
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SCTSD-L combination switch

Temperature pin assignment

SCTSD-150-0X-0X
(Refer chapter SCTSD)

SCTSD-L-xxxxO-xxFO
SCTSD-L-xxxxx-xxxxx-KIT5

2 switching outputs
M12x1; 4-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

SCTSD-L-xxxxx-xxxxx-17-KIT5

1 switching output, 1 analogue output
M12x1; 4-pole 

PIN Assignment

1 V+

2 Analogue out

3 0 V / GND

4 S1 out

SCTSD-L-xxxxO-xxFO
SCTSD-L-xxxxx-xxxxx-15-KIT5

2 switching outputs, 1 analogue output
M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 Analogue out

Dimensioned drawings
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SCTSD-L combination switch

Order code
Standard version
2 level outputs, temperature display 
2 temperature switching outputs 

Advanced warning & shut-off	 SCTSD-L-xxxFO-xxxFO
Warning = S1 out; falling open (L1)
Cut-out = S2 out; falling open (L2)

Length (L1 / L2 mm)
60 / 90 mm– –––––––––––––––––––––––––––––– 060–––– 090
75 / 105 mm–––––––––––––––––––––––––––––– 075–––– 105
90 / 120 mm–––––––––––––––––––––––––––––– 090–––– 120
95 / 135 mm–––––––––––––––––––––––––––––– 095–––– 135
110 / 150 mm––––––––––––––––––––––––––––– 110–––– 150
125 / 165 mm––––––––––––––––––––––––––––– 125–––– 165
135 / 165 mm––––––––––––––––––––––––––––– 135–––– 165
130 / 180 mm––––––––––––––––––––––––––––– 130–––– 180
145 / 195 mm––––––––––––––––––––––––––––– 145–––– 195
160 / 210 mm––––––––––––––––––––––––––––– 160–––– 210
140 / 220 mm––––––––––––––––––––––––––––– 140–––– 220
165 / 225 mm––––––––––––––––––––––––––––– 165–––– 225
180 / 240 mm––––––––––––––––––––––––––––– 180–––– 240
195 / 255 mm––––––––––––––––––––––––––––– 195–––– 255
210 / 270 mm––––––––––––––––––––––––––––– 210–––– 270
160 / 280 mm––––––––––––––––––––––––––––– 160–––– 280
225 / 285 mm––––––––––––––––––––––––––––– 225–––– 285
240 / 300 mm––––––––––––––––––––––––––––– 240–––– 300
245 / 315 mm––––––––––––––––––––––––––––– 245–––– 315
260 / 330 mm––––––––––––––––––––––––––––– 260–––– 330
275 / 345 mm––––––––––––––––––––––––––––– 275–––– 345
290 / 360 mm––––––––––––––––––––––––––––– 290–––– 360
315 / 385 mm––––––––––––––––––––––––––––– 315–––– 385
340 / 410 mm––––––––––––––––––––––––––––– 340–––– 410
355 / 435 mm––––––––––––––––––––––––––––– 355–––– 435
380 / 460 mm––––––––––––––––––––––––––––– 380–––– 460
420 / 500 mm––––––––––––––––––––––––––––– 420–––– 500
460 / 550 mm––––––––––––––––––––––––––––– 460–––– 550
510 / 600 mm––––––––––––––––––––––––––––– 510–––– 600
560 / 650 mm––––––––––––––––––––––––––––– 560–––– 650
600 / 700 mm––––––––––––––––––––––––––––– 600–––– 700
650 / 750 mm––––––––––––––––––––––––––––– 650–––– 750
700 / 800 mm––––––––––––––––––––––––––––– 700–––– 800
750 / 850 mm––––––––––––––––––––––––––––– 750–––– 850
800 / 900 mm––––––––––––––––––––––––––––– 800–––– 900
850 / 950 mm––––––––––––––––––––––––––––– 850–––– 950

Shutdown min. / max.	 SCTSD-L-xxxRO-xxxFO
Cut-out max = S1 out; rising open (L1)
Cut-out min = S2 out; falling open (L2)

Length (L1 / L2 mm)
30 / 90 mm– –––––––––––––––––––––––––––––– 030–––– 090
50 / 120 mm–––––––––––––––––––––––––––––– 050–––– 120
60 / 135 mm–––––––––––––––––––––––––––––– 060–––– 135
90 / 165 mm–––––––––––––––––––––––––––––– 090–––– 165
40 / 170 mm–––––––––––––––––––––––––––––– 040–––– 170
60 / 250 mm–––––––––––––––––––––––––––––– 060–––– 250
40 / 320 mm–––––––––––––––––––––––––––––– 040–––– 320
60 / 370 mm–––––––––––––––––––––––––––––– 060–––– 370
40 / 400 mm–––––––––––––––––––––––––––––– 040–––– 400

Special version
Note: Kit 5 contains five SCTSD-L combination switches.
Pre-sets on the TemperatureController vary according to the out-
put version.

Combination switch	 SCTSD-L-xxxxx-xxxxx-xx-KIT5
2 level outputs, temperature display 
2 temperature switching outputs 

Length (L1 mm)
min. 30 mm / max. 950 mm– –––––––– xxx

Version
Falling closed – ––––––––––––––––––––––– FC
Falling open –––––––––––––––––––––––––– FO
Rising closed –––––––––––––––––––––––– RC
Rising open –––––––––––––––––––––––––– RO

Length (L2 in mm)
min. 30 mm / max. 950 mm– –––––––––––––– xxx

Version
Falling closed – ––––––––––––––––––––––––––––– FC
Falling open –––––––––––––––––––––––––––––––– FO
Rising closed –––––––––––––––––––––––––––––– RC
Rising open –––––––––––––––––––––––––––––––– RO

Combination switch	 SCTSD-L-xxxxx-xxxxx-1x-KIT5
2 level outputs, temperature display 
1 temperature-analogue output 
(0/4..20 mA)

Length (L1 mm)*
min. 30 mm / max. 950 mm– –––––––– xxx

Version
Falling closing–––––––––––––––––––––––– FC
Falling open–––––––––––––––––––––––––– FO
Rsing closing––––––––––––––––––––––––– RC
Rising open– ––––––––––––––––––––––––– RO

Length (L2 in mm)*
min. 30 mm / max. 950 mm– –––––––––––––– xxx

Version
Falling closing–––––––––––––––––––––––––––––– FC
Falling open–––––––––––––––––––––––––––––––– FO
Rising closing––––––––––––––––––––––––––––––– RC
Rising open– ––––––––––––––––––––––––––––––– RO

Plug-in connection
M12; 4-pole (1 temperature switching output)––––––––– 7
M12; 5-pole (2 temperature switching outputs)–––––––– 5

*Switching output 1 (L1) can be above or below switching output 2 (L2)
L1 and L2 are multiples of 10 mm
Smallest difference between L1 and L2 = 30 mm
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SCLSD LevelController

The LevelController combines the functions of a level 
switch, a level sensor and a level display.

 � Level display (inspection glass)
 � Switching outputs
 � Analogue signal 

The LevelController is ideal for the monitoring tank con-
tents.

Easy to use 
The parameters are set using the keys or over a program-
ming module. 

High functionality 
Each switching output can be adjusted individually:

 � NO/NC contact
 � Upper and lower level switching point
 � Delay times
 � Hysteresis / window function
 � Attenuation

The analogue output is individually adjustable:

 � 0/4 to 20 mA switchable
 � Upper level adjustable
 � Lower level adjustable

Reliable and safe
The position of the fl oat is fi nely (≥ 5 mm) and continu-
ously recorded and shown in the display in mm or inch. 
Through this continuous recording, the danger of individu-
al mechanical contacts "sticking" no longer exists. There-
fore the operational reliability of the monitored plant is in-
creased. Parameters can be password protected to avoid 
unauthorised changes.

Everything at a glance
The display can be read from long distances. Using the se-
lectable percent display the full level is uniformly displayed in-
dependent of the tank shape. An offset can also be entered 
(difference from the sensor to the tank bottom) to give a real-
istic indication of the level from the tank bottom.

Different uses can easily be implemented or corrected at 
a later date using the menu-driven level switching points. 
As the switching point no longer needs to be specifi ed at 
the time of order, the versions of mechanical level switch-
es required is reduced.

Universal
Thanks to these easy switching functions (hysteresis and win-
dow functions, NC or NO functions), intelligent adjustments 
can be set which are normally not possible using a mechan-
ical level switch. Therefore, many switches can be replaced 
with one controller. With the optional analogue output, the lev-
el and temperature can be monitored easily with a controller 
(e.g. for leakage monitoring).

Device features
 � Proven measuring system

 � Level display

 � mm / inch / % display

 � High and low display

 � Analogue output

 � Switching outputs

 � No surge pipe necessary

 � Replacement for several 

mechanical switches

 � Pivoting
             

1  2  3  4
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SCLSD LevelController

Application example: Tank temperature monitoring
Since the conventional specifications for mechanical level 
switches (the mm data from the tank lid) are often used 
during project planning, these data are selected here for a 
practical example.

Facility off

If the tank level falls below 310 mm (measured from the 
tank top / dry run) or climbs above 70 mm (measured from 
the tank top / overflow), switch off should occur. A pro-
tective wire-break mechanism should be considered to im-
prove safety.

Automatic tank filling

If the tank level falls below 240 mm (measured from the 
tank top), the tank should be automatically filled to 110 mm 
(measured from the tank top) with a pump.
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Facility On / Off
Switching output 1
SP1 = 300 mm
rSP1 = 60 mm
Window function /
NO contact

Fill tank
Switching output 2
SP2 = 260 mm
rSP2 = 130 mm
Hysteresis NC 
contact

If the level falls below 130 mm, the contact closes and opens again when 260 mm is exceeded.

The output S1 is closed if the level is between 300 and 60 mm.

Time

SP1 = 300 mm

SP2 = 260 mm

rSP2 = 130 mm

rSP1 = 60 mm

Facility
On

Off

Fill tank 
On

Off

Tank level

Resulting switch value  
for a SCLSD-370 mm

Stop above:  
370 mm - 70 mm = 300 mm
Stop below:   
370 mm - 310 mm = 60 mm
Window function, NO contact

The output S1 is closed,  
if the level is between  
300 and 60 mm.

Load stop:  
370 mm - 110 mm = 260 mm
Load on:  
370 mm - 240 mm = 130 mm
Hysteresis function, NC contact

If the level falls below  
130 mm, the contact closes  
and opens again when  
260 mm is exceeded.

SensoControl

UNIT

III

mm/inch
%

SCLSD-
370

High

40

MAX

MIN

330

Low

Display

in mm

without 

offset
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Device features

SensoControl

UNIT

III

mm/inch
%

Everything at a glance

 � Sloped display
 � Digital display

 � Large
 � Illuminated

 � Display 
 � mm, inch, or %
 � Actual level
 � High and low display
 � Switching points

Rugged

 � Metal housing 
 � Waterproof
 � Excellent interference immunity
 � Vibration proof
 � Shock proof

Variable installation

 � Compact size
 � 290° pivotable
 � G3/4 BSPP
 � Flange for DIN

Programming module

 � Adjustable with
ControllerWIN Software

Optical interface

 � Switch status is shown

Easy to use

 � 3 large buttons
 � Display of the unit

Connect as required

 � 2 switching outputs
 � Analogue output 
 � 0 to 20 or 4 to 20 mA 
 � Freely programmable
 � Scalable
 � M12 connecting plugs  

No surge pipe necessary 

 � Electronic attenuation 
adjustable attenuation

Proven measuring system

 � High fl oat dynamics
 � Small design
 � Universal usage

SCLSD LevelController
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Technical data

Input parameters

Measuring component Resistance reed chain with float

Connector thread G3/4 BSPP; nickel-plated brass; 
ED soft seal NBR*

Parts in contact with 
substances

Brass; nickel-plated brass; NBR*

Temperature range of 
substance

-20 to +85 °C

Compatibility with media 
(substances)

Water; lubricating oil; hydraulic 
oil;  
acids; alkalis

Output values

Switching point accuracy ± 1 % FS at 25 °C

Display accuracy ± 1 % FS ± 1 Digit at 25 °C

Response speed ≤ 700 ms

Resolution 7.5 mm

Float

Material NBR

Dimensions Ø 18 mm, Length 35 mm

Level rod

Material Brass

Dimensions Ø 8 mm

Operating pressure 1 bar

Electrical connection

Supply voltage V+ 15 to 30 VDC nominal 
24 VDC; Protection class 3

Electrical connection M12x1; 4-pole; 5-pole;  
with gold-plated contacts

Short-circuit protection Yes

Protection against wrong 
insertion

Yes

Overload protection Yes

Current consumption < 100 mA

Housing

Adjustable direction to 290°C

Material Die-cast zinc Z 410; painted

Foil material Polyester

Display 4-digit 7-segment LED;  
red; digit height 9 mm

Protection degree IP67 DIN EN 60529 

Ambient conditions

Ambient temperature 
range

-20 to +85 °C

Storage temperature 
range

-40 to +100 °C

EM compatibility

Disturbance emissions EN 61000-6-3

Resistance to interference EN 61000-6-2 

Outputs

Switching outputs Two MOSFET high-side switches 
(PNP)

Contact functions NO / NC contact;  
window / hysteresis  
function freely adjustable

Switching voltage V+ -1.5 VDC

Switching current max. 0.5 A per switch

Short-circuit current 2.4 A per switch

Analogue output 0/4 to 20 mA; programmable;  
freely scalable 
RL ≤ (power supply- 8 V)/ 
         20 mA (≤ 500 Ω)

* different sealing material (FKM, EPDM etc.) upon request

SCLSD LevelController
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Display possibilities

Example of a percent display

SensoControl

UNIT

III

mm/inch
% UNIT

=
=

=

S
E

T1

SC
LS

D
-X

XX

S
E

T0

Example of a mm display

SensoControl

UNIT

III

mm/inch
%

SCLSD-
250

SCLSD-
250

250 mm

17
0 

m
m

370 mm

29
0 

m
m

40 mm

40 mm

520 mm

44
0 

m
m

SCLSD-
370

SCLSD-
520

SCLSD-
250

SCLSD-
370

SCLSD-
370

SCLSD-
520

SCLSD-
520

High HighHigh HighHigh High

40 4040 4040 40

MAX

MIN

210 410330 530480 680

Low

Offset
= 200 mm

LowLow LowLow Low

Display  
in mm  

without offset

M
ea

su
re

m
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t d
is
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ay

Low 
range

Display  
in mm with  

offset of 200mm

Length of 
sensor

High 
range

Active 
range

Pin assignment

SCLSD-xxx-00-07

2 switching outputs; M12x1; 4-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

SCLSD-xxx-10-07

1 switching output, 1 analogue output, M12x1; 4-pole

PIN Assignment

1 V+

2 Analogue out

3 0 V / GND

4 S1 out

L1  
Sensor length 
Measurement range

L2  
active range

Display  
resolution  
Increment size

Incre-
ment 
size

Lowest reset  
switch point 
RSP

Largest switch-
ing value 
SP

Smallest adjustable 
difference between  
SP and RSP (SP-RSP)

250 mm 40 to 210 mm 1 mm 5 mm 40 mm 210 mm 5 mm

370 mm 40 to 330 mm 1 mm 5 mm 40 mm 330 mm 5 mm

520 mm 40 to 480 mm 1 mm 5 mm 40 mm 480 mm 5 mm

800 mm 40 to 760 mm 1 mm 10 mm 40 mm 760 mm 10 mm

1000 mm 40 to 960 mm 1 mm 10 mm 40 mm 960 mm 10 mm
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SCLSD LevelController

Dimensioned drawings

SensoControl

UNIT

III

13
.5

91
.5

ED-
Sealing

SW32
hex.32

L1

39.5

G3/4

ø32

ø8

mm/inch
%

SensoControl

UNIT

III

<4
0

L2 L1

mm/inch
%

L1 = length of the sensor (mm)
L2 = active range (mm)

Order code
SCLSD LevelController
2 switching outputs; no analogue output	 SCLSD-xxx-00-07 
M12x1 connecting plug; 4-pole

1 switching output; with analogue output	 SCLSD-xxx-10-07 
M12x1 connecting plug; 4-pole

2 switching outputs; with analogue output	SCLSD-xxx-10-05 
M12x1 connecting plug; 5-pole

Length (Installation length L1 mm)
250 mm––––––––––––––––––––––––––––––––––––––– 250
370 mm––––––––––––––––––––––––––––––––––––––– 370
520 mm––––––––––––––––––––––––––––––––––––––– 520
800 mm––––––––––––––––––––––––––––––––––––––– 800
1000 mm––––––––––––––––––––––––––––––––––––– 1000

Accessories
PC Programming Kit	 SCSD-PRG-KIT
Flange adapter� SCAF-3/4-90 
6-hole connection DIN 24557, part 2

Connection cable and single plug
Connection cable, assembled	 SCK-400-xx-xx  
(open cable end)	

Cable length (m)
	 2 m –––––––––––––––––––––––––––––––––––––––––––– 02
	 5 m –––––––––––––––––––––––––––––––––––––––––––– 05
	 10 m –––––––––––––––––––––––––––––––––––––––––––– 10

Plug
M12 cable jack; straight–––––––––––––––––––––––––––––––– 45
M12 cable jack; 90° angled––––––––––––––––––––––––––––– 55

Single connector	
M12 cable jack; straight	 SCK-145
M12 cable jack; 90° angled 	 SCK-155

SCLSD-xxx-10-05

2 switching outputs, 1 analogue output
M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 Analogue out
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SCLTSD LevelTempController

With the LevelTempController,you can set up and dis-
play the temperature and the level individually using a 
common platform. When monitoring the tank, this integra-
tion of level and temperature functionality opens up many 
possibilities.

The LevelTempController combines the functions of 
a level and temperature switch, a level and temperature 
sensor and a level and temperature indicator:

 � Level and temperature display 
(thermometer / inspection glass)

 � Switching outputs
 � Analogue signal 

Level
The position of the fl oat is fi nely (≥ 5 mm) and continuously 
recorded and shown in the display in mm or inch. Because 
the level is continuously recorded, the danger of individual 
mechanical contacts "sticking" no longer exists.  Therefore 
the operational reliability of the monitored plant is greatly 
increased.

Using the selectable percent display, the full level is uni-
formly displayed for the users, independent of the tank 
shape. An offset can also be entered (difference from the 
sensor to the tank bottom) to give a realistic indication of 
the level from the tank bottom.

Different uses can easily be implemented or corrected at 
a later date using the menu-driven level switching points.

As the switching point no longer needs to be specifi ed at 
the time of order, the versions of mechanical level switches 
required is reduced.

Temperature
The temperature in the substance is continuously recorded 
and displayed. The switching outputs can be individually 
set up just like the LevelController. Naturally all the conveni-
ent switching functions are available: window, hysteresis 
function and open / close as well as an analogue output 
for temperature. 

Reliable and safe
Parameters can be password protected to avoid unau-
thorised changes.

Universal
Thanks to these easy switching functions (hysteresis and 
window functions, NC or NO functions), intelligent adjust-
ments can be set on the LevelTempController which are 
normally not possible using a mechanical level switch. 
Therefore, many switches can be replaced with one con-
troller. With the optional analogue outputs,  the level and 
temperature can be monitored easily with a controller.

Level: e.g. for leakage monitoring 

Temperature: e.g. coolers, heating, alarm, shutdown

Device features
 � Proven measuring system

 � Pivoting

 � Level display

 � mm / inch / % display

 � High and low display

 � Analogue output

 � Switching outputs

 � Only one hole

 � No surge pipe necessary

 � Replacement for several 
mechanical switches

1  2  3  4 1  2  3  4
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SCLTSD LevelTempController

Application examples

SCLSD

Application example 
Refer to page 79

SCTSD

Application example
Refer to page 63
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Facility On/Off
Switching output 1
SP1 = 300 mm
rSP1 = 60 mm
Window function/
NO contact

Fill tank
Switching output 2
SP2 = 260 mm
rSP2 = 130 mm
Hysteresis NC contact

If the level falls below 130 mm, the contact closes and opens again when 260 mm is exceeded.

The output S1 is closed if the level is between 300 and 60 mm.

Tank level

Time

SP1 = 300 mm

SP2 = 260 mm

rSP2 = 130 mm

rSP1 = 60 mm

Facility

On

Off

Fill tank 

On

Off

If the temperature exceeds 50 °C, the contact S2 closes and only resets at 40°C.

The output S1 is closed if the temperature is between 60 °C and 10 °C.

Tank temperature

Time

SP1 = 60 °C

SP2 = 50 °C

rSP2 = 40 °C

rSP1 = 10 °C

Facility

On

Off

Cooling 

On

Off

Facility On/Off
Switching output 1
SP1 = 60 °C/
rSP2 = 10 °C
Window function, NO 
contact

Cooling
Switching output 2
SP2 = 50 °C/
rSP2 = 40 °C
Hysteresis/NO contacts

Te
m

pe
ra

tu
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in
 °

C
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Device features

SensoControlSensoControl

UNITUNIT

IIII II

°C/°Fmm/inch
%

Everything at a glance

 � Sloped display
 � Digital display

 � Large
 � Illuminated
 � Switching points

 � Display level
 � mm, inch, or %
 � Actual level
 � High and low display

 � Temperature display
 � °C, °F
 � Current temperature

Rugged

 � Metal housing
 � Waterproof
 � Excellent interference immunity
 � Vibration proof
 � Shock proof

Variable installation

 � A coupling hole
 � Compact size
 � 290° pivotable
 � G3/4 BSPP
 � DIN fl ange

Programming module

 � Adjustable with
ControllerWIN Software

Optical interface

 � Switch status is shown

Easy to use

 � 3 large buttons
 � Display of the unit

Connect as required

 � 2 switching outputs
 � Analogue output 
 � 0 to 20 or 4 to 20 mA
 � Freely programmable
 � Scalable
 � M12 connecting plugs  

Twin concept

 � 2 in 1 

No surge pipe necessary 

 � Electronic attenuation 
adjustable attenuation

Level

 � Proven measuring system
 � High fl oat dynamics
 � Small design
 � Universal usage

Temperature sensor

 � Integrated in the rod end

SCLTSD LevelTempController
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SCLTSD LevelTempController

Technical data

Electrical connection

Supply voltage V+ 15 to 30 VDC nominal 
24 VDC; Protection class 3

Electrical connection M12x1; 4-pole; 5-pole;  
with gold-plated contacts

Short-circuit protection Yes

Protection against wrong 
insertion

Yes

Overload protection Yes

Current consumption < 100 mA

Housing

Adjustable direction to 290°C

Material Die-cast zinc Z 410; painted

Foil material Polyester

Display 4-digit 7-segment LED;  
red; digit height 9 mm

Protection degree IP67 DIN EN 60529

Ambient conditions

Ambient temperature 
range

-20 to +85 °C

Storage temperature 
range

-40 to +100 °C

EM compatibility

Disturbance emissions EN 61000-6-3

Resistance to interference EN 61000-6-2 

Outputs

Switching outputs Two MOSFET high-side switches 
(PNP)

Contact functions NO / NC contact;  
window / hysteresis  
function freely adjustable

Switching voltage V+ -1.5 VDC

Switching current max. 0.5 A per switch

Short-circuit current 2.4 A per switch

Analogue output 0/4 to 20 mA; programmable;  
freely scalable 
RL ≤ (V+ - 8 V)/ 
         20 mA (≤ 500 Ω)

Level
Input parameters

Measuring component Resistance reed chain with float

Connector thread G3/4 BSPP; nickel-plated brass; 
ED soft seal NBR*

Parts in contact with 
substances

Brass; nickel-plated brass; NBR*

Temperature range of 
substance

-20 to +85 °C

Compatibility with media 
(substances)

Water; lubricating oil; hydraulic 
oil; acids; alkalis

Output values

Switching point accuracy ± 1 % FS at 25 °C

Display accuracy ± 1 % FS ± 1 Digit at 25 °C

Response speed ≤ 700 ms

Resolution 7.5 mm

Float

Material NBR

Dimensions Ø 18 mm, Length 35 mm

Level rod

Material Brass

Dimensions Ø 8 mm

Operating pressure 1 bar

Temperature
Output values

Switching point accuracy ± 0.35 % FS at 25 °C

Display accuracy ± 0.35 % FS ± 1 Digit at 25 °C

Response speed ≤ 300 ms

Analogue output 0/4 to 20 mA; programmable; 
freely scalable;  
4 to 20 mA = -40 to 125 °C

* different sealing material (FKM, EPDM etc.) upon request
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SCLTSD LevelTempController

Display possibilities

Example of a percent display

UNIT
=
=

=
S

E
T1

S
E

T0

SensoControlSensoControl

UNITUNIT

IIII II

°C/°Fmm/inch
%

Example of a mm display

250
SCLTSD-

250

250 mm

17
0 

m
m

370 mm

29
0 

m
m

40 mm

40 mm

520 mm

44
0 

m
m

370 520 250370 370520 520

High HighHigh HighHigh High

40 4040 4040 40

MAX

MIN

210 410330 530480 680

Low

Offset
= 200 mm

LowLow LowLow Low

SCLTSD- SCLTSD-

SensoControlSensoControl

UNITUNIT

IIII II

°C/°Fmm/inch
%

Display
in mm

Without offset

Low 
range

Display
in mm

With 200 mm offset

Length of 

sensor
High level

Active 
range

Pin assignment

SCLTSD-xxx-00-07 for temperature and level

2 switching outputs; M12x1; 4-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

SCLTSD-xxx-10-07 for temperature and level

1 switching output, 1 analogue output, M12x1; 4-pole

PIN Assignment

1 V+

2 Analogue out

3 0 V / GND

4 S1 out

L1  
Sensor length 
Measurement range

L2  
active range

Display reso-
lution  
Increment size

Increment 
size

Lowest reset  
switch point 
RSP

Largest switch-
ing value  
SP

Smallest adjustable 
difference between  
SP and RSP (SP-RSP)

250 mm 40 to 210 mm 1 mm 5 mm 40 mm 210 mm 5 mm

370 mm 40 to 330 mm 1 mm 5 mm 40 mm 330 mm 5 mm

520 mm 40 to 480 mm 1 mm 5 mm 40 mm 480 mm 5 mm

800 mm 40 to 760 mm 1 mm 10 mm 40 mm 760 mm 10 mm

1000 mm 40 to 960 mm 1 mm 10 mm 40 mm 960 mm 10 mm
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SCLTSD LevelTempController

Dimensioned drawings

ø8

SensoControlSensoControl

UNITUNIT

IIII II

°C/°Fmm/inch
%

79.2

10
9.

5
L1

13
.5

G3/4

L1 = length of the sensor (mm)
L2 = active range (mm)

Order code
SCLTSD LevelTempController
2 switching outputs; no analogue output	 SCLTSD-xxx-00-07 
M12x1 connecting plug; 4-pole

1 switching output; with analogue output	 SCLTSD-xxx-10-07 
M12x1 connecting plug; 4-pole

2 switching output; with analogue output	 SCLTSD-xxx-10-05 
M12x1 connecting plug; 5-pole

Installation length (L1 mm)
250 mm–––––––––––––––––––––––––––––––––––––––––250
370 mm–––––––––––––––––––––––––––––––––––––––––370
520 mm–––––––––––––––––––––––––––––––––––––––––520
800 mm–––––––––––––––––––––––––––––––––––––––––800
1000 mm–––––––––––––––––––––––––––––––––––––––1000

Accessories
PC Programming Kit	 SCSD-PRG-KIT
Flange adapter� SCAF-3/4-90 
6-hole connection DIN 24557, part 2

Connection cable and single plug
Connection cable, assembled	 SCK-400-xx-xx  
(open cable end)	

Cable length (m)
	 2 m –––––––––––––––––––––––––––––––––––––––––––– 02
	 5 m –––––––––––––––––––––––––––––––––––––––––––– 05
	 10 m –––––––––––––––––––––––––––––––––––––––––––– 10

Plug
M12 cable jack; straight–––––––––––––––––––––––––––––––– 45
M12 cable jack; 90° angled––––––––––––––––––––––––––––– 55

Single connector	
M12 cable jack; straight	 SCK-145
M12 cable jack; 90° angled 	 SCK-155

SCLTSD-xxx-10-05 for temperature and level

2 switching outputs, 1 analogue output; M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 Analogue out



Catalogue 4083-3/UK90

T
he

 C
o

nt
ro

lle
r 

Fa
m

ily

SCOTC OilTankController

In addition to the LevelTempController, the OilTankCon-
troller also offers standardised connections for an air fi lter 
and a fi ll coupling.

When monitoring the tank for series use, this integration 
of level and temperature functionality together with air fi lter 
and fi ll adapter port opens up many possibilities. An ad-
ditional connecting hole is required for the four functions. 

The OilTankController combines the functions of a 
level and temperature switch, a level and temperature 
sensor and a level and temperature display:

 � Level and temperature display 
(thermometer / inspection glass)

 � Switching outputs
 � Analogue signal 

Level
The position of the fl oat is fi nely (≥ 5 mm) and continuously 
recorded and shown in the display in mm or inch. Because 
the level is continuously recorded, the danger of individual 
mechanical contacts "sticking" no longer exists. Therefore 
the operational reliability of the monitored plant is greatly 
increased. 

Using the selectable percent display, the full level is uni-
formly displayed for the users, independent of the tank 
shape. An offset can also be entered (difference from the 
sensor to the tank bottom) to give a realistic indication of 
the level from the tank bottom.

Different uses can easily be implemented or corrected at 
a later date using the menu-driven level switching points. 

As the switching point no longer needs to be specifi ed at 
the time of order, the versions of mechanical level switches 
required is reduced.

Temperature
The temperature in the substance is continuously recorded 
and displayed. The switching outputs can be individually 
set up just like the LevelController. Naturally all the conveni-
ent switching functions are available: window, hysteresis 
function and open/close as well as an analogue output for 
temperature. 

Reliable and safe
Parameters can be password protected to avoid unau-
thorised changes.

Universal
In combination with the comfortable switch functions 
like hysteresis and window function, open/close contact 
functions LevelTempController intelligent settings can 
be made which are not possible with a mechanical level/
temperature switch. Therefore, many switches can be re-
placed with one controller. With the optional analogue out-
puts, the level and temperature can be monitored easily 
with a controller.

Level: e.g. for leakage monitoring 

Temperature: e.g. coolers, heating, alarm, shutdown

Device features
 � Proven measuring system

 � Level and temperature display

 � mm / inch / % display

 � High and low display

 � Only one hole

 � Continuous level measurement

 � Connection 

 � Filling coupling

 � Air fi lter

 � Low pressure

 � No surge pipe necessary

1  2  3  4 1  2  3  4



91 Catalogue 4083-3/UK

T
he

 C
o

nt
ro

lle
r 

Fa
m

ily

SCOTC OilTankController

Application examples

SCLSD

Application example 
Refer to page 79

SCTSD

Application example
Refer to page 63
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Facility On/Off
Switching output 1
SP1 = 300 mm
rSP1 = 60 mm
Window function/
NO contact

Fill tank
Switching output 2
SP2 = 260 mm
rSP2 = 130 mm
Hysteresis NC contact

If the level falls below 130 mm, the contact closes and opens again when 260 mm is exceeded.

The output S1 is closed if the level is between 300 and 60 mm.

Tank level

Time

SP1 = 300 mm

SP2 = 260 mm

rSP2 = 130 mm

rSP1 = 60 mm

Facility

On

Off

Fill tank 

On

Off

If the temperature exceeds 50 °C, the contact S2 closes and only resets at 40°C.

The output S1 is closed if the temperature is between 60 °C and 10 °C.

Tank temperature

Time

SP1 = 60°C

SP2 = 50°C

rSP2 = 40°C

rSP1 = 10°C

Facility

On

Off

Cooling 

On

Off

Facility On / Off
Switching output 1
SP1 = 60 °C/
rSP2 = 10 °C
Window function, NO 
contact

Cooling
Switching output 2
SP2 = 50 °C/
rSP2 = 40 °C
Hysteresis/NO contact

Te
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Device features

Getting to the point

 � Compact construction (4 in 1)
 � Easy adjustment of the 

switching points using the menu 
 � Analogue output
 � Safety control
 � Cost savings in the logistics, 

assembly and maintenance

Level and temperature

 � Display
 � Adjustable switching output
 � Analogue output

The extended version 
with safety control 

 � Additional fi xed switching contacts
 � Level min/max
 � Temperature too high

Real fi ll level

 � The level controller continuously 
measures the position of the fl oat 
and continuously shows the position 
in the display.

 � Up to 1000 mm

No surge pipe necessary 

 � Electronic attenuation 
adjustable attenuation

Temperature sensor

 � Integrated in the rod end

6-hole standard for

 � Ventilation fi lter*
(DIN 24557, part 2)

G3/4 BSPP for

 � Filling coupling*

G1/8 BSPP for

 � Low pressure switch*
 � Clogging indicator*

6-hole standard for

 � Tank connection
(DIN 24557, part 2)

Filling tube

No whirl-up

 � Whirl-up protection

Programming module

 � Adjustable with
ControllerWIN Software

SCOTC OilTankController

*  Venting fi lter, fi lling coupling, low pressure switch and 
clogging indicator are not included in the delivery.
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Technical data

SCOTC 250 370 520 800 1000

Tank installation length 250 mm 370 mm 520 mm 800 mm 1000 mm

Adjustment range 40 to 210 mm 40 to 330 mm 40 to 480 mm 40 to 760 mm 40 to 960 mm

Electrical connection

Supply voltage V+ 15 to 30 VDC nominal 
24 VDC; Protection class 3

Electrical connection M12x1; 4-pole; 5-pole;  
with gold-plated contacts

Short-circuit protection Yes

Protection against wrong 
insertion

Yes

Overload protection Yes

Current consumption < 100 mA

Housing

Material Die-cast zinc Z 410; painted 
Aluminium

Foil material Polyester

Display 4-digit 7-segment LED;  
red; digit height 9 mm

Protection degree IP67 DIN EN 60529 

Ambient conditions

Ambient temperature 
range

-20 to +80 °C

Storage temperature 
range

-40 to +100 °C

Sampling period 300 ms

Display refresh 1 s

EM compatibility

Disturbance emissions EN 61000-6-3

Resistance to interference EN 61000-6-2

Outputs

Switching outputs Two MOSFET high-side switches 
(PNP)

Contact functions NO / NC contact;  
window / hysteresis  
function freely adjustable

Switching voltage V+ -1.5 VDC

Switching current max. 0.5 A per switch

Short-circuit current 2.4 A per switch

Optional analogue output

Measuring range 0/4 to 20 mA; programmable

Response speed 
(0 to 95%)

≤ 300 ms

Error ± 1 % FS

Load ≤ 500 Ω from Vb > 18 VDC

Level

Input variables

Measuring component Reed chain resistance

Connector thread 6 hole standard-  
DIN 24557, part 2

Output variables

Switching point accuracy ± 1 % FS at 25 °C

Display accuracy ± 1 % FS ± 1 Digit at 25 °C

Response speed ≤ 700 ms

Resolution 5 mm to 520 mm;  
10 mm > 520 mm

Float

Material Polypropylene

Dimensions Ø 35 mm, Length 40 mm

Level rod

Material Brass

Dimensions Ø 12 mm 

Operating pressure 1 bar max.

Optional Lo-Hi contact (S3 out)

Alarm contact In series switched Lo and Hi NC 
contact

Maximum load current 0.7 A

Temperature

Input variables

Sensor element PT1000

Filling tube Ø 18x1 mm

Response time τ0.9 = 60 s

Output variables

Switching point accuracy ± 0.5 % FS at 25 °C

Display accuracy ± 0.5 % FS ± 1 Digit at 25 °C

Response speed ≤ 300 ms

Analogue output 0/4 to 20 mA; programmable; 
freely scalable;  
4 to 20 mA = -40 to 125 °C

Optional temperature switch (S3 out)

Alarm contact with  
> 65 °C

Open contact

Maximum charging cur-
rent

0.7 A

SCOTC OilTankController
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Pin assignment

Without safety-control-output

SCOTC-xxxx-00-07  
for temperature and level

2 switching outputs
M12x1; 4-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

SCOTC-xxxx-10-07  
for temperature and level

2 switching outputs, 1 analogue output
M12x1; 5-pole

PIN Assignment

1 V+

2 Analogue out

3 0 V / GND

4 S1 out

SCOTC-xxxx-10-05  
for temperature and level

2 switching outputs, 1 analogue output 
M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 Analogue out

With safety-control-output

SCOTC-xxxx-00-05
Level:

Two variable switching outputs, 
One fixed safety-control-output level min/max;
M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 S3 out  
(L-Low / L-High)

SCOTC-xxxx-00-05
Temperature:

Two variable switching outputs, 
One fixed safety-control-output temperature max. 65 °C
M12x1; 5-pole

PIN Assignment

1 V+

2 S2 out

3 0 V / GND

4 S1 out

5 S3 out  
(T-High)

L1  
Sensor length 
Measurement range 

L2  
active 
range

Display resolu-
tion increment 
size

Increment 
size

Lowest reset  
switch point 
RSP

Largest switch-
ing value  
SP

Smallest adjustable 
difference between  
SP and RSP (SP-RSP)

250 mm 170 mm 1 mm 5 mm 40 210 5 mm

370 mm 290 mm 1 mm 5 mm 40 330 5 mm

520 mm 440 mm 1 mm 5 mm 40 480 5 mm

800 mm 720 mm 1 mm 10 mm 40 760 10 mm

1000 mm 920 mm 1 mm 10 mm 40 960 10 mm
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SCOTC OilTankController

Dimensioned drawings

SensoControl

L1
95

110 90

73
G

1/
8

G
3/4

M5

M5

L2
40

L1 = length of the sensor (mm)
L2 = active range (mm)

Order code
SCOTC OilTankController *
2 switching outputs; no analogue output	 SCOTC-xxxx-00-07 
M12x1 connecting plug; 4-pole

2 switching outputs; with analogue output	 SCOTC-xxxx-10-07 
M12x1 connecting plug; 4-pole

1 switching output; with analogue output	 SCOTC-xxxx-10-05 
M12x1 connecting plug; 5-pole

3 switching outputs; no analogue output	 SCOTC-xxxx-00-05 
M12x1 connecting plug; 5-pole
with safety control

Length (Installation length L1 mm)
250 mm–––––––––––––––––––––––––––––––––––––––– 250
370 mm–––––––––––––––––––––––––––––––––––––––– 370
520 mm–––––––––––––––––––––––––––––––––––––––– 520
800 mm–––––––––––––––––––––––––––––––––––––––– 800
1000 mm–––––––––––––––––––––––––––––––––––––––1000

Accessories
PC Programming Kit	 SCSD-PRG-KIT

Connection cable and single plug
Connection cable, assembled	 SCK-400-xx-xx  
(open cable end)	

Cable length (m)
	 2 m –––––––––––––––––––––––––––––––––––––––––––– 02
	 5 m –––––––––––––––––––––––––––––––––––––––––––– 05
	 10 m –––––––––––––––––––––––––––––––––––––––––––– 10

Plug
M12 cable jack; straight–––––––––––––––––––––––––––––––– 45
M12 cable jack; 90° angled––––––––––––––––––––––––––––– 55

Single connector	
M12 cable jack; straight	 SCK-145
M12 cable jack; 90° angled 	 SCK-155

*	� Venting filter, filling coupling, low pressure switch and clogging indicator are not 
included in the delivery.
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