Valves

Visual index Non return valves

RHD /p. P13

EO 24° cone end / EO 24° cone end

RHV-R-ED / p. P14

[T

EO 24° cone end /
Male BSPP thread — ED-seal (ISO 1179)

RHZ-R-ED/ p. P15

mieslilsim!
s

Male BSPP thread — ED-seal (ISO 1179)/
EO 24° cone end

RHV-M-ED / p. P16

EO 24° cone end /
Male metric thread — ED-seal (ISO 9974)

RHZ-M-ED / p. P17

m@;ﬂ in

Male metric thread — ED-seal (ISO 9974) /
EO 24° cone end

RHDI /p. P18

e ZH
N
Female BSPP thread (1ISO 1179-1) /
Female BSPP thread (ISO 1179-1)

RVP /p. P19

Non return valve cartridge

I-TL/ p. P20

Internal parts of non return valve
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Valves

Visual index Non return valves with O-Lok® connections

RHDMLOS / p. P22

J—

aifj|ae

O-Lok® ORFS end / O-Lok® ORFS end

RHV42EDMLOS / p. P23

(HC

s e

Male BSPP thread — ED-seal (ISO 1179)/
O-Lok® ORFS end

RHZ42EDMLOS / p. P24

Himilisslin

4

L

O-Lok® ORFS end /
Male BSPP thread — ED-seal (ISO 1179)

RHV50MLOS / p. P25

N

Male UN/UNF thread- O-ring (ISO 11926) /
O-Lok® ORFS end

RHZ50MLOS / p. P26

2]

O-Lok® ORFS end /
Male UN/UNF thread- O-ring (ISO 11926)

RHV82EDMLOS / p. P27

AT

N

gn__l
Male metric thread — ED-seal (ISO 9974) /
O-Lok® ORFS end

RHZ82EDMLOS / p. P28

Rislislin
: <

O-Lok® ORFS end /
Male metric thread — ED-seal (ISO 9974)

P3
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Valves

Visual index Non return valves with Triple-Lok® connections

RHDMTXS / p. P29

Triple-Lok® 37° flare end /
Triple-Lok® 37° flare end

RHV42EDMXS / p. P30

[CHHI
s U

Male BSPP thread — ED-seal (ISO 1179)/
Triple-Lok® 37° flare end

RHZ42EDMXS / p. P31

——
Triple-Lok® 37° flare end /
Male BSPP thread — ED-seal (ISO 1179)

RHV50MXS / p. P32

Male UN/UNF thread — O-ring (ISO 11926) /
Triple-Lok® 37° flare end

RHZ50MXS / p. P33

—

Triple-Lok® 37° flare end /
Male UN/UNF thread — O-ring (ISO 11226)

RHV82EDMXS / p. P34

CHIT
I

Male metric thread — ED-seal (ISO 9974) /
Triple-Lok® 37° flare end

RHZ82EDMXS / p. P35

14

Triple-Lok® 37° flare end /
Male metric thread — ED-seal (ISO 9974)
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IW‘EEIIII‘I Valves

Visual index 2/2-way ball valves Series KH

KH (S) KH (71)
p. P36 p. P37
T
ﬂ%@§§®s\5
EO 24° cone end/ EO 24° cone end EO 24° cone end / EO 24° cone end
KH-BSPP (S) KH-BSPP (71)
p. P38 p. P39
Female BSPP thread (1ISO 1179-1) / Female BSPP thread (1ISO 1179-1) /
Female BSPP thread (ISO 1179-1) Female BSPP thread (ISO 1179-1)
KH-NPT (S) KH-NPT (71)
p. P40 p. P41
Fawi R'R
Female NPT thread (SAE 476) / Female NPT thread (SAE 476) /
Female NPT thread (SAE 476) Female NPT thread (SAE 476)

Visual index 3/2-way ball valves

KH 3/2 (S)

o

EO 24° cone end / EO 24° cone end / EO 24° cone end

KH 3/2-BSPP(S)
p. P43

i
i =BIETR

SN CNNSRY

KH
p. P44

Locking Devices for 2/2 Way and Multiway ball valves
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Valves

Visual index SAE ball valves/Ball valves for block structure

KH-B2V-S
p. P46

KH-B1V-8

D Q p. P45
1 fes

Ball valve with SAE Flange connection
KH-B3V-S KH-A-S
p. P47
Ball valve with SAE Flange connection Ball valve with SAE Flange connection
KH-A-S-71 KH-B4V-S
p. P49 =D ﬁ.’ p. P50
Id:____‘l;//,o;_:'_'_——--“ I.I
Pt )
[ I L‘
| )
Ball valve with SAE Flange adapter connection Ball valve with SAE Flange connection ISO 6162 (1/2)
KHB5V-S KHBLOCK
= & p. P51 p. P52
=

2/2-way ball valve for block structure

Ball valve with Flange connection DIN EN 1092-1

P6 Catalogue 4100-10/UK



Valves

Visual index shut off valves and Line Rupture Valves “LRV”

LD
p. P54

wv
p. P56

EO 24° cone end / EO 24° cone end / EO 24° cone end

ELA/ELAE
p. P57/P58

Air-bleed valves

m P7 Catalogue 4100-10/UK



Valves

Range of non return valves, alter-
nating valves and hand-operated
shut off valves

Non-return valves with nominal pressure
ratings up to PN 420 bar:

— with tube connection both ends: RHD
— with tube connection
to male stud: RHV/RHZ
— with female thread both ends: RHDI
— valve cartridges: RvP
— valve internal parts: I-TL

— leakage rate hydraulic testing under test pressure:
1 drop per minute

Alternating valves:

— for nominal pressure ratings
up to PN 160 WV

— leakage rate hydraulic testing under test pressure:
20 drops per minute

Shut-off valves:

— for high pressure ratings

up to PN 630 bar VDHA

Design:

1. For materials, permissible working pressures, temper-
atures, flow medium torques for male studs etc. see
relevant pages of the catalogue.

2. Tube connection ends must be assembled according
to the Parker EO/EQ-2 assembly instructions.

3. The valve bodies must be held rigidly during assembly
of the tube connection ends.

4, Test pressures for non return valves:

PN in conformance with O.D. information see chapter C.

5. Pressure drop values please see p. C12 and diagrams.

Caution!

Please note the admissible pressure ratings for the EO-
tube ends.

Range of quarter turn ball valves

Quarter turn Hand-operated ball valves:

— for high pressure ratings
up to PN 500 bar KH

— leakage rate hydraulic testing under test pressure:
0 drops per minute

The pressure specification PN for hand-operated shut-off
valves and quarter turn ball valves applies to the design
factor 1,5 (according DIN 3230 T5 and ISO 5208).

Steel

Materials:

Body made of steel, Cr(Vl)-free galvanized or bronzed
(coating DIN 50938-FE//A/T4), ball of hard chrome plated
carbon steel, stem of zinc plated steel.

Seals:
Ball seat of POM (e. g. Delrin), stem seal of NBR (e. g.
Perbunan).

Applications:

Suitable for petroleum-based hydraulic fluid, lubricants
and fuel oil up to 500 bar.

For applications with air suitable up to 100 bar.

Temperature range:
-10 up to +100 °C.

Stainless Steel

Materials:
Body made of stainless steel, ball of stainless steel, stem
and connectors of stainless steel.

Seals:
Ball seat of POM (e. g. Delrin), stem seal of NBR (e. g. Per-
bunan), DOZ from function nut FKM (e. g. FKM).

Applications:

Suitable for petroleum-based hydraulic fluid, lubricants
and fuel oil.

For applications with air suitable up to 100 bar.

Temperature range:
-30 up to +100 °C.

Perbunan = registered trademark of Bayer

Notes:

used, indicate type of water or additives, if any.

To assess the suitability of valves for specific applications, please advise us of the exact specification of the medium
to be used, max. working pressure incl. pressure peaks, temperature and frequency of valve operations. If water is

Catalogue 4100-10/UK



Valves

RHD/V/Z non return valve

DN

1/ 2 3 A 5 16 1/ 2 3 L \7T\516
Design with sealing edge: Design with O-ring (item. 7):
Size 06L and 08L / 06S and 08S Sizes 10L, 12L, 15L, 18L, 22L, 28L, 35L and 42L
and all sizes in stainless steel with a PTFDE sealing disc. as well as 10S, 12S, 14S, 16S, 20S, 25S, 30S and 38S with a

sealing disc out of NBR (steel) or FKM (stainless steel).

poppet

sealing disc
cover disc
spring

passage disc
Eolastic-sealing
O-ring

‘ ’ | ’ 8 DN = Nominal diameter (mm)

Noakr N

RHD RHV RHZ

Characteristics: ® Brass-valves (CuZn35Ni2 2.0540) with internals (1.4571)
available on request.

Poppet check valve with a 90° valve seat with an elasto- (Up to 3 bar cracking pressure)

mere sealing disc. Poppet stop for controlled valve open-
ing. Damped opening action to minimize shock and noise. Assembly:
No reduction of cross section. Maximum flow velocity not ’

more than 8 m/sec. Sealing of male stud thread by Eolas- ~ See assembly instructions for EO/EO 2 connections.
tic soft seal with types RHV and RHZ. Non-return valves are all packaged against contamination.
Opening pressure: Media:

Standard 1 bar (on request also 0.2, 0.5, 2, 3, 4, 5 and  Hydraulic oil, low flammability hydraulic fluids (excent
6 bar are available; please specify on order). For working ~ for types HFC: for HFD types; FKM seals are necessary).

pressure see appropriate tables. Cracking pressure toler-  Air pressure tested (please indicate on order). Not suitable
ance: + 20 %. for steam, combustible/explosive gases, or oxygen.

For water applications, please consult Parker with details

Material: of water and any additives.

® Steel zinc-plated (CF Cr[VI]-free), seals in NBR
(e.g. Perbunan), or (FKM) on request.

Perbunan = registered trademark of Bayer
@ Stainless steel valves have FKM as standard.
(Up to 3 bar cracking pressure)

m P9 Catalogue 4100-10/UK




Valves
. ] In all diagrams is the peak value
presfsure Idr;;;;t;’bs 01/D Z%LFI)O“G:;OSS ’ 35'52e 4 of the flow rate in I/min. relating to the
emale 8 4 ! ) maximum permissible flow velocity of
3 - 8 m/sec.
< |-
3 ]
5. 2 ///
© //
o 1
=
N
N
95’_ 0
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flow rate in I/min
[ — 1 bar cracking pressurd]
pressure drop tube O.D. 8L/10S; size 5;
RVP 16; DN 5.5
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o I
o |
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@ 1
=
23
N
S o
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N
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flow rate in I/min

[ — 1 bar cracking pressurd]
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Valves

pressure drop tube O.D. 12L/14S; size 8;
RVP 24; DN 9.5
5 "]
P /,/
c "]
" — 2 /
o
©
@ 1
=
N
N
S o
5 10 15 20 25 30 35
flow rate in I/min
[ — 1 bar cracking pressurd]
pressure drop tube O.D. 15L/16S; size 10;
female BSPP 1/3; RVP 27; DN 11.5
< 4 1
©
0
c 3 -
© /
L 2 [
© o]
- -]
5 1
23
N
S o
5 10 15 20 25 30 35 40 45 50
flow rate in I/min
[ — 1 bar cracking pressurd]
pressure drop tube O.D. 18L/20S; size 12;
female BSPP 3/4; RVP 35; DN 15.0
S 47
0
c 3 /___.,-—""
— ——
o Iy
e ) e
'U ’“___,_..-f"""
2
=
23
8 o
E_ 10 20 30 40 50 60 70 80 90
flow rate in I/min
[ — 1 bar cracking pressurd]

In all diagrams is the peak value

of the flow rate in I/min. relating to the
maximum permissible flow velocity of
8 m/sec.

P11

Catalogue 4100-10/UK




Valves
. ] In all diagrams is the peak value
press;:re dlr og;:?1o§v§2‘1|6/2§2’ :;ze 16; of the flow rate in I/min. relating to the
emale ! ! maximum permissible flow velocity of
8 m/sec.
S
a 37 —
c 25 "
15 s
e 1
()
5 05
2 0
2 20 40 60 80 100 120 140
o
flow rate in I/min
[ — 1 bar cracking pressurd]
pressure drop tube O.D. 28L/30S; size 20;
female BSPP 1/,; RVP 47; DN 24
<
©
€ 2
— 2’5 — S cnntl
s 2 T |
15 —
© 1 -
® 05
2 O .
8 20 40 60 80 100 120 140 160 180 200 220
s
flow rate in I/min
[ — 1 bar cracking pressurd]
pressure drop tube O.D. 35+42L/38S; size 24;
female BSPP 1'/2; RVP 55; DN 29
<
©
Ke) 3 -
£ 25 — =
1y 2 |t =
© 15 ——
T 14+
g%
[72] OOQQOODOOOOOOOOOI
(7] N & © 0 O N ¢ © O O N & © 0 O N
D - ™ ¥~ v~ T~ N N N N N O M
"
o
flow rate in I/min
[ — 1 bar cracking pressurd]

P12

Catalogue 4100-10/UK



Valves

RHD Non return valve
EO 24° cone end / EQ 24° cone end

S2 S1
\
\ s3
—_— )
- ' |

E ) | Z| QO 21 el .
S | Dl S —
) o
L3 8

I
L2
L1
D1 PN (bar)')
CF 71 CF 71 CF 71 Weight

Series @ DN DN L1 L1 L2 L3 S1 S2 S2 S3 | g/1 piece| Order code* CF 71
L3) 06 3.5 35 | 43.0| 430 29.0 | 58.0( 17 17 17 14 46 RHDO6LOMD | 400 | 250
08 5.5 55 | 44.0| 44,9 30.0 | 59.0( 19 19 19 17 61 RHDOSLOMD | 400 | 250
10 7.5 75 | 55.0| 545 | 405 | 695 22 24 24 19 104 RHD10LOMD | 400 | 250
12 9.5 95 | 58.0| 575 435 | 725 27 30 30 22 166 RHD12LOMD | 400 | 250
15 110 | 115 | 620 615| 475 | 77.5| 27 32 32 27 192 RHD15LOMD | 400 | 250
18 140 | 140 | 670 665 | 51.5 | 835| 36 41 36 32 292 RHD18LOMD | 400 160
22 18.0 | 18.0 770| 765 615 | 935 4 46 46 36 472 RHD22LOMD | 250 160
28 230 | 23.0 | 850 845 695 [1025]| 50 55 55 41 746 RHD28LOMD | 250 100
35 290 | 29.0 | 96.0| 955 | 745 [1175] 60 65 60 50 1062 RHD35LOMD | 250 100
42 290 | 29.0 | 96.0 | 96.0| 74.0 [119.0| 65 70 70 60 1518 RHD42LOMD | 250 100
S4) 06 3.5 35 | 485 | 485 345 | 635 19 19 19 17 70 RHDO6SOMD | 420 400
08 3.5 35 | 485 485 345 | 635 19 19 19 19 74 RHDO8SOMD | 420 400
10 5.5 55 | 555 | 555 405 | 725 22 24 24 22 121 RHD10SOMD | 420 | 400
12 7.5 75 | 575 | 575 425 | 745| 24 27 27 24 148 RHD12SOMD | 420 | 400
14 9.5 95 | 640 | 635 475 | 825 27 32 32 27 218 RHD14SOMD | 420 | 315
16 110 [ 115 | 680 675 | 505 | 865 | 32 36 36 30 286 RHD16SOMD | 420 | 315
20 150 | 15.0 76.0| 755 | 545 | 975 M 50 46 36 506 RHD20SOMD | 420 | 250
25 190 [ 19.0 | 83.0( 825 | 585 (1065 | 46 55 50 46 639 RHD25SOMD | 420 | 250
30 240 | 240 | 97.0| 965 | 695 [1225| 60 60 60 50 1157 RHD30SOMD | 250 | 250
38 29.0 | 29.0 | 108.0 [107.5| 75,5 [136.5| 65 70 70 60 1650 RHD38SOMD | 250 | 250

Y Pressure shown = item deliverable
3)L = light series; 4 S = heavy series

PN (bar)

= PN (MPa)

Delivery without nut and ring. Information on ordering complete
fittings or alternative sealing materials see page 17.

Order code suffixes
Material Suffix Example Standard

surface sealing material
and material (no additional

) suffix needed)

Please add the suffixes  ['q, 0= "o lied, Crivi)fres | CF RHDOBLOMDCF | NBR
below according to the material/ -
surface required. Stainless steel 71 RHDOBLOMD71 VIT

m P13 Catalogue 4100-10/UK



Valves ‘

RHV-R-ED Non return valve
EQO 24° cone end / Male BSPP thread — ED-seal (ISO 1179)

D1

N

@ D1
t
N
on
T1
D3
1
®
1

L4
~X1)
L2 L3

X1) Eolastic sealing L1

D1 PN (ban)")
CF | 7 CF | 7 CF | 7 Weight

Series @ T DN | DN | D3 | L1 L1 L2 L3 14 | St S2 | 82 | S3 |g/1 piece Order code* CF | 71
L3 06 G1/8A 35| 35| 14 | 350350 | 28.0 8 | 425( 17 17 17 14 47 RHVOGLREDOMD | 400 | 250
08 G1/4A 55| 55| 19 | 37.0|37.0 (300 12 | 445]| 19 19 | 19 17 62 RHVOSLREDOMD | 400 | 250

10 G1/4A 75 75( 19 | 46.0 | 455 (385 | 12 | 53.0] 22 | 24 | 24 19 105 RHV1OLREDOMD | 400 | 250
12 G3/BA 95| 95| 22 | 500|495 (425| 12 | 57.0] 27 30 | 30 | 22 175 RHV12LREDOMD | 400 | 250
15 | G12A | 11.0[11.5] 27 [53.0 | 525|455 14 | 60.5| 27 32 | 32 | 27 205 RHVI5LREDOMD | 400 | 250

18 | G1/2A | 140|140 27 [ 580 | 575(500| 14 | 660 36 | 41 | 36 | 32 294 | RHVISLREDOMD | 400 | 160
22 | as4a [ 180|180 32 | 630 |625(550]| 16 | 71.0] 41 | 46 | 46 | 36 450 | RHV22LREDOMD | 250 | 160
28 | 61A [230|230| 40 | 71.0| 705|630 18 | 795 50 | 55 | 55 | 41 720 | RHV28LREDOMD | 250 | 100
35 | G11/4A | 290|200 50 | 80.0 | 795|690 20 | 905 60 | 65 | 60 | 50 | 1050 | RHV3SLREDOMD | 250 | 100
42 | G112A 290|200 | 55 | 80.0 | 795|685 22 | 91.0| 65 | 70 | 70 | 60 | 1560 | RHV42LREDOMD | 250 | 100
s% | 06 | G1/4A | 35| 35| 19 | 385385 315| 12 | 480[ 19 | 19 | 19 | 17 73 | RHVOBSREDOMD | 420 | 400
08 | G1/4A | 35| 35| 19 |385| 385|315 12 | 460 19 | 19 | 19 | 19 79 | RHVOSSREDOMD | 420 | 400
10 | 63sA | 55| 55| 22 | 455 |455(380| 12 | 540 22 | 24 | 24 | 22 132 | RHVIOSREDOMD | 420 | 400
12 | assa | 75| 75| 22 | 485|485 410| 12 | 570 24 | 27 | 27 | 24 153 | RHVI2SREDOMD | 420 | 400
14 | G12a | 95| 95| 27 | 530|525 | 445| 14 | e20| 27 | 32 | 32 | 27 230 | RHV14SREDOMD | 420 | 315
16 | G1/2A | 11.0| 115 27 [57.0 [ 565|480 | 14 | 660 32 | 36 | 36 | 30 293 | RHVIGSREDOMD | 420 | 315
20 | as/4a [ 150150 32 | 630 |625(520]| 16 | 735 41 | 50 | 46 | 36 511 | RHV20SREDOMD | 420 | 250
25 | &1a [190]190| 40 |67.0|665|545| 18 | 785| 46 | 55 | 50 | 46 648 | RHV25SREDOMD | 420 | 250
30 | G11/4A | 240 | 240| 50 | 780 | 775|640 20 | 905 60 | 60 | 60 | 50 | 1176 | RHV30SREDOMD | 250 | 250
38 | G11/2A ] 290|200 | 55 | 86.0 | 855|695 | 22 |1000| 65 | 70 | 70 | 60 | 1624 | RHV3SSREDOMD | 250 | 250

Y Pressure shown = item deliverable

3)L = light series; 4 S = heavy series

PN (bar)

= PN (MPa)

Delivery without nut and ring. Information on ordering complete
fittings or alternative sealing materials see page 17.

Order code suffixes
Material Suffix Example Standard

surface sealing material
and material (no additional

) suffix needed)

Please add the suffixes  I'q o= hiated, Cr(vi)-fres | CF RHVO6LREDOMDCF | NBR
below according to the material/ -
surface required. Stainless steel 71 RHVOBLREDOMD71 | VIT
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Valves

RHZ-R-ED Non return valve
Male BSPP thread — ED-seal (ISO 1179) / EO 24° cone end

S2 S1
_\\ _\
S3 =
any o
- Q
8~z <= | | o) _
alF|8 | 8
L4
X1)-1
L3 L2
X1) Eolastic sealing L1
D1 PN (ban)")
CF 71 CF 71 CF 71 Weight
Series @ T DN DN D3 L1 L1 L2 L3 L4 S1 S2 S2 S3 | g/1 piece Order code* CF 71
L3 06 G1/8A 35| 35| 14 | 335 - 26.5 8 41.0( 17 17 17 14 44 RHZO6LREDOMD | 400 | 250
08 G1/4A 55| 55| 19 | 365 - 285 | 12 43.0( 19 19 19 17 59 RHZOSLREDOMD | 400 | 250
10 G1/4A 75| 75| 19 | 46.0 - 385 | 12 53.0( 22 24 24 19 125 RHZ10LREDOMD | 400 | 250
12 G3/8A 95| 95| 22 | 480 - 405 | 12 55.0( 27 30 30 22 161 RHZ12LREDOMD | 400 | 250
15 G12A | 110 115 27 | 500 - 425 14 57.5( 27 32 32 27 186 RHZ15LREDOMD | 400 | 250
18 G12A | 140 (140 27 | 56.0 - 48.0 | 14 64.0( 36 41 36 32 275 RHZ18LREDOMD | 400 | 160
22 G3/4A | 180 | 180 32 | 64.0 - 56.0 | 16 720 41 46 46 36 463 RHZ22LREDOMD | 250 | 160
28 G1A 23.0]23.0| 40 | 720 - 64.0 | 18 80.5( 50 55 55 41 721 RHZ28LREDOMD | 250 | 100
35 | G11/4A | 290 29.0 50 | 81.0 - 700 20 91.5| 60 65 60 50 1073 RHZ35LREDOMD | 250 | 100
42 | G11/2A | 290 [ 29.0 [ 55 | 820 - 705 | 22 93.0| 65 70 70 60 1602 RHZ42LREDOMD | 250 | 100
$4 06 G1/4A 35| 35| 19 | 385 - 315 12 46.0( 19 19 19 17 71 RHZO6SREDOMD | 420 | 400
08 G1/4A 35| 35| 19 | 385 - 315 12 46.0( 19 19 19 19 74 RHZOSSREDOMD | 420 | 400
10 G3/8A 55| 55| 22 | 455 - 38.0| 12 54.0( 22 24 24 22 128 RHZ10SREDOMD | 420 | 400
12 G3/8A 75| 75| 22 | 485 - 41.0| 12 57.0( 24 27 27 24 152 RHZ12SREDOMD | 420 | 400
14 G1/2A 95| 95| 27 | 520 - 435 14 61.0( 27 32 32 27 223 RHZ14SREDOMD | 420 | 315
16 G12A | 110|115 27 | 550 - 46.0 | 14 64.0 32 36 36 30 275 RHZ16SREDOMD | 420 | 315
20 G3/4A | 150 [ 150 32 | 61.0 - 50.0 | 16 715 41 50 46 36 490 RHZ20SREDOMD | 420 | 250
25 G1A 19.0 [ 19.0 40 | 67.0 - 545 18 78.5( 50 55 50 46 647 RHZ25SREDOMD | 420 | 250
30 | G11/4A | 240 (240 50 | 78.0 - 64.0 | 20 90.5| 55 60 60 50 1180 RHZ30SREDOMD | 250 | 250
38 | G11/2A| 290 29.0 | 55 | 88.0 - 715 22 |102.0| 65 70 70 60 1670 RHZ38SREDOMD | 250 | 250
Y Pressure shown = item deliverable
3)L = light series; 4 S = heavy series
PN (bar) _ PN (MPa)
Delivery without nut and ring. Information on ordering complete
fittings or alternative sealing materials see page I7.
Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
) suffix needed)
Please add the suffixes  I'q o= hiated, Cr(vi)-fres | CF RHZO6LREDOMDCF | NBR
below according to the material/ -
surface required. Stainless steel 71 RHZOBLREDOMD71 | VIT
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Valves ‘

RHV-M-ED Non return valve
EO 24° cone end / Male metric thread — ED-seal (ISO 9974)

S2 S1
== _\
5 =
_ . 8 )
=] -
Q L= \N I / - E‘I—g -I*= - H
] [ S
L4
~X1)
L2 L3
X1) Eolastic sealing L1
D1 PN (ban)")
CF 71 CF 71 CF 71 Weight
Series @ T DN DN D3 L1 L1 L2 L3 L4 S1 S2 S2 S3 | g/1 piece Order code* CF 71
L3 06 [M10x1.0( 35| 35| 14 [ 350 - 28.0 8 42.5( 17 17 17 14 46 RHVOGLMEDOMD | 400 | 250
08 [M12x15| 55| 55| 17 | 36.0 - 29.0 | 12 43.5( 19 19 19 17 58 RHVOSLMEDOMD | 400 | 250
10 |M14x15| 75| 75| 19 | 455 - 385 | 12 53.0( 22 24 34 19 108 RHVIOLMEDOMD | 400 | 250
12 |M16x1.5| 95| 95| 22 | 495 - 425 12 57.0( 27 30 30 22 173 RHV12LMEDOMD | 400 | 250
15 |M18x1.5| 11.0 | 11.5| 24 | 525 - 455 12 60.5( 27 32 32 27 192 RHVI5LMEDOMD | 400 | 250
18 |M22x1.5| 140 | 140 | 27 | 56.0 - 50.0 | 14 66.0| 36 41 36 32 298 RHV1SLMEDOMD | 400 | 160
22 |M26x1.5| 180 180 32 | 64.0 - 55.0 | 16 71.01 41 46 46 36 446 RHV22LMEDOMD | 250 | 160
28 |M33x2.0| 230 (230 40 | 720 - 63.0 | 18 79.5| 50 55 55 41 722 RHV28LMEDOMD | 250 | 100
35 | M42x2.0| 29.0 [ 29.0 [ 50 | 81.0 - 69.0 [ 20 90.5| 60 65 60 50 1053 RHV35LMEDOMD | 250 | 100
42 | M48x2.0| 29.0 [ 29.0 [ 55 | 82.0 - 685 22 91.0| 65 70 70 60 1563 RHV42LMEDOMD | 250 | 100
SY 06 [M12x15| 35| 35| 17 | 385 - 315 12 46.0( 19 19 19 17 70 RHVO6SMEDOMD | 420 | 400
08 [M14x15| 35| 35| 19 | 385 - 315 12 46.0( 19 19 19 19 76 RHVOSSMEDOMD | 420 | 400
10 |M16x15| 55| 55| 22 | 455 - 38.0| 12 54.0( 22 24 24 22 124 RHV10SMEDOMD | 420 | 400
12 |M18x15| 75| 75| 24 | 485 - 41.0| 12 57.0( 24 27 27 24 157 RHV12SMEDOMD | 420 | 400
14 |M20x1.5| 95| 95| 26 | 525 - 4451 14 62.0 27 32 32 27 215 RHV14SMEDOMD | 420 | 315
16 |M22x1.5| 11.0 | 11.5| 27 | 55.0 - 48.0 | 14 66.0 32 36 36 30 296 RHV16SMEDOMD | 420 | 315
20 |M27x20| 150 150 32 | 61.0 - 520 | 16 735 41 50 46 36 521 RHV20SMEDOMD | 420 | 250
25 | M33x20| 190 [ 19.0 [ 40 | 67.0 - 545 18 78.5( 46 55 50 46 648 RHV25SMEDOMD | 420 | 250
30 |M42x2.0| 240 [ 240 [ 50 | 78.0 - 64.0 | 20 90.5| 60 60 60 50 1178 RHV30SMEDOMD | 250 | 250
38 | M48x2.0| 29.0 [ 29.0 | 55 | 88.0 - 69.5| 22 |100.0| 65 70 70 60 1627 RHV38SMEDOMD | 250 | 250
Y Pressure shown = item deliverable
3)L = light series; 4 S = heavy series
PN (bar) _ PN (MPa)
Delivery without nut and ring. Information on ordering complete
fittings or alternative sealing materials see page 17.
Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
) suffix needed)
Please add the suffixes  I'q o= hiated, Cr(vi)-fres | CF RHVO6LMEDOMDCF | NBR
below according to the material/ -
surface required. Stainless steel 71 RHVOBLMEDOMD71 | VIT
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Valves

RHZ-M-ED Non return valve
Male metric thread — ED-seal (ISO 9974) / EO 24° cone end

S2 S1
ﬂ\ ‘\
S3
any o
- Q
8l - zi < |_ i =) _
) [ DA I Q
L4
X1)-
L3 L2
X1) Eolastic sealing L1
D1 PN (bar)')
Weight
Series @ T1 DN D3 L1 L2 L3 L4 S1 S2 S3 | 9/1 piece Order code* CF 71
L3) 06 |M10x1.0| 35| 14 | 335 ] 265 8 | 41.0( 17 17 14 44 RHZ0O6LMEDOMD | 400 250
08 |M12x1.5| 55| 17 | 355|285 | 12 43.0 19 19 17 58 RHZOSLMEDOMD | 400 250
10 [M14x15] 75| 19 [ 455|385 | 12 53.0| 22 24 19 104 RHZ10LMEDOMD | 400 250
12 [M16x15] 95| 22 [475 | 405 | 12 55.0( 27 30 22 169 RHZ12LMEDOMD | 400 250
15 [M18x15 115 | 24 [ 495|425 | 12 57.5| 27 32 27 174 RHZ15LMEDOMD | 400 250
18 [M22x15 140 | 27 [ 555|480 14 | 64.0| 36 41 32 279 RHZ18LMEDOMD | 400 160
22 [M26x15]18.0 | 32 [ 635 | 56.0 16 720 41 46 36 459 RHZ22LMEDOMD | 250 160
28 [ M33x2.0|23.0| 40 [ 715|640 18 | 80.5| 50 55 41 721 RHZ28LMEDOMD | 250 100

35 | M42x2.0(29.0 50 | 80.5| 70.0| 20 91.5| 60 65 50 1078 RHZ35LMEDOMD | 250 100
42 | M48x2.0[29.0 | 55 | 81.5]|705| 22 93.0| 65 70 60 1601 RHZ42LMEDOMD | 250 100

sy | 06 [M12x15| 35| 17 | 385|315 12 | 460] 19 | 19 | 17 70 | RHZO6SMEDOMD | 420 | 400
08 |M14x15| 35| 19 385|315 12 | 460| 19 | 19 | 19 75 | RHZOSSMEDOMD | 420 | 400
10 |M16x1.5| 55| 22 | 455|380 | 12 | 540 22 | 24 | 22 123 | RHZ10SMEDOMD | 420 | 400
12 |M18x1.5| 75| 24 |485|410| 12 | 57.0| 24 | 27 | 24 157 | RHZ12SMEDOMD | 420 | 400
14 | M20x1.5| 95| 26 | 515|435 ]| 14 | 61.0| 27 | 32 | 27 214 | RHZ14SMEDOMD | 420 | 315
16 |M22x1.5[ 115 | 27 [ 545|460 14 | 640| 32 | 36 | 30 279 | RHZ16SMEDOMD | 420 | 315
20 |M27x2.0|15.0 | 32 |605]|500]| 16 | 71.5] 41 | 50 | 36 487 | RHZ20SMEDOMD | 420 | 250
25 | M33x2.0|19.0 | 40 |68.0|545]| 18 | 785| 46 | 55 | 46 647 | RHZ25SMEDOMD | 420 | 250

30 | M42x2.0(24.0 | 50 | 77.5 | 64.0| 20 90.5| 60 60 50 1180 RHZ30SMEDOMD | 250 250
38 | M48x2.0[29.0 | 55 | 875|715 | 22 |102.0| 65 70 60 1669 RHZ38SMEDOMD | 250 250

Y Pressure shown = item deliverable

3)L = light series; 4 S = heavy series

PN (bar)

= PN (MPa)

Delivery without nut and ring. Information on ordering complete
fittings or alternative sealing materials see page 17.

Order code suffixes
Material Suffix Example Standard

surface sealing material
and material (no additional

) suffix needed)

Please add the suffixes  I'q o= hiated, Cr(vi)-fres | CF RHZO6LMEDOMDCF | NBR
below according to the material/ -
surface required. Stainless steel 71 RHZOBLMEDOMD71 | VIT

m P17 Catalogue 4100-10/UK



Valves ‘

RHDI Non return valve
Female BSPP thread (ISO 1179-1) / Female BSPP thread (ISO 1179-1)

L1
S2 S1
alcl 4 <= | _ _._1&rla
Q Q
“EW
L3 - M1
L2
PN (bar)")
Weight
Series T1 DN DA L1 L2 L3 S1 S2 g/1 piece Order code* CF 71
L3) G1/8 3.5 19 42.5 12.0 8.0 19 19 76 RHDI1/8 400 400
G 1/4 3.5 19 51.0 16.0 12.0 19 19 82 RHDI1/4 400 400
G 3/8 7.5 24 60.0 17.0 12.0 24 27 157 RHDI3/8 400 400
G1/2 11.5 32 72.0 20.0 15.0 32 36 344 RHDI1/2 315 315
G 3/4 15.0 4 84.0 22.0 16.5 4 46 664 RHDI3/4 250 250
G1 19.0 46 95.0 255 19.0 46 50 821 RHDI1 250 250
G11/4 24.0 60 110.0 28.0 21.5 60 60 1581 RHDI11/4 250 250
G112 29.0 65 114.0 28.5 22.0 65 70 1919 RHDI11/2 250 250
Y Pressure shown = item deliverable
3)L = light series
PN (bar) _ PN (MPa)
10
Delivery without nut and ring. Information on ordering complete
fittings or alternative sealing materials see page 17.
Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
) suffix needed)
Please add the suffixes  I'q o= hiated, Cr(vi)-fres | CF RHDI1/8CF NBR
below according to the material/ -
surface required. Stainless steel 71 RHDI1/871 VIT
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Valves

RVP Non return valve cartridge

L1
B B B B a a| z == |1 1|z
S Q| B Q
1.6/

é X2) | \X3)

X1) Supporting ring PTFE

X2) O-ring NBR L2 L3
X3) Sealing disc NBR
PN (bar)?)
Valve L1 Weight
ITL DN D1 D2 +0,15 L2 L3 0-ring Supporting ring g/1 piece Order code* CF 71
6-/6&8-S| 35 | 12045005 | 137002 | 2315 | 95 | 60 | 8.3x24 | SRA13-2.05-1.0 21 RVP13 420 | 400
8L/10-S | 55 | 1504520055 | 161012 | 2665 | 95 | 65 | 11.3x2.4 | SRA16-2.05-1.0 32 RVP16 420 | 400
10-/12-S| 7.5 | 19.935 0085 | 20 002 | 3045 | 95 | 6.5 | 15.3x24 | SRA20-2.05-1.0 54 RVP20 420 | 400
12-/14-S| 95 | 239350085 | 24 000 | 3515 | 120 | 7.5 | 18.2x3 | SRA24-26-1.0 80 RVP24 420 | 315
15-1/16-S| 115 | 26.935=0085 | 27 009 | 3815 | 120 | 75 | 21.2x3 | SRA27-26-1.0 105 RVP27 420 | 315
18-1/20-S| 150 | 3492008 | 35700 | 4465 | 120 | 95 | 202x3 | SRA35-25-1.0 204 RVP35 420 | 250
22-1/25-8| 19.0 | 39.92 =008 | 40 18;33 5065 | 12.0 | 11.0 | 34.2x3 | SRA40-2.5-1.0 275 RVP40 420 | 250
28-L/30-S| 240 | 4692008 | 47101 | 6045 | 130 | 130 | 41.0x3 | SRA47-26-15 412 RVP47 250 | 250
35-L/38-S| 29.0 | 549050085 | 557027 | 7015 | 160 | 130 | 44.2x57 | SRA5551-1.5 607 RVP55 250 | 250

Y Pressure shown = item deliverable
PN (bar)
10

Delivery without nut and ring. Information on ordering complete
fittings or alternative sealing materials see page 17.

= PN (MPa)

Order code suffixes
Material Suffix Example Standard

surface sealing material
and material (no additional

) suffix needed)

Please add the suffixes  I'q o= hiated, Cr(vi)-fres | CF RVP13CF NBR
below according to the material/ -
surface required. Stainless steel 71 RVP1371 VIT
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Valves ‘

I-TL Internal parts of non return valve

l 1
sl | 1.} | [alg
Q¢ 7 0‘5 RN
8
X1 t
) poppet . ! . X5)
X2) sealing disc (smooth side to the poppet)
X3) cover disc V L2
X4) spring L1
X5) passage disc
PN (bar)’)
Tube Weight
Series 0O.D. D1+01 D2+0-1 D3+0.1 101 L2 Hub g/1 piece Order code* CF 71
L/S/S 06/06/08 3.5 7.5 8.6 8.2 2.0 1.0 2 ITLO6L/06+08S * *
/S 08/10 55 10.2 11.6 11.0 2.0 1.7 4 ITLOSL/10S * *
/S 10/12 7.5 13.0 141 14.0 2.0 2.3 7 ITL10L/12S * *
/S 12/14 9.5 16.7 18.1 16.5 2.5 2.9 13 ITL12L/14S * *
/S 15/16 115 195 20.6 19.0 2.5 3.5 18 ITL15L/16S * *
/S 18/20 15.0 25.2 271 225 3.0 4.4 37 ITL18L/20S * *
/S 22/25 19.0 30.8 32.6 27.0 3.0 55 54 ITL22L/25S * *
/S 28/30 24.0 38.6 40.6 32.5 3.5 7.3 107 ITL28L/30S * *
L/L/S 35/38/42 29.0 45.7 48.1 37.5 3.5 8.9 144 ITL35L+421/38S * *
* = item deliverable
Delivery without nut and ring. Information on ordering complete
fittings or alternative sealing materials see page 17.
Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
) suffix needed)
Please add the suffixes  I'q o= hiated, Cr(vi)-fres | CF ITLOBL/06+008S NBR
below according to the material/ -
surface required. Stainless steel 71 ITLOBL71/06+008S VIT
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Valves

RHD/V/Z Non return valves with O-Lok® or Triple-Lok® connections

i ol
Thread Type — ] Fitting Type
BSPP/Metric / / Triplo-Lok
ED-seal 44 i
\ \ ‘ /
~ ~ _/
/— - /— > Fitting Type
O-Lok
/ | | /
Thread Typ ) | B——
UNF
O-ring /
- <= % -
ol p Thread Type
UNF
Fitting Type N N | O-ring
O-Lok
/
~ ./ _— / \ ~ _/
- L3 2 1T v >
- / 1 poppet / \ Thread Type
FIthg Type 2 sealing disk BSPP/Metric
Triple-Lok \ / 3 cover disk \ NNy [/ ED-seal
4 spring
~ _/ 5 passage disk ~ _/
DN Nominal diameter
Material:

® Steel zinc-plated CF Cr(VI)-free, seals in NBR
(e.g. Perbunan)

® Internal parts in stainless steel with FKM also available
on request.

Perbunan = registered trademark of Bayer
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Valves

RHDMLOS Non return valve

O-Lok® ORFS end / O-Lok® ORFS end

FF

H2

- — =
— W
Tube 1 Tube 2 ORFS ORFS PN
0.D. 0.D. (UN/UNF) (UN/UNF) DN (bar)!)
thread thread (Nom Weight
mm Inch mm Inch T T H1 H2 FF diam.) | g/1 piece Order code* CF
6 1/4 6 1/4 9/16-18 UNF 9/16-18 UNF 19 19 44.5 35 108 4RHDMLOS 420
8,10 5/16, 3/8 8,10 5/16,3/8 | 11/16-16 UNF | 11/16-16 UNF 22 24 53.5 55 188 6RHDMLOS 420
12 1/2 12 12 13/16-16 UNF | 13/16-16 UNF 24 27 59.5 7.5 223 S8RHDMLOS 420
14,15,16 5/8 14,15,16 5/8 1-14 UNF 1-14 UNF 32 36 70.5 115 428 10RHDMLOS 420
18,20 3/4 18,20 3/4 13/16-12 UNF | 13/16-12 UNF 41 46 775 15.0 731 12RHDMLOS 420
22,25 1 22,25 1 17/16-12 UNF | 17/16-12 UNF 46 50 81.5 19.0 1076 16RHDMLOS 420
28, 30, 32 11/4 28, 30, 32 11/4 111/16-12UNF | 1 11/16-12 UNF| 60 60 91.5 24.0 1630 20RHDMLOS 250
35, 38 1172 35, 38 1172 2-12 UNF 2-12 UNF 65 70 98.5 29.0 2362 24RHDMLOS 250
Y Pressure shown = item deliverable
PN (bar) _ PN (MPa)
Information on ordering complete fittings or alternative sealing
materials see page I7.
Order code suffixes
Material Suffix Example Standard
surface sealing material
*Pleasle add the suffixles and material (Snuc?f;dr? g;jr;zl)
below according to the material/ -
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4RHDMLOSCF NBR

P22
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Valves

RHV42EDMLOS Non return valve
Male BSPP thread — ED-seal (ISO 1179) / O-Lok® ORFS end

HH

T42
1
i
|
|
)

Tube BSPP ORFS PN
O.D. thread (UN/UNF) DN (ban)’)
(Nom. Weight

mm Inch T42 T HA1 H2 L5 HH diam.) g/1 piece Order code* CF

6 1/4 G1/8 9/16-18 UNF 19 19 445 | 36.5 3.5 92 4RHV42EDMLOS 420
8,10 5/16, 3/8 G1/4 11/16-16 UNF 24 27 56.5 | 44.5 6.5 165 6RHV42EDMLOS 420
12 1/2 G 3/8 13/16-16 UNF 24 27 61.5 | 49.5 7.5 191 8RHV42EDMLOS 420
14,15, 16 5/8 G1/2 1-14 UNF 32 36 70.0 | 56.0 115 366 10RHV42EDMLOS 420
18,20 3/4 G 3/4 13/16-12UNF | 41 46 775 | 635 15.0 631 12RHV42EDMLOS 420
22,25 1 G1 17/16-12 UNF | 46 50 84.0 | 66.0 19.0 863 16RHV42EDMLOS 420
28, 30, 32 11/4 G11/4 |111/16-12 UNF| 60 60 95.0 | 75.0 24.0 1403 20RHV42EDMLOS 250
35, 38 11/2 G112 2-12 UNF 65 70 |105.0 | 83.0 29.0 1969 24RHV42EDMLOS 250

Y Pressure shown = item deliverable

PN (bar) _ PN (MPa)

Information on ordering complete fittings or alternative sealing
materials see page 17.

Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
*Please add the suffixes )
suffix needed
below according to the material/ - )
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4RHV42EDMLOSCF | NBR

m P23 Catalogue 4100-10/UK



Valves

RHZ42EDMLOS Non return valve
O-Lok® ORFS end / Male BSPP thread — ED-seal (ISO 1179)

LS
HH
s
o~
— — —1-—=> ~t
—
14
Tube BSPP ORFS PN
O.D. thread (UN/UNF) DN (ban?)
thread (Nom. Weight
mm Inch T42 T HA1 H2 L5 HH diam.) g/1 piece Order code* CF
6 1/4 G1/8 9/16-18 UNF 19 19 445 | 36.5 3.5 91 4RHZ42EDMLOS 420
8,10 5/16, 3/8 G1/4 11/16-16 UNF 24 27 56.5 | 44.5 6.5 161 6RHZ42EDMLOS 420
12 172 G 3/8 13/16-16 UNF 24 27 61.5 | 495 7.5 190 8RHZ42EDMLOS 420
14,15, 16 5/8 G1/2 1-14 UNF 32 36 70.0 | 56.0 115 348 10RHZ42EDMLOS 420
18,20 3/4 G 3/4 13/16-12 UNF 4 46 775 | 535 15.0 634 12RHZ42EDMLOS 420
22,25 1 G1 17/16-12 UNF 46 50 84.0 | 66.0 19.0 863 16RHZ42EDMLOS 420
28, 30, 32 11/4 G11/4 [111/16-12 UNF| 60 60 95.0 [ 75.0 24.0 1397 20RHZ42EDMLOS 250
35, 38 1172 G112 2-12 UNF 65 70 105.0 | 83.0 29.0 2001 24RHZ42EDMLOS 250
Y Pressure shown = item deliverable
PN®a) _ oy vpa)
10
Information on ordering complete fittings or alternative sealing
materials see page I7.
Order code suffixes
Material Suffix Example Standard
surface sealing material
*Pleasle add the suffixles and material (Snuc?f;dr? g;jr;zl)
below according to the material/ -
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4RHZ42EDMLOSCF | NBR

P24
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Valves

RHV50MLOS Non return valve
Male UN/UNF thread — O-ring (ISO 11926) / O-Lok® ORFS end

LS

HH

a) I | R A —
Tube UNF ORFS PN
O.D. male (UN/UNF) DN (ban)
thread thread (Nom. Weight
mm Inch T5 T HA1 H2 L5 HH diam.) |g/1 piece Order code* CF
6 1/4 7/16-20 UNF 9/16-18 UNF 19 19 455 | 345 3.5 92 4RHV50MLOS 420
8,10 5/16,3/8 | 9/16-18 UNF 11/16-16 UNF 22 24 545 | 425 55 165 6RHV50MLOS 420
12 1/2 3/4-16 UNF 13/16-16 UNF 24 27 60.5 | 46.5 55 165 8RHV50MLOS 420
14,15, 16 5/8 7/8-14 UNF 1-14 UNF 32 36 71.0 | 55.0 115 366 10RHV50MLOS 420
18,20 3/4 11/16-12 UN | 13/16-12 UNF 41 46 79.0 | 60.5 15.0 631 12RHV50MLOS 420
22,25 1 15/16-12 UN | 1 7/16-12 UNF 46 50 82.5 | 64.0 19.0 863 16RHV50MLOS 420
28, 30, 32 11/4 15/8-12UN (1 11/16-12 UNF| 60 60 9.5 | 740 24.0 1403 20RHV50MLOS 250
35,38 1172 17/8-12 UN 2-12 UNF 65 70 99.5 | 81.0 29.0 1969 24RHV50MLOS 250
Y Pressure shown = item deliverable
PN®a) _ oy vpa)
10
Information on ordering complete fittings or alternative sealing
materials see page 17.
Order code suffixes
Material Suffix Example Standard
surface sealing material
*Pleasle add the suffixles and material (Snuc?f;dr? g;jr;zl)
below according to the material/ -
surface required. Steel, zinc plated, Cr(Vl)-free | CF RHV5OMLOSCF NBR
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Valves

RHZ50MLOS Non return valve
O-Lok® ORFS end / Male UN/UNF thread — O-ring (ISO 11926)

LS
HH
H1 H2
- —AH+ > —4 2
Tube UNF ORFS PN
O.D. male (UN/UNF) DN (ban)
thread thread (Nom. Weight
mm Inch T5 T HA1 H2 L5 HH diam.) |g/1 piece Order code* CF
6 1/4 7/16-20 UNF 9/16-18 UNF 19 19 455 | 345 3.5 N 4RHZ50MLOS 420
8,10 5/16,3/8 | 9/16-18 UNF 11/16-16 UNF 22 24 545 | 425 55 161 6RHZ50MLOS 420
12 1/2 3/4-16 UNF 13/16-16 UNF 24 27 60.5 | 46.5 55 161 8RHZ50MLOS 420
14,15, 16 5/8 7/8-14 UNF 1-14 UNF 32 36 71.0 | 55.0 115 348 10RHZ50MLOS 420
18,20 3/4 11/16-12 UN | 13/16-12 UNF 41 46 79.0 | 60.5 15.0 634 12RHZ50MLOS 420
22,25 1 15/16-12 UN | 1 7/16-12 UNF 46 50 82.5 | 64.0 19.0 863 16RHZ50MLOS 420
28, 30, 32 11/4 15/8-12UN (1 11/16-12 UNF| 60 60 9.5 | 740 24.0 1397 20RHZ50MLOS 250
35,38 1172 17/8-12 UN 2-12 UNF 65 70 99.5 | 81.0 29.0 2001 24RHZ50MLOS 250
Y Pressure shown = item deliverable
PN®a) _ oy vpa)
10
Information on ordering complete fittings or alternative sealing
materials see page 17.
Order code suffixes
Material Suffix Example Standard
surface sealing material
*Pleasle add the suffixles and material (Snuc?f;dr? g;jr;zl)
below according to the material/ -
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4RHZ50MLOSCF NBR
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Valves

RHV82EDMLOS Non return valve
Male metric thread — ED-seal (ISO 9974) / O-Lok® ORFS end

LS
HH

782
|
!
L L
|
!
0
T

Tube ORFS PN
O.D. metric (UN/UNF) DN (bar)’)
thread thread (Nom. Weight
mm Inch T82 T HA1 H2 L5 HH diam.) |g/1 piece Order code* CF
6 1/4 M12x1.5 | 9/16-18 UNF 19 19 48.5| 36.5 3.5 89 4M12RHV82EDMLOS | 420
8,10 5/16,3/8 [ M 16x1.5 | 11/16-16 UNF 22 24 56.5| 445 5.5 157 6M16RHV82EDMLOS | 420
12 172 M 18x1.5 | 13/16-16 UNF 24 27 61.5| 495 7.5 195 8M18RHV82EDMLOS | 420
14,15, 16 5/8 M 22x1.5 1-14 UNF 32 36 72.0( 58.0 11.5 369 10M22RHV82EDMLOS | 420
18,20 3/4 M27x2.0 | 13/16-12UNF | 41 46 79.5| 63.5 15.0 628 12M27RHV82EDMLOS | 420
22,25 1 M 33x2.0 | 17/16-12 UNF | 46 50 84.0| 66.0 19.0 867 16M33RHV82EDMLOS | 420
28,30, 32 11/4 M 42x2.0 [111/16-12 UNF| 60 60 95.0| 75.0 24.0 1409 20M42RHV82EDMLOS | 250
35, 38 1172 M 48x2.0 2-12 UNF 65 70 103.0| 81.0 29.0 1970 24M48RHV82EDMLOS | 250
Y Pressure shown = item deliverable
PN®a) _ oy vpa)
10

Information on ordering complete fittings or alternative sealing
materials see page 17.

Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
*Please add the suffixes )
suffix needed
below according to the material/ - )
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4M12RHVB82EDMLOSCF | NBR
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Valves

RHZ82EDMLOS Non return valve
O-Lok® ORFS end / Male metric thread — ED-seal (ISO 9974)

LS
HH
HA H2
o~
— — —-—=> [ou]
—
gy
Tube ORFS PN
O.D. metric (UN/UNF) DN (ban)
thread thread (Nom. Weight
mm Inch T82 T HA1 H2 L5 HH diam.) |g/1 piece Order code* CF
6 1/4 M 12x1.5 9/16-18 UNF 19 19 485 36.5 3.5 89 4M12RHZ82EDMLOS | 420
8,10 5/16,3/8 | M16x1.5 | 11/16-16 UNF 24 27 59.1( 4741 7.5 156 6M16RHZ82EDMLOS | 420
12 1/2 M 18x1.5 | 13/16-16 UNF 24 27 615 495 7.5 195 8M18RHZ82EDMLOS | 420
14,15, 16 5/8 M 22x1.5 1-14 UNF 32 36 70.0] 56.0 115 352 10M22RHZ82EDMLOS | 420
18,20 3/4 M27x2.0 | 13/16-12 UNF 4 46 775] 615 15.0 608 12M27RHZ82EDMLOS | 420
22,25 1 M 33x2.0 | 17/16-12 UNF 46 50 84.0( 66.0 19.0 965 16M33RHZ82EDMLOS | 420
28, 30, 32 11/4 M 42x2.0 |111/16-12 UNF| 60 60 95.0| 75.0 24.0 1396 20M42RHZ82EDMLOS | 250
35,38 1172 M 48x2.0 2-12 UNF 65 70 115.0| 93.0 29.0 1978 24M48RHZ82EDMLOS | 250
Y Pressure shown = item deliverable
PN (bar) _ PN (MPa)
10
Information on ordering complete fittings or alternative sealing
materials see page 17.
Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional

*Please add the suffixes
below according to the material/
surface required.

suffix needed)

Steel, zinc plated, Cr(Vl)-free | CF

4M12RHZ82EDMLOSCF | NBR

P28
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Valves

RHDMTXS Non return valve
Triple-Lok® 37° flare end / Triple-Lok® 37° flare end

L1

1 (2

o iR - —=> | 2
Tube 1 Tube 2 Thread Thread PN
0.D. 0.D. JIC JIC DN (bar)!)
SAE SAE (Nom. Weight
mm Inch mm Inch T T2 C1 C2 L1 diam.) | g/1 piece Order code* CF
6 1/4 6 1/4 7/16-20 UNF 7/16-20 UNF 19 19 52.5 35 108 4RHDMTXS 420
8 5/16 8 5/16 1/2-20 UNF 1/2-20 UNF 22 24 59.5 55 188 5RHDMTXS 420
10 3/8 10 3/8 9/16-18 UNF 9/16-18 UNF 24 27 61.5 7.5 223 6RHDMTXS 420
12 1/2 12 1/2 3/4-16 UNF 3/4-16 UNF 27 32 69.5 9.5 324 8RHDMTXS 420
14,15,16 5/8 14,15,16 5/8 7/8-14 UNF 7/8-14 UNF 32 36 785 11.5 428 10RHDMTXS 350
18,20 3/4 18,20 3/4 11/16-12UN | 11/16-12UN 41 46 87.5 15.0 731 12RHDMTXS 350
25 1 25 1 15/16-12UN | 15/16-12 UN 46 50 92.5 19.0 1076 16RHDMTXS 280
28, 30, 32 11/4 28, 30, 32 11/4 15/8-12 UN 15/8-12 UN 60 60 105.5 24.0 1630 20RHDMTXS 250
35,38 11/2 35,38 1172 17/8-12UN 17/8-12 UN 65 70 118.5 29.0 2362 24RHDMTXS 210

Y Pressure shown = item deliverable
PN (bar)
10

nformation on ordering complete fittings or alternative sealing
materials see page 17.

= PN (MPa)

Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
*Please add the suffixes )
suffix needed
below according to the material/ - )
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4RHDMTXSCF NBR

m P29 Catalogue 4100-10/UK



Valves

RHV42EDMXS Non return valve

Male BSPP thread — ED-seal (ISO 1179) / Triple-Lok® 37° flare end

LL

O

2

= — =1 - -
Tube BSPP Thread PN
0.D. thread Jic DN (bar)")
SAE (Nom. Weight
mm Inch T4 T C1 Cc2 L5 LL diam.) g/1 piece Order code* CF
6 1/4 G1/8 7/16-20 UNF 19 19 48.0 | 40.0 3.5 92 4RHV42EDMXS 420
8 5/16 G1/4 1/2-20 UNF 22 24 595 | 475 55 165 5-4RHV42EDMXS 420
10 3/8 G 1/4 9/16-18 UNF 24 27 62.0 [ 50.0 7.5 191 6RHV42EDMXS 420
12 172 G 3/8 3/4-16 UNF 27 32 67.0 [ 55.0 9.5 277 8RHV42EDMXS 420
14,15, 16 5/8 G1/2 7/8-14 UNF 32 36 76.0 | 62.0 11.5 366 10RHV42EDMXS 350
18, 20 3/4 G 3/4 11/16-12 UN 41 46 84.5 | 68.5 15.0 631 12RHV42EDMXS 350
25 1 G1 15/16-12 UN 46 50 89.5( 71.5 19.0 863 16RHV42EDMXS 280
28, 30, 32 11/4 G11/4 15/8-12 UN 60 60 102.0 | 82.0 24.0 1403 20RHV42EDMXS 250
35,38 1172 G11/2 17/8-12 UN 65 70 113.0 | 91.0 29.0 1969 24RHV42EDMXS 210
Y Pressure shown = item deliverable
PN (bar) _ PN (MPa)
10
Information on ordering complete fittings or alternative sealing
materials see page I7.
Order code suffixes
Material Suffix Example Standard
surface sealing material
*Pleasle add the suffixles and material (Snuc?f;dr? g;jr;zl)
below according to the material/ -
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4RHV42EDMXSCF NBR

P30

Catalogue 4100-10/UK



Valves

RHZ42EDMXS Non return valve
Triple-Lok® 37° flare end / Male BSPP thread — ED-seal (ISO 1179)

L5
LL
1 2
LU
-
— — —f-—=> i
— \__
Tube BSPP Thread PN
O.D. thread Jic DN (ban)?)
SAE (Nom. Weight
mm Inch T4 T C1 Cc2 L5 LL diam.) g/1 piece Order code* CF
6 1/4 G1/8 7/16-20 UNF 19 19 48.0 | 40.0 3.5 89 4RHZ42EDMXS 420
8 5/16 G1/4 1/2-20 UNF 22 24 59.0 | 47.0 55 156 5-4RHZ42EDMXS 420
10 3/8 G 1/4 9/16-18 UNF 24 27 62.0 [ 50.0 7.5 190 6RHZ42EDMXS 420
12 172 G 3/8 3/4-16 UNF 27 32 66.0 | 54.0 9.5 278 8RHZ42EDMXS 420
14,15, 16 5/8 G1/2 7/8-14 UNF 32 36 74.0 | 60.0 1.5 348 10RHZ42EDMXS 350
18, 20 3/4 G 3/4 11/16-12 UN 4 46 825 | 66.5 15.0 634 12RHZ42EDMXS 350
25 1 G1 15/16-12 UN 46 50 895 | 71.5 19.0 863 16RHZ42EDMXS 280
28, 30, 32 11/4 G11/4 15/8-12 UN 60 60 102.0 | 82.0 24.0 1397 20RHZ42EDMXS 250
35, 38 11/2 G112 17/8-12 UN 65 70 115.0 | 93.0 29.0 2001 24RHZ42EDMXS 210
Y Pressure shown = item deliverable
PN (bar) _ PN (MPa)
10
Information on ordering complete fittings or alternative sealing
materials see page 17.
Order code suffixes
Material Suffix Example Standard
surface sealing material
*Pleasle add the suffixles and material (Snuc?f;dr? g;jr;zl)
below according to the material/ -
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4RHZ42EDMXSCF NBR

m P31 Catalogue 4100-10/UK



Valves

RHV50MXS Non return valve

Male UN/UNF thread — O-ring (ISO 11926) / Triple-Lok® 37° flare end

L5
LL
1 (2
bull H— —=>—- 1t — |11 —
Tube Thread PN
0.D. Thread Jic DN (ban)?)
UNF SAE (Nom. Weight
mm Inch T5 T C1 Cc2 L5 LL diam.) |g/1 piece Order code* CF
6 1/4 7/16-20 UNF 7/16-20 UNF 19 19 495 | 385 3.5 92 4RHV50MXS 420
8 5/16 1/2-20 UNF 1/2-20 UNF 22 24 56.5 | 455 55 165 5RHV50MXS 420
10 3/8 9/16-18 UNF 9/16-18 UNF 24 27 595 | 475 7.5 191 6RHV50MXS 420
12 1/2 3/4-16 UNF 3/4-16 UNF 27 32 66.5| 52.5 9.5 277 8RHV50MXS 420
14,15, 16 5/8 7/8-14 UNF 7/8-14 UNF 32 36 75.0| 59.0 115 366 10RHV50MXS 350
18,20 3/4 11/16-12 UN 11/16-12 UN 41 46 84.0| 65.5 15.0 631 12RHV50MXS 350
25 1 15/16-12 UN 15/16-12 UN 46 50 88.0 | 69.5 19.0 863 16RHV50MXS 280
28, 30, 32 11/4 15/8-12 UN 15/8-12 UN 60 60 99.5| 81.0 24.0 1403 20RHV50MXS 250
35, 38 1172 17/8-12 UN 17/8-12 UN 65 70 1095 91.0 29.0 1969 24RHV50MXS 210
Y Pressure shown = item deliverable
PNBa) _ by ipa)
10
Information on ordering complete fittings or alternative sealing
materials see page 17.
Order code suffixes
Material Suffix Example Standard
surface sealing material
*Pleasle add the suffixles and material (Snuc?f;dr? g;jr;zl)
below according to the material/ -
surface required. Steel, zinc plated, Cr(Vl)-free | CF RHV50OMXSCF NBR
P32 Catalogue 4100-10/UK




Valves

RHZ50MXS Non return valve
Triple-Lok® 37° flare end / Male UN/UNF thread — O-ring (ISO 11926)

LS
LL
2
1
— — —+=— 2
Tube Thread PN
0.D. Thread Jic DN (ban)?)
UNF SAE (Nom. Weight
mm Inch T5 T C1 Cc2 L5 LL diam.) |g/1 piece Order code* CF
6 1/4 7/16-20 UNF 7/16-18 UNF 19 19 495 | 385 3.5 N 4RHZ50MXS 420
8 5/16 1/2-20 UNF 1/2-20 UNF 22 24 56.5 | 455 55 161 5RHZ50MXS 420
10 3/8 9/16-18 UNF 9/16-18 UNF 24 27 595 | 475 7.5 190 6RHZ50MXS 420
12 1/2 3/4-16 UNF 3/4-16 UNF 27 32 66.5| 52.5 9.5 278 8RHZ50MXS 420
14,15, 16 5/8 7/8-14 UNF 7/8-14 UNF 32 36 75.0| 59.0 115 348 10RHZ50MXS 350
18,20 3/4 11/16-12 UN 11/16-12 UN 41 46 84.0| 65.5 15.0 634 12RHZ50MXS 350
25 1 15/16-12 UN 15/16-12 UN 46 50 88.0 | 69.5 19.0 863 16RHZ50MXS 280
28, 30, 32 11/4 15/8-12 UN 15/8-12 UN 60 60 107.0 | 81.0 24.0 1397 20RHZ50MXS 250
35, 38 1172 17/8-12 UN 17/8-12 UN 65 70 1095 91.0 29.0 2001 24RHZ50MXS 210
Y Pressure shown = item deliverable
PNBa) _ by ipa)
10
Information on ordering complete fittings or alternative sealing
materials see page I7.
Order code suffixes
Material Suffix Example Standard
surface sealing material
*Pleasle add the suffixles and material (Snuc?f;dr? g;jr;zl)
below according to the material/ -
surface required. Steel, zinc plated, Cr(Vl)-free | CF 4RHZ50MXSCF NBR

m P33 Catalogue 4100-10/UK



Valves

RHV82EDMXS Non return valve
Male metric thread — ED-seal (ISO 9974) / Triple-Lok® 37° flare end

£5
LL
P>
- — —-=> o
14
Tube Thread PN
0.D. Metric Jic DN (bar)")
thread SAE (Nom. Weight
mm Inch T82 T C1 Cc2 L5 LL diam.) |g/1 piece Order code* CF
6 1/4 M 10x1.0 | 7/16-20 UNF 19 19 48.0 ( 40.0 3.5 89 4M10RHV82EDMXS 420
8 5/16 M 12x1.5 1/2-20 UNF 22 24 595 475 55 157 5M12RHV82EDMXS 420
10 3/8 M14x1.5 | 9/16-18 UNF 24 27 62.0( 50.0 7.5 195 6M14RHV82EDMXS 420
12 1/2 M 16x1.5 3/4-16 UNF 27 32 67.0( 55.0 9.5 274 8M16RHV82EDMXS 420
14,15, 16 5/8 M 18x1.5 7/8-14 UNF 32 36 73.5| 615 11.5 369 10M18RHV82EDMXS 350
18, 20 3/4 M27x2.0 | 11/16-12 UN 4 46 845 68.5 15.0 628 12M27RHV82EDMXS 350
25 1 M 33x2.0 | 15/16-12 UN 46 50 895 715 19.0 867 16M33RHV82EDMXS | 280
28, 30, 32 11/4 M 42x2.0 15/8-12 UN 60 60 102.0| 82.0 24.0 1409 20M42RHV82EDMXS | 250
35,38 1172 M 48x2.0 17/8-12 UN 65 70 113.0| 91.0 29.0 1970 24M48RHV82EDMXS | 210
Y Pressure shown = item deliverable
PN (bar) — PN (MPa)
10

Information on ordering complete fittings or alternative sealing
materials see page 17.

Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
*Please add the suffixes )
suffix needed
below according to the material/ - )
surface required. Steel, zinc plated, Cr(VI)-free | CF 4M10RHVB2EDMXSCF | NBR

m P34 Catalogue 4100-10/UK



Valves

RHZ82EDMXS Non return valve
Triple-Lok® 37° flare end / Male metric thread — ED-seal (ISO 9974)

£5
LL
P>
- — —-=> o
14
Tube Thread PN
0.D. Metric Jic DN (bar)")
thread SAE (Nom. Weight
mm Inch T82 T C1 Cc2 L5 LL diam.) |g/1 piece Order code* CF
6 1/4 M 10x1.0 | 7/16-20 UNF 19 19 48.0 ( 40.0 3.5 89 4M10RHZ82EDMXS 420
8 5/16 M 12x1.5 1/2-20 UNF 22 24 595 475 55 156 5M12RHZ82EDMXS 420
10 3/8 M14x1.5 | 9/16-18 UNF 24 27 62.0( 50.0 7.5 195 6M14RHZ82EDMXS 420
12 1/2 M 16x1.5 3/4-16 UNF 27 32 66.0 [ 54.0 9.5 272 8M16RHZ82EDMXS 420
14,15, 16 5/8 M 18x1.5 7/8-14 UNF 32 36 71.5| 59.5 11.5 352 10M18RHZ82EDMXS 350
18, 20 3/4 M27x2.0 | 11/16-12 UN 4 46 82.5( 66.5 15.0 608 12M27RHZ82EDMXS 350
25 1 M 33x2.0 | 15/16-12 UN 46 50 895 715 19.0 965 16M33RHZ82EDMXS | 280
28, 30, 32 11/4 M 42x2.0 15/8-12 UN 60 60 102.0| 82.0 24.0 1396 20M42RHZ82EDMXS | 250
35,38 1172 M 48x2.0 17/8-12 UN 65 70 115.0| 93.0 29.0 1807 24M48RHZ82EDMXS | 210
Y Pressure shown = item deliverable
PN (bar) — PN (MPa)
10

Information on ordering complete fittings or alternative sealing
materials see page 17.

Order code suffixes
Material Suffix Example Standard
surface sealing material
and material (no additional
*Please add the suffixes )
suffix needed
below according to the material/ - )
surface required. Steel, zinc plated, Cr(VI)-free | CF 4M10RHZ82EDMXSCF | NBR

m P35 Catalogue 4100-10/UK



